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Annex X (Normative):
IP-Connectivity Access Network specific concepts when using Untrusted WLAN to access IMS

X.0
General

This clause describes the main IP-Connectivity Access Network specific concepts that are used for the provisioning of IMS services over untrusted WLAN access to EPC. 


Following specific considerations apply to the case of untrusted WLAN access:

-
The Mobility related procedures for untrusted WLAN access to EPC are described in TS 23.402 [82]

-


For untrusted WLAN access, ePDG is used to interface the access network and to control relevant PDN connectivity (over S2b) towards a P-GW

-
For untrusted WLAN access, the way the notification of the loss of IP-CAN session for a UE is triggered within an untrusted WLAN is out of scope of 3GPP specifications.

X.1
UE Provided Access Information in Untrusted WLAN access

A UE accessing IMS via untrusted WLAN shall support the following:

· -
Provide the identity of the WLAN AP over which the UE is currently camped, and used for IMS signalling at IMS registration, IMS emergency registration, IMS session initiation, and in any procedure defined in TS 24.229, where access network information is provided. 
· -
Provide the cell information (cell-ID) for the most recent seen cell at IMS registration, IMS emergency registration, IMS session initiation, and in any procedure defined in TS 24.229 where access network information is provided. The cell-ID access information shall include the age depicting when the UE last saw the cell-ID. It shall be possible to determine from the age if the UE is currently seeing the cell-ID in addition to the WLAN AP it is using for IMS access. The cell-ID access information shall also be marked as not being used for IMS access if the UE is currently seeing the cell-ID and the WLAN AP.
A UE accessing IMS via untrusted WLAN may additionally support the following:

· -
Provide identities of other WLAN APs seen by the UE but not used for IMS signalling. Every provided WLAN AP shall be marked as not being used for IMS access
· NOTE 1: It is up to stage 3 to decide on the number of other WLAN APs to be provided
· NOTE 2: By default the only non-marked WLAN AP is used for IMS access.  
UEs providing a geolocation.shall comply to TS 24.229 in that reard. 
The above UE access information shall be made available to all IMS entities that currently handle a UE.
NOTE3:
Operator specific local control policies may be applied and which can result in a registration being accepted, rejected, and/or may also result in additional implementation specific actions. Any node that participates in the registration process (e.g. P-CSCF, HSS) may apply these local control policies. 
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