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1. Overall Description:

SA2 thanks CT4 for their LS on Handover procedures without the dynamic PGW ID. SA2 would like to provide the following feedback on the questions asked by CT4.

CT4 Question 1 to SA2:  Can the PDN connection(s) of a user configured with “HO-To-Non-3GPP-Access Not Allowed” be configured/set as “offloadable”?

CT4 Question 2 to SA2:  If yes, then is it possible for a UE to offload to WLAN even though handover to non-3gpp is prohibited in the subscription?

CT4 Question 3 to SA2:  If answer to Q2 is yes, then does it mean that such offloads are treated as handovers without IP address preservation by the network and thus the network should provide the UE with a different IP address for the PDN?
SA2 Answer 1: Such combination would be a misconfiguration. Both indications are part of the user subscription data and should be aligned. If the APN of PDN connection(s) of a user configured with “HO-To-Non-3GPP-Access Not Allowed” is set to “WLAN offloadable”, it is considered as a misconfiguration and the error handling of such case is out of the scope of SA2.
2. Actions:

To CT4 group.

ACTION: 
SA2 kindly asks CT4 and CT1 to take the above answers into account.

3. Date of Next TSG-SA WG2 Meetings:

TSG-SA WG2 Meeting #111 
19th – 23rd October 2015

Chengdu, China
TSG-SA WG2 Meeting #112
16th – 20th November 2015

Anaheim, USA

