Page 1



3GPP TSG-SA2 Meeting #111 
S2-153204
Chengdu, China, 19-23 October 2015
	CR-Form-v11.1

	CHANGE REQUEST

	

	
	23.682
	CR
	0145
	rev
	-
	Current version:
	13.3.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:

	ECGI Schedule list CP Parameter

	
	

	Source to WG:
	Alcatel-Lucent

	Source to TSG:
	SA2

	
	

	Work item code:
	TEI-14, MONTE
	
	Date:
	2015-10-19

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-14

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)

	
	

	Reason for change:
	TS 23.682 provides the ability to install and to update the CP Parameters for a subscription. An additional parameter that will make the existing parameters much more useful is a list of ECGIs where the UE is expected at various times, e.g., for more accurate paging.

	
	

	Summary of change:
	Add ECGI Schedule list to the CP parameters in Table 5.10.1-1, and provide a descriptions of this additional parameter, including its relationship with the Schedule communication time parameter.

	
	

	Consequences if not approved:
	If the ECGI list is not included and the MME has no history of the movements of the device, the MME may have to page in a larger area, thus wasting paging resources. 

	
	

	Clauses affected:
	5.10.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ...

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	


**** FIRST CHANGE ****
5.10.1
Communication Pattern parameters

A set of Communication Pattern (CP) parameters is defined in the table below. All CP parameters are optional.

These CP parameters are specific for a UE and are provided by the SCEF to the HSS which distributes to the corresponding MME with relevant subscriber data.

Table 5.10.1-1: CP parameters

	CP parameter
	Description

	1)
Periodic communication indicator
	Identifies whether the UE communicates periodically or not, e.g. only on demand. [optional]

	2)
Communication duration time
	Duration interval time of periodic communication [optional, may be used together with 1)]

Example: 5 minutes

	3)
Periodic time
	Interval Time of periodic communication [optional , may be used together with 1)]

Example: every hour

	4)
Scheduled communication time
	Time zone and Day of the week when the UE is available for communication [optional]

Example: Time: 13:00-20:00, Day: Monday
See Note 1.

	5)
Stationary indication
	Identifies whether the UE is stationary or mobile [optional]

	y)
ECGI Schedule list
	Indicates the sets of ECGIs where the UE is expected at various times. [Optional, may be used together with all other CP parameters.]
When included, the ECGI Schedule list shall contain a set of ECGIs, plus the Day(s) of the Week, Time Period(s) during that(those) day(s), and the Time zone applicable to the Time Period(s).
See Note 1.

	Note 1:
The Scheduled communication time parameter indicates a time period when the UE is expected to be available for communication, which is different than the ECGI Schedule list parameter which indicates the expected location of the UE at various periods.
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