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1st change

4.5.4.4
UE ePDG Selection Procedure Based on Configuration

When constructing an FQDN, the UE contructs the FQDN as it is described in clause 4.5.4.2.

The UE performs the ePDG selection as follows:

1)
If the UE is configured with an FQDN or IP address in the ePDG identifier configuration defined in point 1) in clause 4.5.4.3, then the UE shall either use the configured FQDN and use the DNS server function to obtain the IP address(es) of the ePDG(s) in the HPLMN, or the UE shall use the configured IP address; otherwise
2)
If the UE is attached via 3GPP access to a PLMN that is in the ePDG selection information defined in point 2) in clause 4.5.4.3 (including the case when there is "any PLMN" value in the ePDG selection information), the UE shall select the ePDG in the PLMN by constructing an FQDN as described in clause 4.5.4.2, and using the DNS server function to obtain the IP address(es) of the ePDG(s) in the PLMN; otherwise
3)
If the UE is not attached via 3GPP access to any PLMN, and the UE is either

- 
able to identify by other means a PLMN serving the geographical area the UE is located in, e.g. by a the   PLMN selected as the service provider for 3GPP-based access authentication, and if that PLMN is in the ePDG selection information defined in point 2) in clause 4.5.4.3 (including the case when there is "any PLMN" entry in the ePDG selection information), or,
- 
able to identify the country the UE is in and finds a PLMN with the MCC corresponding to that country in the ePDG selection information (exculing the “any PLMN” entry when looking for a matching MCC)
the UE shall select the ePDG in the identified PLMN by constructing an FQDN as described in clause 4.5.4.2, and using the DNS server function to obtain the IP address(es) of the ePDG(s) in the PLMN; 

NOTE 1:   It is out of scope of the present specification to define how the UE can locate itself in a specific Geographical Area. When the UE is in coverage of a 3GPP RAT, it can for example, use information derived from the serving PLMN. When the UE is not in coverage of a 3GPP RAT, it can use other techniques, including user provided location, as determined by local regulations.

otherwise
4)
In all other cases, the UE shall select the ePDG of the HPLMN by constructing the FQDN according to clause 4.5.4.2, and use the DNS server function to obtain the IP address(es) of the ePDG(s) in the HPLMN. If no HPLMN or "any PLMN" value is present in the ePDG selection information, the UE construct the Operator Identifier FQDN for HPLMN.

When ePDG selection in the VPLMN the UE is attached to fails:

-
If the ePDG selection information for this VPLMN contains the "preferred" indication based on point 2) in clause 4.5.4.3, the UE shall select the ePDG of the HPLMN by constructing the FQDN as described in clause 4.5.4.2, and use the DNS server function to obtain the IP address(es) of the ePDG(s) in the HPLMN;

-
If the PDG selection information for this VPLMN contains the "mandatory" indication, the UE stops the ePDG selection.

NOTE:
If a selected ePDG is not reachable from an untrusted non-3GPP access, the UE attempts with the next discovered ePDG if available.

End of changes

