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Abstract of the contribution: This contribution proposes new key issue for SDCI.
* * * 1st Change * * * *

5.X
Key Issue X –Provisioning of Packet Flow description.
5.X.1
Description

According to existing specifications, operators are able to deploy sponsored data connectivity service since release 10, the sponsor is able to send different information to the operator (e.g. data flow description, charging, usage, QoS) in order to sponsor service data flow or application. Moreover, the existing procedures occur when the user is setting up a media application inside an existing IP-CAN session.
The current PCC architecture is designed to identify services based on IP-5-uple or application identifier predefined in the operator domain (PGW or TDF) per individual subscriber IP-CAN session. 
However, this requirement is not fully adapted for the following use cases:
· sponsors desire to send Packet Flow descriptions beyond layers 3 and 4 (i.e. currently, only a static configuration in operator network is supported);
· sponsors desire to provision one or more Packet Flow descriptions at once and outside the context of the current individual subscriber IP-CAN session.
This key issue shall study the following aspects:

1. How to support provisioning of Packet Flow descriptions beyond layers 3 and 4 (e.g. URLs) from 3rd-party service providers to operator networks. 
2. How to provision the operator with one or more Packet Flow descriptions representing services to be sponsored, outside the context of a current individual subscriber IP-CAN session.

* * * End of Change * * * *
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