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* * * * Start of 1st Change * * * *
3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [8] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [8].

ADC
Application Detection and Control

AF
Application Function

ASP
Application Service Provider

BBERF
Bearer Binding and Event Reporting Function

BBF
Bearer Binding Function

BBF AAA
Broadband Forum AAA

BNG
Broadband Network Gateway

BPCF
Broadband Policy Control Function

BRAS
Broadband Remote Access Server

CSG
Closed Subscriber Group

CSG ID
Closed Subscriber Group Identity

DRA
Diameter Routing Agent

H-PCEF
A PCEF in the HPLMN

H-PCRF
A PCRF in the HPLMN

HRPD
High Rate Packet Data

HSGW
HRPD Serving Gateway

IP‑CAN
IP Connectivity Access Network

MPS
Multimedia Priority Service

NBIFOM
Network-based IP flow mobility

NSWO
Non-Seamless WLAN Offload

OAM
Operation Administration and Maintenance

OFCS
Offline Charging System

OCS
Online Charging System

PCC
Policy and Charging Control

PCEF
Policy and Charging Enforcement Function

PCRF
Policy and Charging Rules Function

QCI
QoS Class Identifier

RAN
Radio Access Network

RCAF
RAN Congestion Awareness Function

RUCI
RAN User Plane Congestion Information

RG
Residential Gateway

SCEF
Service Capability Exposure Function

vSRVCC
video Single Radio Voice Call Continuity

SPR
Subscription Profile Repository

TDF
Traffic Detection Function

TSSF
Traffic Steering Support Function

UDC
User Data Convergence

UDR
User Data Repository

V-PCEF
A PCEF in the VPLMN

V-PCRF
A PCRF in the VPLMN
VBR
Variable Bit-Rate
* * * * Next Change * * * *
6.1.1.3
PCC rule authorization and QoS rule generation

PCC Rule authorization is the selection of the QoS parameters (QCI, ARP, GBR, VBR, MBR, etc.) for the PCC rules.

The PCRF shall perform the PCC rule authorization for complete dynamic PCC rules belonging to AF sessions that have been selected in step 1, as described in clause 6.1.1.2, as well as for PCC rules without corresponding AF sessions. Based on AF instructions (as described in clause 6.1.5) dynamic PCC rules can be authorized even if they are not complete (e.g. due to missing service information regarding QoS or traffic filter parameters).

The PCC rule authorization depends on the IP‑CAN bearer establishment mode of the IP‑CAN session and the mode (UE or NW) of the PCC rule:

-
In UE/NW bearer establishment mode, the PCRF shall perform the authorization for all PCC rules that are to be handled in NW mode.

-
In UE/NW bearer establishment mode, for PCC rules that are to be handled in UE mode or when in UE-only bearer establishment mode, the PCRF shall first identify the PCC rules that correspond to a UE resource request and authorize only these.


The PCRF shall compare the traffic mapping information of the UE resource request with the service data flow filter information of the services that are allowed for the user. Each part of the traffic mapping information shall be evaluated separately in the order of their related precedence. Any matching service data flow filter leads to an authorization of the corresponding PCC rule for the UE resource request unless the PCC rule is already authorized for a more specific traffic mapping information or the PCC rule cannot be authorized for the QCI that is related to the UE resource request (the details are described in the next paragraph). Since a PCC rule can contain multiple service data flow filters it shall be ensured by the PCRF that a service data flow is only authorized for a single UE resource request.

NOTE 1:
For example, a PCC rule containing multiple service data flow filters that match traffic mapping information of different UE resource requests could be segmented by the PCRF according to the different matching traffic mapping information. Afterwards, the PCRF can authorize the different PCC rules individually.


The PCRF knows whether a PCC rule can be authorized for a single QCI only or a set of QCIs (based on SPR information or local configuration). If the processing of the traffic mapping information would lead to an authorization of a PCC rule, the PCRF shall also check whether the PCC rule can be authorized for the QCI that is related to the UE resource request containing the traffic mapping information. If the PCC rule cannot be authorized for this QCI, the PCRF shall reject the traffic mapping information unless otherwise stated in an access-specific Annex.


If there is any traffic mapping information not matching to any service data flow filter known to the PCRF and the UE is allowed to request for enhanced QoS for traffic not belonging to operator-controlled services, the PCRF shall authorize this traffic mapping information by adding the respective service data flow filter to a new or existing PCC. If the PCRF received an SDF filter identifier together with this traffic mapping information, the PCRF shall modify the existing PCC rule if the PCC rule is authorized for a GBR QCI.

NOTE 2:
If the PCC rule is authorized for a non-GBR QCI, the PCRF may either create a new PCC rule or modify the existing PCC rule.


The PCC rule that needs to be modified can be identified by the service data flow filter the SDF filter identifier refers to. The requested QoS shall be checked against the subscription limitations for traffic not belonging to operator-controlled services.


If the PCRF needs to perform the authorization based on incomplete service information and thus cannot associate a PCC rule with a single IP‑CAN bearer, then the PCRF shall generate for the affected service data flow an individual PCC rule per IP‑CAN bearer that could carry that service data flow. Once the PCRF receives the complete service information, the PCC rule on the IP‑CAN bearer with the matching traffic mapping information shall be updated according to the service information. Any other PCC rule(s) previously generated for the same service data flow shall be removed by the PCRF.

NOTE 3:
This is required to enable the successful activation or modification of IP‑CAN bearers before knowing the intended use of the IP‑CAN bearers to carry the service data flow(s).


For an IP‑CAN, where the PCRF gains no information about the uplink IP flows (i.e. the UE provided traffic mapping information contains no information about the uplink IP flows), the binding mechanism shall assume that, for bi-directional service data flows, both downlink and uplink packets travel on the same IP‑CAN bearer.


Whenever the service data flow template or the UE provided traffic mapping information change, the existing authorizations shall be re-evaluated, i.e. the authorization procedure specified in this clause, is performed. The re-evaluation may, for a service data flow, require a new authorization for a different UE provided mapping information.


Based on PCRF configuration or AF instructions (as described in clause 6.1.5) dynamic PCC rules may have to be first authorized for the default QCI/default bearer (i.e. bearer without UE provided traffic mapping information) until a corresponding UE resource request occurs.

NOTE 4:
This is required to enable services that start before dedicated resources are allocated.

A PCC rule for a service data flow that is a candidate for vSRVCC according to TS 23.216 [28] shall have the PS to CS session continuity indicator set.

For the authorization of a PCC rule the PCRF shall take into account the IP‑CAN specific restrictions and other information available to the PCRF. Each PCC rule receives a set of QoS parameters that can be supported by the IP‑CAN. The authorization of a PCC rule associated with an emergency service shall be supported without subscription information (e.g. information stored in the SPR). The PCRF shall apply policies configured for the emergency service.

When both a Gx and associated Gxx interface(s) exist for an IP‑CAN session, the PCRF shall generate QoS rules for all the authorized PCC rules in this step. The PCRF shall ensure consistency between the QoS rules and PCC rules authorized for the same service data flow when QoS rules are derived from corresponding PCC rules.

When flow mobility applies for the IP-CAN Session, one IP‑CAN session may be associated to multiple Gateway Control Sessions with separate BBRFs. In this case, the PCRF shall provision QoS rules only to the appropriate BBERF based on IP flow mobility routing rules received from the PCEF.

* * * * Next Change * * * *
6.1.7
Standardized QoS characteristics

6.1.7.1
General

The service level (i.e., per SDF or per SDF aggregate) QoS parameters are QCI, ARP, GBR, optionally VBR and MBR.

Each Service Data Flow (SDF) is associated with one and only one QoS Class Identifier (QCI). For the same IP‑CAN session multiple SDFs with the same QCI and ARP can be treated as a single traffic aggregate which is referred to as an SDF aggregate. An SDF is a special case of an SDF aggregate. The QCI is scalar that is used as a reference to node specific parameters that control packet forwarding treatment (e.g. scheduling weights, admission thresholds, queue management thresholds, link layer protocol configuration, etc.) and that have been pre-configured by the operator owning the node (e.g. eNodeB).

6.1.7.2
Standardized QCI characteristics

This clause specifies standardized characteristics associated with standardized QCI values. The characteristics describe the packet forwarding treatment that an SDF aggregate receives edge-to-edge between the UE and the PCEF (see figure 6.1.7‑1) in terms of the following performance characteristics:

1
Resource Type (GBR or Non-GBR);

2
Priority;

3
Packet Delay Budget;

4
Packet Error Loss Rate.


[image: image1.emf] 

Access Network (B side)  

IP  

Application / Service Level  

Send/  Rcv  

Access Network (A side)  

Send/  Rcv  

UE  

PDN  

G W  

Scope of the standardized  

QCI characteristics  

UE  

PDN  

GW  

Scope of the standardized  

QCI characteristics  

Backbone  

IP  

Application / Service Level  

Send/  Rcv  

Access Network (A side)  

Send/  Rcv  

UE  

PDN  

GW  

Scope of the standardized  

QCI cha racteristics  

Server  

Backbone  

Access Network (B side)  

IP  

Application / Service Level  

Send/  Rcv  

Access Network (A side)  

Send/  Rcv  

UE  

PDN  

GW  

Scope of the standardized  

QCI characteristics  

UE  

PDN  

GW  

Scope of the standardized  

QCI characteristics  

Backbone  

Access Network (B side)  

IP  

Application / Service Level  

Send/  Rcv  

Access Network (A side)  

Send/  Rcv  

UE  

PDN  

GW  

Scope of the standardized  

QCI characteristics  

UE  

PCEF  

Scope of the standardized  

QCI characteristics  

UE  

PDN  

GW  

Scope of the stand ardized  

QCI characteristics  

UE  

PCEF  

Scope of the standardized  

QCI characteristics  

Backbone  

IP  

Application / Service Level  

Send/  Rcv  

Access Network (A side)  

Send/  Rcv  

UE  

PDN  

GW  

Scope of the standardized  

QCI characteristics  

Se rver  

Backbone  

IP  

Application / Service Level  

Send/  Rcv  

Access Network (A side)  

Send/  Rcv  

UE  

PDN  

Scope of the standardized  

QCI characteristics  

UE  

PCEF  

Scope of the standardized  

QCI characteristics  

Server  

Backbone  


Figure 6.1.7-1: Scope of the Standardized QCI characteristics for client/server (upper figure) and peer/peer (lower figure) communication

The standardized characteristics are not signalled on any interface. They should be understood as guidelines for the pre-configuration of node specific parameters for each QCI. The goal of standardizing a QCI with corresponding characteristics is to ensure that applications / services mapped to that QCI receive the same minimum level of QoS in multi-vendor network deployments and in case of roaming. A standardized QCI and corresponding characteristics is independent of the UE's current access (3GPP or Non-3GPP).

The one-to-one mapping of standardized QCI values to standardized characteristics is captured in table 6.1.7.

Table 6.1.7: Standardized QCI characteristics

	QCI
	Resource Type
	Priority Level
	Packet Delay Budget
	Packet Error Loss

Rate (NOTE 2)
	Example Services

	1
(NOTE 3)
	
	2
	100 ms
(NOTE 1, NOTE 11)
	10-2
	Conversational Voice

	2
(NOTE 3)
	
GBR
	4
	150 ms
(NOTE 1, NOTE 11)
	10-3
	Conversational Video (Live Streaming)

	3
(NOTE 3)
	
	3
	50 ms
(NOTE 1, NOTE 11)
	10-3
	Real Time Gaming

	4
(NOTE 3)
	
	5
	300 ms
(NOTE 1, NOTE 11)
	10-6
	Non-Conversational Video (Buffered Streaming)

	65
(NOTE 3, NOTE 9, NOTE 12)
	
	0.7
	75 ms
(NOTE 7,
NOTE 8)
	
10-2
	Mission Critical user plane Push To Talk voice (e.g., MCPTT)

	66
(NOTE 3, NOTE 12)
	
	
2
	100 ms
(NOTE 1,
NOTE 10)
	
10-2
	Non-Mission-Critical user plane Push To Talk voice

	5
(NOTE 3)
	
	1
	100 ms
(NOTE 1, NOTE 10)
	10-6
	IMS Signalling

	6
(NOTE 4)
	
	
6
	
300 ms
(NOTE 1, NOTE 10)
	
10-6
	Video (Buffered Streaming)
TCP-based (e.g., www, e-mail, chat, ftp, p2p file sharing, progressive video, etc.)

	7
(NOTE 3)
	Non-GBR
	
7
	
100 ms
(NOTE 1, NOTE 10)
	
10-3
	Voice,
Video (Live Streaming)
Interactive Gaming

	8
(NOTE 5)
	
	
8
	
300 ms
(NOTE 1)
	

10-6
	
Video (Buffered Streaming)
TCP-based (e.g., www, e-mail, chat, ftp, p2p file 

	9
(NOTE 6)
	
	9
	
	
	sharing, progressive video, etc.)

	69
(NOTE 3, NOTE 9, NOTE 12)
	
	0.5
	60 ms
(NOTE 7, NOTE 8)
	10-6
	Mission Critical delay sensitive signalling (e.g., MC-PTT signalling)

	70
(NOTE 4, NOTE 12)
	
	5.5
	200 ms
(NOTE 7, NOTE 10)
	10-6
	Mission Critical Data (e.g. example services are the same as QCI 6/8/9)

	NOTE 1:
A delay of 20 ms for the delay between a PCEF and a radio base station should be subtracted from a given PDB to derive the packet delay budget that applies to the radio interface. This delay is the average between the case where the PCEF is located "close" to the radio base station (roughly 10 ms) and the case where the PCEF is located "far" from the radio base station, e.g. in case of roaming with home routed traffic (the one-way packet delay between Europe and the US west coast is roughly 50 ms). The average takes into account that roaming is a less typical scenario. It is expected that subtracting this average delay of 20 ms from a given PDB will lead to desired end-to-end performance in most typical cases. Also, note that the PDB defines an upper bound. Actual packet delays - in particular for GBR traffic - should typically be lower than the PDB specified for a QCI as long as the UE has sufficient radio channel quality.

NOTE 2:
The rate of non congestion related packet losses that may occur between a radio base station and a PCEF should be regarded to be negligible. A PELR value specified for a standardized QCI therefore applies completely to the radio interface between a UE and radio base station.

NOTE 3:
This QCI is typically associated with an operator controlled service, i.e., a service where the SDF aggregate's uplink / downlink packet filters are known at the point in time when the SDF aggregate is authorized. In case of E-UTRAN this is the point in time when a corresponding dedicated EPS bearer is established / modified.

NOTE 4:
If the network supports Multimedia Priority Services (MPS) then this QCI could be used for the prioritization of non real-time data (i.e. most typically TCP-based services/applications) of MPS subscribers.

NOTE 5:
This QCI could be used for a dedicated "premium bearer" (e.g. associated with premium content) for any subscriber / subscriber group. Also in this case, the SDF aggregate's uplink / downlink packet filters are known at the point in time when the SDF aggregate is authorized. Alternatively, this QCI could be used for the default bearer of a UE/PDN for "premium subscribers".

NOTE 6:
This QCI is typically used for the default bearer of a UE/PDN for non privileged subscribers. Note that AMBR can be used as a "tool" to provide subscriber differentiation between subscriber groups connected to the same PDN with the same QCI on the default bearer.

NOTE 7:
For Mission Critical services, it may be assumed that the PCEF is located "close" to the radio base station (roughly 10 ms) and is not normally used in a long distance, home routed roaming situation. Hence delay of 10 ms for the delay between a PCEF and a radio base station should be subtracted from this PDB to derive the packet delay budget that applies to the radio interface.

NOTE 8:
In both RRC Idle and RRC Connected mode, the PDB requirement for these QCIs can be relaxed (but not to a value greater than 320 ms) for the first packet(s) in a downlink data or signalling burst in order to permit reasonable battery saving (DRX) techniques.

NOTE 9:
It is expected that QCI-65 and QCI-69 are used together to provide Mission Critical Push to Talk service (e.g., QCI-5 is not used for signalling for the bearer that utilizes QCI-65 as user plane bearer). It is expected that the amount of traffic per UE will be similar or less compared to the IMS signalling.

NOTE 10:
In both RRC Idle and RRC Connected mode, the PDB requirement for these QCIs can be relaxed for the first packet(s) in a downlink data or signalling burst in order to permit battery saving (DRX) techniques.

NOTE 11:
In RRC Idle mode, the PDB requirement for these QCIs can be relaxed for the first packet(s) in a downlink data or signalling burst in order to permit battery saving (DRX) techniques.

NOTE 12:
This QCI value can only be assigned upon request from the network side. The UE and any application running on the UE is not allowed to request this QCI value.


The Resource Type determines if dedicated network resources related to a service or bearer level Guaranteed Bit Rate (GBR) value are permanently allocated (e.g. by an admission control function in a radio base station). GBR SDF aggregates are therefore typically authorized "on demand" which requires dynamic policy and charging control. A Non GBR SDF aggregate may be pre-authorized through static policy and charging control.

The Packet Delay Budget (PDB) defines an upper bound for the time that a packet may be delayed between the UE and the PCEF. For a certain QCI the value of the PDB is the same in uplink and downlink. The purpose of the PDB is to support the configuration of scheduling and link layer functions (e.g. the setting of scheduling priority weights and HARQ target operating points). The PDB shall be interpreted as a maximum delay with a confidence level of 98 percent.

NOTE 1:
The PDB denotes a "soft upper bound" in the sense that an "expired" packet, e.g. a link layer SDU that has exceeded the PDB, does not need to be discarded (e.g. by RLC in E-UTRAN). The discarding (dropping) of packets is expected to be controlled by a queue management function, e.g. based on pre-configured dropping thresholds.

The support for SRVCC requires QCI=1 only be used for IMS speech sessions in accordance to TS 23.216 [28].

NOTE 2:
Triggering SRVCC will cause service interruption and/or inconsistent service experience when using QCI=1 for non-IMS services.

NOTE 3:
Triggering SRVCC for WebRTC IMS session will cause service interruption and/or inconsistent service experience when using QCI=1. Operator policy (e.g. use of specific AF application identifier) can be used to avoid using QCI 1 for a voice service, e.g. WebRTC IMS session.

Services using a Non-GBR QCI should be prepared to experience congestion related packet drops, and 98 percent of the packets that have not been dropped due to congestion should not experience a delay exceeding the QCI's PDB. This may for example occur during traffic load peaks or when the UE becomes coverage limited. See Annex J for details. Packets that have not been dropped due to congestion may still be subject to non congestion related packet losses (see PELR below).

When VBR is not used, services using a GBR QCI and sending at a rate smaller than or equal to GBR can in general assume that congestion related packet drops will not occur, and 98 percent of the packets shall not experience a delay exceeding the QCI's PDB. When VBR is used, services using a GBR QCI and sending at a rate smaller than or equal to VBR can in general assume that congestion related packet drops will not occur, and 98 percent of the packets shall not experience a delay exceeding the QCI's PDB. Exceptions (e.g. transient link outages) can always occur in a radio access system which may then lead to congestion related packet drops even for services using a GBR QCI and sending at a rate smaller than or equal to GBR. Packets that have not been dropped due to congestion may still be subject to non congestion related packet losses (see PELR below).

Every QCI (GBR and Non-GBR) is associated with a Priority level (see Table 6.1.7). The lowest Priority level value corresponds to the highest Priority. The Priority levels shall be used to differentiate between SDF aggregates of the same UE, and it shall also be used to differentiate between SDF aggregates from different UEs. Via its QCI an SDF aggregate is associated with a Priority level and a PDB. Scheduling between different SDF aggregates shall primarily be based on the PDB. If the target set by the PDB can no longer be met for one or more SDF aggregate(s) across all UEs that have sufficient radio channel quality then Priority shall be used as follows: in this case a scheduler shall meet the PDB of an SDF aggregate on Priority level N in preference to meeting the PDB of SDF aggregates on next Priority level greater than N, until the priority N SDF aggregate's GBR (in case of a GBR SDF aggregate where VBR is not also signalled) has been satisfied. Other aspects related to the treatment of traffic exceeding an SDF aggregate's GBR are out of scope of this specification.

NOTE 4:
The definition (or quantification) of "sufficient radio channel quality" is out of the scope of 3GPP specifications.

NOTE 5:
In case of E-UTRAN a QCI's Priority level may be used as the basis for assigning the uplink priority per Radio Bearer (see TS 36.300 [19] for details).

The Packet Error Loss Rate (PELR) defines an upper bound for the rate of SDUs (e.g. IP packets) that have been processed by the sender of a link layer protocol (e.g. RLC in E‑UTRAN) but that are not successfully delivered by the corresponding receiver to the upper layer (e.g. PDCP in E‑UTRAN). Thus, the PELR defines an upper bound for a rate of non congestion related packet losses. The purpose of the PELR is to allow for appropriate link layer protocol configurations (e.g. RLC and HARQ in E‑UTRAN). For a certain QCI the value of the PELR is the same in uplink and downlink.

NOTE 6:
The characteristics PDB and PELR are specified only based on application / service level requirements, i.e., those characteristics should be regarded as being access agnostic, independent from the roaming scenario (roaming or non-roaming), and independent from operator policies.

6.1.7.3
Allocation and Retention Priority characteristics

The QoS parameter ARP contains information about the priority level, the pre-emption capability and the pre-emption vulnerability. The priority level defines the relative importance of a resource request. This allows deciding whether a bearer establishment or modification request can be accepted or needs to be rejected in case of resource limitations (typically used for admission control of GBR traffic). It can also be used to decide which existing bearers to pre-empt during resource limitations.

The range of the ARP priority level is 1 to 15 with 1 as the highest level of priority. The pre-emption capability information defines whether a service data flow can get resources that were already assigned to another service data flow with a lower priority level. The pre-emption vulnerability information defines whether a service data flow can lose the resources assigned to it in order to admit a service data flow with higher priority level. The pre-emption capability and the pre-emption vulnerability can be either set to 'yes' or 'no'.

The ARP priority levels 1-8 should only be assigned to resources for services that are authorized to receive prioritized treatment within an operator domain (i.e. that are authorized by the serving network). The ARP priority levels 9-15 may be assigned to resources that are authorized by the home network and thus applicable when a UE is roaming.

NOTE:
This ensures that future releases may use ARP priority level 1-8 to indicate e.g. emergency and other priority services within an operator domain in a backward compatible manner. This does not prevent the use of ARP priority level 1-8 in roaming situation in case appropriate roaming agreements exist that ensure a compatible use of these priority levels.

* * * * Next Change * * * *
6.2.2.4
QoS control

The PCEF enforces the authorized QoS for an IP‑CAN bearer according to the information received via the Gx interface and depending on the bearer establishment mode.

Only the GBR per bearer is used for resource reservation (e.g. admission control in the RAN) if VBR is not signalled. If VBR is signalled it can also be optionally used for admission control in the RAN. The MBR (per PCC rule / per bearer) is used for rate policing.

For a UE-initiated IP‑CAN bearer establishment or modification the PCEF receives the authorized QoS (QCI, ARP, GBR, MBR, VBR) for a bearer that the PCEF has identified for the PCRF. The PCEF shall enforce it which may lead to a downgrading or upgrading of the requested bearer QoS.

For a network initiated IP‑CAN bearer establishment or modification the PCEF receives the authorized QoS per PCC rule (QCI, ARP, GBR, MBR,VBR). For GBR bearers the PCEF should set the bearer's GBR to the sum of the GBRs of all PCC rules that are active and bound to that GBR bearer. For GBR bearers when VBR is also used, the PCEF should set the VBR to the sum of the VBRs all PCC rules that are active and bound to that bearer. If a set of PCC Rules is subject to resource sharing as specified in clause 6.1.14 the PCEF should use, for each applicable direction, the highest GBR from the set of PCC Rules sharing resources as input for calculating the bearer´s GBR. For GBR bearers the PCEF should set the bearer's MBR to the sum of the MBRs of all PCC rules that are active and bound to that GBR bearer. If a set of PCC Rules is subject to resource sharing as specified in clause 6.1.14 the PCEF may, for each applicable direction, use the highest MBR from the set of PCC Rules as input for calculating the bearer´s MBR.

NOTE 1:
Since the PCRF controls the GBR value in the PCC rule, the PCRF can prevent that uplink GBR resources are reserved by providing an uplink GBR value of zero for that PCC rule, This may be useful e.g. for a PCC rule with application identifier as the uplink traffic can be received in other bearers than the one the PCC rule is bound to.

For an IP‑CAN that supports non-GBR bearers that have a separate MBR (e.g. GPRS) the PCEF may, before or in connection with activation of the first PCC rule with a certain QCI, receive the authorized QoS (QCI, MBR) for that QCI. The authorized MBR per QCI only applies to non-GBR bearers, and it sets an upper limit for the MBR that the PCEF assigns to a non-GBR bearer with that QCI. In case multiple IP‑CAN bearers within the same IP‑CAN session are assigned the same QCI, the authorized MBR per QCI applies independently to each of those IP‑CAN bearers. The PCRF may change the authorized MBR per QCI at any time. An authorized GBR per QCI shall not be signalled on Gx.

NOTE 2:
The intention of the authorized MBR per QCI is to avoid frequent IP‑CAN bearer modifications as PCC rules are dynamically activated and deactivated. That is, the PCEF may choose to assign the authorized MBR per QCI to a non-GBR bearer with that QCI.

* * * * Next Change * * * *
6.2.7.3
QoS Control

The ARP, GBR, (optionally) VBR, MBR and QCI are used by the BBERF in the same way as in the PCEF for resource reservation.

When access network is not utilizing QCI based QoS parameters, the BBERF shall be able to convert a QoS class identifier value to QoS attribute values used in the access network and determine the QoS class identifier value from a set of QoS attribute values used in the access network.

NOTE:
The definition of the mapping between QCI and Non 3GPP access specific QoS is outside of scope for 3GPP.

The BBERF controls the QoS that is provided to a combined set of service data flows. BBERF ensures that the resources which can be used by an authorized set of service data flows are within the “authorized resources” specified via the Gxx interface by “authorized QoS”. The authorized QoS provides an upper bound on the resources that can be reserved (GBR) or allocated (MBR) for the service data flows.

In order to support the different IP‑CAN bearer establishment modes (UE-only or UE/NW), the BBERF shall support the same procedures for handling different IP‑CAN bearer establishment modes as specified for the PCEF in clauses 6.2.2.1 and 6.2.2.4.

* * * * Next Change * * * *
6.3
Policy and charging control rule

6.3.1
General

The Policy and charging control rule (PCC rule) comprises the information that is required to enable the user plane detection of, the policy control and proper charging for a service data flow. The packets detected by applying the service data flow template of a PCC rule form a service data flow.

Two different types of PCC rules exist: Dynamic rules and predefined rules. The dynamic PCC rules are provisioned by the PCRF via the Gx reference point, while the predefined PCC rules are directly provisioned into the PCEF and only referenced by the PCRF. The usage of predefined PCC rules for QoS control is possible if the BBF remains in the PCEF during the lifetime of an IP-CAN session. In addition, predefined PCC rules may be used in a non-roaming situation and if it can be guaranteed that corresponding predefined QoS rules are configured in the BBF and activated along with the predefined PCC rules.

NOTE 1:
The procedure for provisioning predefined PCC rules is out of scope for this specification.

NOTE 2:
There may be another type of predefined rules that are not explicitly known in the PCRF and not under the control of the PCRF. The operator may define such predefined PCC rules, to be activated by the PCEF on one IP‑CAN bearer within the IP‑CAN session. The PCEF may only activate such predefined PCC rules if there is no UE provided traffic mapping information related to that IP‑CAN bearer. The IP‑CAN session termination procedure deactivates such predefined PCC rules.

There are defined procedures for activation, modification and deactivation of PCC rules (as described in clause 6.3.2). The PCRF may activate, modify and deactivate a PCC rule at any time, over the Gx reference point. However, the modification procedure is applicable to dynamic PCC rules only.

Each PCC rule shall be installed for a single IP‑CAN bearer only (for further details about predefined PCC rules see clause 6.3.2).

The operator defines the PCC rules.

Table 6.3 lists the information contained in a PCC rule, including the information name, the description and whether the PCRF may modify this information in a dynamic PCC rule which is active in the PCEF. The Category field indicates if a certain piece of information is mandatory or not for the construction of a PCC rule, i.e. if it is possible to construct a PCC rule without it.

Table 6.3: The PCC rule information

	Information name
	Description
	Category
	PCRF permitted to modify for a dynamic PCC rule in the PCEF

	Rule identifier
	Uniquely identifies the PCC rule, within an IP‑CAN session.

It is used between PCRF and PCEF for referencing PCC rules.
	Mandatory
	no

	Service data flow detection
	This part defines the method for detecting packets belonging to a service data flow.
	
	

	Precedence
	Determines the order, in which the service data flow templates are applied at service data flow detection, enforcement and charging. (NOTE 9).
	Conditional (NOTE 13)
	yes

	Service data flow template
	Either a list of service data flow filters or an application identifier that references the corresponding application detection filter for the detection of the service data flow.
	Mandatory (NOTE 7)
	Conditional (NOTE 12)

	Mute for notification
	Defines whether application’s start or stop notification is to be muted.
	Conditional (NOTE 8)
	No

	Charging
	This part defines identities and instructions for charging and accounting that is required for an access point where flow based charging is configured 
	
	

	Charging key
	The charging system (OCS or OFCS) uses the charging key to determine the tariff to apply to the service data flow.
	
	Yes

	Service identifier
	The identity of the service or service component the service data flow in a rule relates to.
	
	Yes

	Sponsor Identifier
	An identifier, provided from the AF which identifies the Sponsor, used for sponsored flows to correlate measurements from different users for accounting purposes.
	Conditional

(NOTE 6)
	yes

	Application Service Provider Identifier
	An identifier, provided from the AF which identifies the Application Service Provider, used for sponsored flows to correlate measurements from different users for accounting purposes.
	Conditional

(NOTE 6)
	yes

	Charging method
	Indicates the required charging method for the PCC rule.

Values: online, offline or neither.
	Conditional
(NOTE 4)


	no

	Measurement method
	Indicates whether the service data flow data volume, duration, combined volume/duration or event shall be measured.

This is applicable to reporting, if the charging method is online or offline.

Note: Event based charging is only applicable to predefined PCC rules and PCC rules used for application detection filter (i.e. with an application identifier).
	
	Yes

	Application Function Record Information
	An identifier, provided from the AF, correlating the measurement for the Charging key/Service identifier values in this PCC rule with application level reports.
	
	No

	Service identifier level reporting
	Indicates that separate usage reports shall be generated for this Service identifier.

Values: mandated or not required
	
	Yes

	Policy control
	This part defines how the PCEF shall apply policy control for the service data flow.
	
	

	Gate status
	The gate status indicates whether the service data flow, detected by the service data flow template, may pass (Gate is open) or shall be discarded (Gate is closed) at the PCEF.
	
	Yes

	QoS class identifier 
	Identifier for the authorized QoS parameters for the service data flow.
Values: see NOTE 1.
	Conditional
(NOTE 2)


	Yes

	UL-maximum bitrate
	The uplink maximum bitrate authorized for the service data flow
	Conditional
(NOTE 3)


	Yes

	DL-maximum bitrate
	The downlink maximum bitrate authorized for the service data flow
	Conditional
(NOTE 3)


	Yes

	UL-guaranteed bitrate
	The uplink guaranteed bitrate authorized for the service data flow
	
	Yes

	DL-guaranteed bitrate
	The downlink guaranteed bitrate authorized for the service data flow
	
	Yes

	UL- average variable bitrate
	The uplink average variable bitrate authorised for the service data flow
	Conditional 

(NOTE x)
	Yes

	DL- average variable bitrate
	The downlink average variable bitrate authorised for the service data flow
	Conditional 

(NOTE x)
	Yes

	UL sharing indication
	Indicates resource sharing in uplink direction with service data flows having the same value in their PCC rule
	
	No

	DL sharing indication
	Indicates resource sharing in downlink direction with service data flows having the same value in their PCC rule
	
	No

	Redirect
	Redirect state of the service data flow (enabled/disabled)
	Conditional (NOTE 10)
	Yes

	Redirect Destination
	Controlled Address to which the service data flow is redirected when redirect is enabled
	Conditional

(NOTE 11)
	Yes

	ARP
	The Allocation and Retention Priority for the service data flow consisting of the priority level, the pre-emption capability and the pre-emption vulnerability
	Conditional
(NOTE 5)
	Yes

	PS to CS session continuity
	Indicates whether the service data flow is a candidate for vSRVCC.
	Conditional
	No

	Access Network Information Reporting
	This part describes access network information to be reported for the PCC rule when the corresponding bearer is established, modified or terminated.
	
	

	User Location Report
	The serving cell of the UE is to be reported. When the corresponding bearer is deactivated, and if available, information on when the UE was last known to be in that location is also to be reported.
	
	Yes

	UE Timezone Report
	The time zone of the UE is to be reported.
	
	Yes

	Usage Monitoring Control
	This part describes identities required for Usage Monitoring Control.
	
	

	Monitoring key
	The PCRF uses the monitoring key to group services that share a common allowed usage.
	
	Yes

	Indication of exclusion from session level monitoring
	Indicates that the service data flow shall be excluded from the IP-CAN session usage monitoring
	
	Yes

	Traffic Steering Enforcement Control
	This part describes identities required for Traffic Steering Enforcement Control.
	
	

	Traffic steering policy identifier(s)
	Reference to a pre-configured traffic steering policy at the PCEF (NOTE 14).
	
	Yes

	NBIFOM related control Information
	This part describes PCC rule information related with NBIFOM (defined in TS 23.161 [43]. Refer also to clause 6.1.18.
	
	

	Allowed Access Type
	The allowed access Type for traffic identified by the PCC rule
	
	Yes

	NOTE 1:
The QoS class identifier is scalar and accommodates the need for differentiating QoS in all types of 3GPP IP‑CAN. The value range is expandable to accommodate additional types of IP‑CAN.

NOTE 2:
The QoS class identifier is mandatory when the bearer binding is allocated to the PCEF.

NOTE 3:
Mandatory when the QoS class identifier is of Resource Type GBR. Used to activate policy control on SDF level at the PCEF.

NOTE 4:
Mandatory if there is no default charging method for the IP‑CAN session.

NOTE 5:
Mandatory when policy control on SDF level applies unless otherwise stated in an access-specific Annex.

NOTE 6:
Applicable to sponsored data connectivity.

NOTE 7:
Either service data flow filter(s) or application identifier shall be defined per each rule. application identifier can only be used for PCEF enhanced with ADC.

NOTE 8:
Optional and applicable only if application identifier exists within the rule.

NOTE 9:
For PCC rules based on an application detection filter, the precedence is only relevant for the enforcement, i.e. when multiple PCC rules overlap, only the enforcement, reporting of application starts and stops, monitoring, and charging actions of the PCC rule with the highest precedence shall be applied.

NOTE 10:
Optional and applicable only if application identifier exists within the rule.

NOTE 11:
If Redirect is enabled.

NOTE 12:
YES, in case the service data flow template consists of a set of service data flow filters. NO in case the service data flow template consists of an application identifier.

NOTE 13:
The Precedence is mandatory for PCC rules with SDF template containing SDF filter(s). For dynamic PCC rules with SDF template containing an application identifier, the precedence is either preconfigured in PCEF or provided in the PCC rule from PCRF.

NOTE 14:
The Traffic steering policy identifier can be different for uplink and downlink direction. If two Traffic steering policy identifiers are provided, then one is for uplink direction, while the other one is for downlink direction.
NOTE x: Optional and only used in case the Resource Type is GBR.


The Rule identifier shall be unique for a PCC rule within an IP‑CAN session. A dynamically provided PCC rule that has the same Rule identifier value as a predefined PCC rule shall replace the predefined rule within the same IP‑CAN session.

The Service data flow template may comprise any number of Service data flow filters. A Service data flow filter contains information for matching user plane packets. A Service data flow filter, provided from the PCRF, contains information elements as described in clause 6.2.2.2. The Service data flow template filtering information within an activated PCC rule is applied at the PCEF to identify the packets belonging to a particular service data flow.

NOTE 3:
Predefined PCC rules may include service data flow filters, which support extended capabilities, including enhanced capabilities to identify events associated with application protocols.

Alternatively, the Service data flow template consists of an application identifier that references an application detection filter that is used for matching user plane packets. The application identifier is also identifying the application, for which the rule applies. The same application identifier value can occur in more than one PCC rule with the following restrictions:

-
The same application identifier value can be used for a dynamic PCC rule and one or multiple predefined PCC rules. If so, the PCRF shall ensure that there is at most one PCC rule active per application identifier value at any time.

The Mute for notification defines whether notification to the PCRF of application's starts or stops shall be muted. Absence of this parameter means that start/stop notifications shall be sent.

The Precedence defines in what order the activated PCC rules within the same IP‑CAN session shall be applied at the PCEF for service data flow detection. When a dynamic PCC rule and a predefined PCC rule have the same precedence, the dynamic PCC rule takes precedence. For dynamic PCC rules that contain an application identifier, the Precedence shall be either preconfigured at the PCEF or provided dynamically by the PCRF within the PCC Rules.

NOTE 4:
The operator shall ensure that overlap between the predefined PCC rules can be resolved based on precedence of each predefined PCC rule in the PCEF. The PCRF shall ensure that overlap between the dynamically allocated PCC rules can be resolved based on precedence of each dynamically allocated PCC rule. Further information about the configuration of the PCC rule precedence is described in Annex G.

NOTE 5:
Whether precedence for dynamic PCC rules that contain an application identifier is preconfigured in PCEF or provided in the PCC rule from the PCRF depends on network configuration.

For downlink packets all the service data flow templates, activated for the IP‑CAN session shall be applied for service data flow detection and for the mapping to the correct IP‑CAN bearer. For uplink packets the service data flow templates activated on their IP‑CAN bearer shall be applied for service data flow detection (further details provided in clause 6.2.2.2 and the IP-CAN specific annexes).

The Charging key is the reference to the tariff for the service data flow. Any number of PCC Rules may share the same charging key value. The charging key values for each service shall be operator configurable.

NOTE 6:
Assigning the same Charging key for several service data flows implies that the charging does not require the credit management to be handled separately.

NOTE 7:
If the IP flow mobility is supported and the tariff depends on what access network is in use for the service data flow, then a separate Charging key can be allocated for each access network, and the PCRF can set the Charging key in accordance with the access network in use.

The Service identifier identifies the service. PCC Rules may share the same service identifier value. The service identifier provides the most detailed identification, specified for flow based charging, of a service data flow.

NOTE 8:
The PCC rule service identifier need not have any relationship to service identifiers used on the AF level, i.e. is an operator policy option.

The Sponsor Identifier indicates the (3rd) party organization willing to pay for the operator's charge for connectivity required to deliver a service to the end user.

The Application Service Provider Identifier indicates the (3rd) party organization delivering a service to the end user.

The Charging method indicates whether online charging, offline charging, or both are required or the service data flow is not subject to any end user charging. If the charging method identifies that the service data flow is not subject to any end user charging, a Charging key shall not be included in the PCC rule for that service data flow, along with other charging related parameters. If the charging method is omitted the PCEF shall apply the default charging method as determined at IP‑CAN session establishment (see clause 6.4). The Charging method is mandatory if there is no default charging method for the IP‑CAN session.

The Measurement method indicates what measurements apply to charging for PCC rule.

The Service Identifier Level Reporting indicates whether the PCEF shall generate reports per Service Identifier. The PCEF shall accumulate the measurements from all PCC rules with the same combination of Charging key/Service identifier values in a single report.

The Application function record information identifies an instance of service usage. A subsequently generated usage report, generated as a result of the PCC rule, may include the Application function record information, if available. The Application Function Record Information may contain the AF Charging Identifier and/or the Flow identifiers. The report is however not restricted to include only usage related to the Application function record information reported, as the report accumulates the usage for all PCC rules with the same combination of Charging key/Service identifier values. If exclusive charging information related to the Application function record information is required, the PCRF shall provide a service identifier, not used by any other PCC rule of the IP‑CAN session at this point in time, for the AF session.

NOTE 9:
For example, the PCRF may be configured to maintain a range of service identifier values for each service which require exclusive per instance charging information. Whenever a separate counting or credit management for an AF session is required, the PCRF shall select a value, which is not used at this point in time, within that range. The uniqueness of the service identifier in the PCEF ensures a separate accounting/credit management while the AF record information identifies the instance of the service.

The Gate indicates whether the PCEF shall let a packet identified by the PCC rule pass through (gate is open) the PCEF, or the PCEF shall discard (gate is closed) the packet.

NOTE 10:
A packet, matching a PCC Rule with an open gate, may be discarded due to credit management reasons.

The QoS Class Identifier for the service data flow. The QoS class identifier represents the QoS parameters for the service data flow. The PCEF maintains the mapping between QoS class identifier and the QoS concept applied within the specific IP‑CAN. The bitrate information is separate from the QoS class identifier value.

The bitrates indicate the authorized bitrates at the IP packet level of the SDF, i.e. the bitrates of the IP packets before any IP‑CAN specific compression or encapsulation.

The UL maximum-bitrate indicates the authorized maximum bitrate for the uplink component of the service data flow.

The DL maximum-bitrate indicates the authorized maximum bitrate for the downlink component of the service data flow.

The UL guaranteed-bitrate indicates the authorized guaranteed bitrate for the uplink component of the service data flow.

The DL guaranteed-bitrate indicates the authorized guaranteed bitrate for the downlink component of the service data flow.
The UL average variable bitrate indicates the authorised average variable bitrate for the uplink component of the service data flow.
The DL average variable bitrate indicates the authorised average variable bitrate for the downlink component of the service data flow.

The 'Maximum bitrate' is used for enforcement of the maximum bit rate that the SDF may consume, while the 'Guaranteed bitrate' is used by the PCEF to determine resource allocation.

The UL sharing indication indicates that resource sharing in uplink direction for service data flows with the same value in their PCC rule shall be applied by the PCEF as described in clauses 6.1.14 and 6.2.2.4.

The DL sharing indication indicates that resource sharing in downlink direction for service data flows with the same value in their PCC rule shall be applied by the PCEF as described in clauses 6.1.14 and 6.2.2.4.

The Redirect indicates whether the uplink part of the service data flow should be redirected to a controlled address.

The Redirect Destination indicates the target redirect address when Redirect is enabled.

The Allocation/Retention Priority indicates the priority of allocation and retention of the service data flow. The ARP contains information about the priority level, the pre-emption capability and the pre-emption vulnerability. The Allocation/Retention Priority resolves conflicts of demands for network resources.

The PS to CS session continuity is present if the service data flow is a candidate for vSRVCC according to TS 23.216 [28].

The access network information reporting parameters (User Location Report, UE Timezone Report) instruct the PCEF about what information to forward to the PCRF when the PCC rule is activated, modified or removed.

The Monitoring Key is the reference to a resource threshold. Any number of PCC Rules may share the same monitoring key value. The monitoring key values for each service shall be operator configurable.

The Indication of exclusion from session level monitoring indicates that the service data flow shall be excluded from the IP-CAN session usage monitoring.

The Traffic Steering Policy Identifier(s) is a reference to a pre-configured traffic steering policy at the PCEF as defined in clause 6.11.1.

The Allowed Access Type applies only in case of NBIFOM. The Allowed Access Type indicates the IP-CAN type that is to be used for the transfer of traffic identified by the PCC rule. When the Allowed Access Type is not provided within a PCC rule, the traffic identified by the PCC rule is to be transferred on the NBIFOM default access.

* * * * Next Change * * * *
6.4
IP‑CAN bearer and IP‑CAN session related policy information

The purpose of the IP‑CAN bearer and IP‑CAN session related policy information is to provide policy and charging control related information that is applicable to a single IP‑CAN bearer or the whole IP‑CAN session respectively. The PCRF provides the IP‑CAN bearer and IP‑CAN session related policy information to the PCEF and BBERF (if applicable) using the PCC rule and QoS rule (if applicable) provision procedure. The IP‑CAN bearer related policy information may be provided together with rules or separately.

Table 6.4 lists the PCC related IP‑CAN bearer and IP‑CAN session related policy information.

Table 6.4: PCC related IP‑CAN bearer and IP‑CAN session related policy information

	Attribute
	Description
	PCRF permitted to modify the attribute
	Scope

	Charging information
(NOTE 2)
	Defines the containing OFCS and/or OCS addresses.
	No
	IP‑CAN session

	Default charging method
(NOTE 2)
	Defines the default charging method for the IP‑CAN session.
	No
	IP‑CAN session

	Event trigger
	Defines the event(s) that shall cause a re-request of PCC rules for the IP‑CAN bearer.
	Yes
	IP‑CAN session

	Authorized QoS per bearer (UE-initiated IP‑CAN bearer activation/modification)
(NOTE 1)
	Defines the authorised QoS for the IP‑CAN bearer (QCI, GBR, VBR, MBR).
	Yes
	IP‑CAN bearer

	Authorized MBR per QCI (network initiated IP‑CAN bearer activation/modification)
(NOTE 1)
(NOTE 3)
	Defines the authorised MBR per QCI.
	Yes
	IP‑CAN session

	Revalidation time limit
	Defines the time period within which the PCEF shall perform a PCC rules request.
	Yes
	IP‑CAN session

	Presence Reporting Area Identifier
	Defines the Presence Reporting Area to monitor for the UE with respect to entering/leaving
	No
	IP-CAN session

	List of Presence Reporting Area elements (NOTE 4)
	Defines the elements of the Presence Reporting Area
	No
	IP-CAN session

	Default NBIFOM access
	The default access to be used for IP traffic that does not match any existing Routing Rule
	Yes (only at the addition of an Access to the IP-CAN session)
	IP-CAN session

	NOTE 1:
Depending on the bearer establishment mode; only one Authorized QoS information has to be used.

NOTE 2:
These attributes should not be provided to BBERF.

NOTE 3:
This attribute is only applicable when the IP‑CAN supports non-GBR bearers that have a separate MBR (e.g. for GPRS).

NOTE 4:
The list of Presence Reporting Area elements shall be a short list of elements.


Upon the initial interaction with the PCEF, the PCRF may provide Charging information containing OFCS and/or OCS addresses to the PCEF defining the offline and online charging system addresses respectively. These shall override any possible predefined addresses at the PCEF. If received by the PCEF, it supersedes the Primary OFCS/OCS address and Secondary OFCS/OCS address in the charging characteristics profile.

Upon the initial interaction with the PCEF, the PCRF may provide Default charging method indicating what charging method shall be used in the IP‑CAN session for every PCC rule where the charging method identifier is omitted, including predefined PCC rules that are activated by the PCEF. If received by the PCEF, it supersedes the Default charging method in the charging characteristics profile.

Upon every interaction with the ERF, the PCRF may provide event triggers for the IP‑CAN session. Event triggers are used to determine which IP‑CAN bearer modification causes the ERF to re-request PCC rules. The triggers are listed in clause 6.1.4.

The semantics of the authorized QoS per bearer (UE-initiated IP‑CAN bearer activation/modification) and the authorized MBR per QCI (network initiated IP‑CAN bearer activation/modification) are captured in clause 6.2.2.4.

The Revalidation time limit defines the time period within which the PCEF shall trigger a request for PCC rules for an established IP‑CAN session.

Upon the initial interaction with the PCEF, the PCRF may provide the Presence Reporting Area Identifier and optionally, the elements comprising the Presence Reporting Area, to be used for reporting changes of UE presence in a Presence Reporting Area. Only one Presence Reporting Area may be set for a given PDN connection. The PCEF provides the Presence Reporting Area Identifier to the OCS during the initial interaction with the OCS. The PCRF and the OCS may then activate and deactivate reporting changes of UE presence in Presence Reporting Area by setting / unsetting the corresponding event trigger as described in clauses 6.1.4 and 6.1.3, respectively. If the OCS does not receive a Presence Reporting Area Identifier during the initial interaction (e.g. if the PCRF did not provide it to the PCEF), the OCS may provide a Presence Reporting Area Identifier to the PCEF. The OCS may then activate and deactivate reporting changes of UE presence in Presence Reporting Area by setting / unsetting the corresponding event trigger as described in clause 6.1.3.

* * * * Next Change * * * *
6.5
Quality of Service Control rule


6.5.1
General

The Quality of Service control rule (QoS rule) comprises the information that is required to enable the user plane detection and the QoS control for a service data flow in the BBERF. The packets detected by applying the service data flow template of a QoS rule are designated a service data flow.

NOTE 1:
The BBERF only supports service data flow templates consisting of a set of service data flow filters.

The PCRF shall ensure that each PCC rule in the PCEF has a corresponding active QoS rule in the BBERF. The QoS rule shall contain the same service data flow template, precedence and the QoS information as the corresponding PCC rule.

NOTE 2:
During the course of a BBERF change procedure the BBERF might not be able to maintain the correspondence throughout the procedure. The post-condition for the procedure shall however be that corresponding PCC and QoS rules are active at the PCEF and BBERF.

There are defined procedures for activation, modification and deactivation of QoS rules (as described in clause 6.5.2). The PCRF may activate, modify and deactivate a QoS rule over the Gxx reference point.

The QoS rules are derived from the PCC rules.

Table 6.5 lists the information contained in a QoS rule, including the information name and whether the PCRF may modify this information in a QoS rule which is active in the BBERF. For the IE description, refer to clause 6.3.1. The Category field indicates if a certain piece of information is mandatory or not for the construction of a QoS rule, i.e. if it is possible to construct a QoS rule without it.

Table 6.5: The QoS rule information

	Information name
	Category
	PCRF permitted to modify for an active QoS rule in the BBERF

	Rule identifier
(NOTE 1)
	Mandatory
	No

	Service data flow detection
	
	

	Precedence
	Mandatory
	Yes

	Service data flow template
	Mandatory
	Yes

	QoS control
	
	

	QoS class identifier 
(NOTE 2)
	Mandatory
	Yes

	UL-maximum bitrate
	Conditional
(NOTE 3)
	Yes

	DL-maximum bitrate
	Conditional
(NOTE 3)
	Yes

	UL-guaranteed bitrate
	Conditional
(NOTE 3)
	Yes

	DL-guaranteed bitrate
	Conditional
(NOTE 3)
	Yes

	UL-variable bitrate
	Conditional
(NOTE 3)
	Yes

	DL-variable bitrate
	Conditional
(NOTE 3)
	Yes

	UL sharing indication
	
	No

	DL sharing indication
	
	No

	ARP
	Conditional

(NOTE 3)
	Yes

	PS to CS session continuity
	Conditional
	No

	Access Network Information Reporting
	
	

	User Location Report
	Conditional
	Yes

	UE Timezone Report
	Conditional
	Yes

	NOTE 1:
The Rule-Identifier uniquely defines an active QoS rule for a certain BBERF within the scope of a UE.

NOTE 2:
The QoS class identifier is scalar and accommodates the need for differentiating QoS in all types of IP‑CAN. The value range is expandable to accommodate operator specific policies.

NOTE 3:
If present in the corresponding PCC rule.


* * * * Next Change * * * *
A.4.3.2.2
Policy and Charging Enforcement Function (PCEF)

In the 3GPP Access (GTP-based) architecture the PCEF enforce QoS Policies as indicated by the PCRF in accordance to what is stated in clause 6.2.2.1 with the following additions:

-
Authorized APN-AMBR enforcement. The PCEF shall enforce the authorized APN-AMBR received via the Gx interface for the total bandwidth usage of non-GBR QCI for the APN.

-
Authorized Default EPS Bearer QoS Enforcement. The PCEF receives the authorized QoS for the default bearer over Gx interface. The PCEF enforces it which may lead to the upgrade or downgrade of the default EPS Bearer QoS. The PCEF shall re-evaluate the bearer binding (as defined in clause 6.1.1.4) taking into account the default bearer QoS change and any PCC Rule operation requested by the PCRF.

When the PDN GW is connected via Gn/Gp (and thus handover from UTRAN/GERAN to E‑UTRAN is possible), the PDN-GW shall map QoS parameters of EPS bearers and APN-AMBR (if not received via Gn/Gp) to/from Release 99 and Release 97/Release 98 QoS parameter values of PDP-contexts as specified in Annex E of TS 23.401 [17]. The PDN GW shall mediate Gn/Gp procedures so that PCRF experiences no difference compared to S5/S8 procedures.

When VBR is not used, only the GBR per bearer is used for resource reservation (e.g. admission control in the RAN). When VBR is used, the VBR value may also be used in order to determine the resource reservation (e.g. admission control in RAN).
The MBR (per PCC rule / per bearer) and the authorized APN-AMBR are used for rate policing.

* * * * End of Changes * * * *
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