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Abstract of the contribution: A new key issue aiming at studying minimization of signaling load is proposed.
Text proposal
*** Start of the changes ***

5.x
Key issue x: Minimization of signaling load
Solutions within the key issue will provide means to minimize signaling load in the CN as well as the external network through group-based signaling. It should be studied if the target procedure(s) can benefit from being performed based on a per-group basis.
NOTE:
No solution will be directly dealing with key issue x.

5.x.1
Key issue x-1: Signaling load minimization in the Monitoring Event Configuration/Deletion via HSS and Monitoring Event Reporting procedures
The target procedures are:
-
The Monitoring Event Configuration and Deletion via HSS procedure (described in subclause 5.6.1 in 3GPP TS 23.682 [x]);
-
The Reporting of Monitoring Events from the HSS or the MME/SGSN procedure (described in subclause 5.6.3 in 3GPP TS 23.682 [x]);
-
The Monitoring Event Configuration and Deletion via HSS for Roaming Scenarios using an IWK-SCEF procedure (described in subclause 5.6.6 in 3GPP TS 23.682 [x]); and
-
The Reporting of Monitoring Events from the HSS or the MME/SGSN for Roaming Scenarios procedure (described in subclause 5.6.8 in 3GPP TS 23.682 [x]).
5.x.2
Key issue x-2: Signaling load minimization in the Monitoring Event Configuration via PCRF and Monitoring Event Reporting procedures
The target procedures are:
-
The Monitoring Events Configuration and Reporting via PCRF procedure (described in subclause 5.6.4 in 3GPP TS 23.682 [x]); and
-
The Reporting of Monitoring Events from the PCRF procedure (described in subclause 5.6.5 in 3GPP TS 23.682 [x]).
5.x.3
Key issue x-3: Signaling load minimization in the Communication Pattern Parameters Provisioning procedure
The target procedure is the Communication Pattern Parameters Provisioning procedure (described in subclause 5.10 in 3GPP TS 23.682 [x]).
*** End of the changes ***
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