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1. Overall Description:

SA2 would like to RAN3 to consider the following:
The extended idle mode DRX value is negotiated in NAS signalling, and the range consists of values that are a power of 2, starting from 5.12s (i.e. 5.12, 10.24, 20.48 and so on) up to a maximum of 2621,44s (43.69 min). The MME includes the extended idle mode DRX cycle length in paging message to assist the eNodeB in paging the UE.

When the extended idle mode DRX cycle length is of exactly 5.12s, the network should use regular paging strategy as defined in 23.401[1] and follow discontinuous reception for Paging as defined in 36.304[2].
When the idle mode DRX cycle length is set to 10.24s or longer, the network needs to use paging strategy for extended DRX as defined in 23.401[1], sections 4.5.13.3.1, 4.5.13.3.2 and 4.5.13.3.3, is used

2. Actions:

To RAN3
ACTION: Determine appropriate procedures to convey the values for extended DRX cycle length both when this value is set to 5.12 and when is set to values of 10.24 s and above.
To CT1 and RAN2.

ACTION: Confirm that both RAN2 and CT1 specifications support procedure to handle values of extended DRX cycle for both 5.12s and 10.24 seconds and beyond
3. Date of Next TSG-SA WG2 Meetings:

TSG-SA WG2 Meeting #113AH
23 – 26 February 2016
Sophia Antipolis, France.
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