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Abstract of the contribution: This document proposes a definition for terms related to “non-enhanced” network and related terms – and proposes some textual alterations to existing text to accommodate the definitions.
Discussion

During SA2 meeting #113 there was some confusion in the use of the term “non-enhanced” and “enhanced” inherited from ICS.  This document attempts to avoid the confusion by defining some terms for use during the SeDoC study, and aligns the existing text with the defined terms.
Proposal

The following changes to the text in TR 23.719 are proposed.

*** Start of 1st Change ***

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

Definition format (Normal)

<defined term>: <definition>.

example: text used to clarify abstract rules by applying them literally.
For the scope of this document the following terms apply:
SeDoC Enhanced Network: A network which supports the features or functions required for SeDoC
ICS Enhanced Network: A network that supports ICS but does not support SeDoC.
Non-SeDoC ICS Enhanced Network: A network that does not support SeDoc, but which does support ICS.
Non-Enhanced Network: A network that supports neither ICS nor SeDoC.

ICS Enhanced UE: A UE which supports the I1 Interface.

Non-ICS Enhanced UE: A UE which does not support the I1 interface.
NOTE: There is no such term as a “SeDoC enhanced UE” as SeDoC is assumed to not require any UE changes.
*** Start of 2nd Change ***

6.3
Solution 3: Re-using the existing mechanism for key issue 4 - Outbound Roamers to non-SeDoC Networks
6.3.1
Description

For the outbound roamer to non-SeDoC network, the solution in the 23.292 is applied.

When the visiting network is enhanced for ICS, the Registration procedure shall follow the procedure specified in 23.292 sub-clause 7.2.1. The MO shall follow the procedure specified in 23.292 sub-clause 7.3.2.1.2. The MT shall follow the procedure specified in 23.292 sub-clause 7.4.2.1.2. The Supplementary service invocation shall follow the procedure specified in 23.292 sub-clause 7.6.2.

Editor's Note: It is FFS whether the scenario when the UE roaming to ICS network needs to be addressed.
When the visiting network is a non-enhanced network, the MSC/VLR in the VPLMN will make the CS registration to the HLR. The MO shall follow the procedure specified in 23.292 sub-clause 7.3.2.1.3. The MT shall follow the procedure specified in 23.292 sub-clause 7.4.2.1.3. The Supplementary service invocation shall follow the procedure specified in 23.292 sub-clause 7.6.3.
*** End of Changes ***
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