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Abstract of the contribution: This contribution adds QoS handling for V2X communication over LTE-Uu reference point to TS 23.285, the specific QCIs for V2X services are specified in TS 23.203.
1. Introduction
According to the conclusion of TR 23.785, solution#7 with two new QCIs defined is concluded to be basis for normative work:
Solution #7 in clause 6.7 is considered as the basis for the normative work on QoS handling for LTE-Uu based V2X communication.
Editor's Note: For Solution #6 and Solution #7, feedbacks from RAN WG2 should be taken into account during normative work.
For solution#7, three editor’s notes left in the TR are resolved:
(1) SA1 feedback on Priority level

Editor's note:
Based on input from SA WG1, the value of Priority Level will be finally determined.
At May SA1 meeting, the CR to TS 22.185 with the following change was agreed (S1-161518)
[image: image1.png]4.X Relative priority of V2X communication.

certain mission critical services (e.g. Public
Safety. MPS) can be relatively prioritized over transport of V2X application information. Transport of safety-related
V2X application information can be prioritized over transport of non-safety-related V2X application information. »

However. in general. it is expected that operator can control relative priorities of different services..





Based on SA1 feedback, at SA2 May meeting it was discussed with S2-162662 that Priority Level of new GBR bearer to “2” and the Priority Level of new Non-GBR bearer to “6”, which are pending RAN2 feedback (LS to RAN2 in S2-163081).
(2) RAN2 feedback on new QCIs
Editor's note:
New QCI values and whether they apply for UL and DL will be investigated and confirmed by RAN WG2.
RAN2 discussed the LTE-Uu QoS for V2X in the RAN2#95 meeting, and RAN2 confirmed the solution#7 in TR 23.785.

(3) Application processing delay
Editor's note:
We need to examine the 100 ms delay whether it includes application processing.
Considering the high performance processor, the application processing (in the order of s) is negligible compared to the transmission latency (in the order of ms), so the application processing delay is not relevant when designing QCI.
2. Proposal
We propose to agree on the following changes vs. TS 23.285.
* * * * BEGINNING OF CHANGES * * * *
4.4.q.2
QoS handling for V2X communication over LTE-Uu reference point
The V2X message can be delivered via Non-GBR bearer as well as GBR bearer. Two new QCI values are specified in TS 23.203 for V2X services.
* * * * END OF CHANGES * * * *
�Need to be confirmed by RAN2.
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