SA WG2 Meeting #S2-120
S2-171663

27 - 31 March 2017, Busan, South Korea

3GPP TSG-RAN WG2 #97
Tdoc R2-1702383
Athens, Greece, 13th – 17th February 2017

Title:
LS on V2x Sidelink Cross-Carrier Configuration
Response to:
-
Release:
Rel-14
Work Item:
LTE_V2X-Core
Source:
RAN WG2
To:
SA WG2
Cc:
-
Contact Person:


Name:
Mats Folke

Tel. Number:
+46761271385
E-mail Address:
mats.folke@ericsson.com
Attachments:
 
1. Overall Description: 
On the support of V2x sidelink cross-carrier configuration, RAN2 has discussed and agreed the following aspects: 
In V2x, eNB supports cross-carrier configuration for an out-of-coverage carrier. Carriers which may provide V2X cross-carrier configuration can be pre-configured.
In this case, the radio resource, although cross-carrier configured, is still provided by the serving cell, so it should be considered as “served by E-UTRAN”. RAN2 wants to ask if SA2 has shared the same view and this is not in conflict with the concept of ‘not served by E-UTRAN’ provided in sub-clause 4.5.1.1.2.3.3 in TS 23.303 v14.1.0, 
NOTE 2:
The "not served by E-UTRAN" cover the cases when the UE is not served by the E-UTRAN cell operating on the carrier frequency provisioned for ProSe Direct Communication.
2. Actions:

To SA WG2 group: 
RAN2 kindly requests SA2 to take the above aspects into account and keep RAN2 informed of any decision.
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