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1
Proposal
It is proposed capture in TR 23.723 the following changes in clause 1 (Scope) and clause 3 (Definitions and Abbreviations).

References to CRs agreed in RAN2, CRs endorsed in CT1, as well as a reference to the initial SA2 analysis in S2-170698 are proposed for inclusion in Annex X for easy reference.
#################### START CHANGE IN TR 23.7de #########################

1
Scope


The objective is to study the system-level impacts due to introduction of Light RRC Connection for E-UTRA in the Evolved Packet System.
The expected work will also include the following:

-
The system impacts of endorsed work in RAN and CT WGs (refer to Annex X) will be evaluated.

-
Analysis on the co-existence with existing related functionality (e.g. CIoT EPS User Plane Optimisation) will be provided.

-
Alignment with the equivalent functionality already defined in the 5G system (i.e. 5G system-level support for the RRC_Inactive state in the access stratum) will be sought for if time allows.
The study is expected to conclude with a recommendation for the normative aspects.
#################### NEXT CHANGE #########################

3
Definitions and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].

Light RRC Connection: Substate of RRC_CONNECTED state.

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

LC
Light RRC Connection
#################### NEXT CHANGE #########################

Annex X:
References to output from RAN, CT and SA working groups
Following is a list of contributions containing SA2’s initial analysis [X1], RAN2’s agreed CRs [X2-X5] and CT1’s endorsed CRs [X6-X8]:
[X1]
S2-170698: "RRC Light Connection – Joint Table of SA2 impacts",
[X2]
R2-172421: "Light RRC Connection Feature specification in 36.331", contains TS36.331 CR2648.

[X3]
R2-172422: "Light RRC Connection Feature specification in 36.304", contains TS36.304 CR0354.

[X4]
R2-172423: "Light RRC Connection Feature specification in 36.306", contains TS36.306 CR1422.

[X5]
R2-172424: "Light RRC Connection Feature specification in 36.300", contains TS36.300 CR0976.

[X6]
C1-170964: "Addition of Light Connection support over NAS", contains TS24.301 CR2767.

[X7]
C1-170980: "Managing Light Connection for Roaming UEs", contains TS24.368 CR0025.

[X8]
C1-170997: "Introduction of support for light connection in TS 24.301", contains TS24.301 CR2799.
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