3GPP TSG-SA WG2Meeting #120


Tdoc S2-172215
Busan, Korea, 27-31 March 2017.

Title:
Draft LS On Charging requirements when the UE is using Multiple RATs  in Light Connected state
Release:
Rel-15
Work Item:
FS_LTE_LIGHT_CON
Source:
SA2
To:
SA1, SA5 SWG B
Cc:


Contact Person:


Name:
Alessio Casati
Tel. Number:


E-mail Address:
alessio.casati@nokia.com
Send any reply LS to:
3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org 


Attachments:


1. Overall Description:

When a UE is using LC in in 5G NR dual connectivity, the CN and the back-end systems may still need to have information about which RATs the UE is using. This may happen also in the case of LWA, LWIP but in this issue description we focus on Options 3, 3x of the 5G NR dual connectivity. Similar issues also apply for LAA.

In particular SA2 would like to know whether it is expected that it is beneficial to report such charging data to the CN with frequency similar to the Release of the S1 connection for smartphones today.
Since the goal of LC is to minimize the transactions between the RAN and the CN, it needs to be assessed whether this hinders the collection of such data as depending on the need to have recent information about UE RAT usage, it may have been convenient to piggyback the data usage reporting to S1 Release Messages, or S1 suspend events.

2. Actions:

To SA1, SA5 SWG B groups.

ACTION: 
SA2 asks SA1 and SA5 SWG B to consider the above information and to study the topic of providing Charging data from the eNB to the CN for the purpose of recoding usage of different RATs used in dual connectivity.
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