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* * * * Beginning of changes * * * *

4.3.2
UE
The UE may support the following functions:
-
Exchange of V2X control information between UE and the V2X Control Function over the V3 reference point.
-
Procedures for V2X communication over PC5 reference point and/or LTE-Uu reference point.

-
Configuration of parameters for V2X communication (e.g., destination Layer-2 IDs, radio resource parameters, V2X Application Server address information, mapping between service types and V2X frequencies). These parameters can be pre-configured in the UE, or, if in coverage, provisioned by signalling over the V3 reference point from the V2X Control Function in the HPLMN.
-
Provided with V2X USDs for receiving MBMS based V2X traffic via existing MBMS service announcement mechanisms, or provisioned from V2X Control Function, or provisioned from the V2X Application Server via V1 reference point.

-
Provisioned with V2X Server USDs for receiving V2X Application Server information via MBMS.
* * * * Next Change * * * *

4.4.1.1.2
Policy/Parameter provisioning
The following information for V2X communications over PC5 reference point is provisioned to the UE via V3 reference point:

1)
Authorization policy:
-
When the UE is "served by E-UTRAN":

-
PLMNs in which the UE is authorized to perform V2X communications over PC5 reference point.
-
When the UE is "not served by E-UTRAN":

-
Indicates whether the UE is authorized to perform V2X communications over PC5 reference point when "not served by E-UTRAN".
2)
Radio parameters for when the UE is "not served by E-UTRAN":

-
Includes the radio parameters with Geographical Area(s) that to enable the UE to perform V2X communications over PC5 reference point when "not served by E-UTRAN". These radio parameters (e.g. frequency bands) are defined in TS 36.331 [9] and contain an indication of whether they are "operator managed" or "non-operator managed". The allowed "non-operator managed" radio resources for V2X communications are defined in TS 36.101 [24]. The UE uses the radio parameters only if the UE can reliably locate itself in the corresponding Geographical Area. Otherwise, the UE is not authorized to transmit.

3)
Policy parameters:

-
The mapping of Destination Layer-2 ID(s) and the V2X services, e.g. PSID or ITS-AIDs of the V2X application.
NOTE 1:
PLMN operators coordinate to make sure Destination Layer-2 ID(s) for different V2X services are configured in a consistent manner.
NOTE 2:
To pre-configure a UE with the provisioning parameters, at least the "not served by E-UTRAN" parameters of 1) and 2), and the parameters of 3) need to be included.

-
The mapping of ProSe Per-Packet Priority and packet delay budget for V2X communication (autonomous resources selection mode). 
-
The mapping of service types and V2X frequencies.
* * * * End of changes * * * *
