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Location and time zone update in IMS annex. Removal of editors note regarding annex R.
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*** BEGIN CHANGES ***
D.7
Retrieval of Network Provided Location Information in 5GS

Information related to the location of the user provided by the access network may be required in IMS in order to comply with regulatory requirements (e.g. data retention, lawful interception) and/or in order to enable certain types of added value services based on the user's location.

Depending on usage scenario, the following mechanisms are defined and can be used to retrieve the user location and/or UE Time Zone information from the access network when using 5GS to access IMS:

-
The P‑CSCF can retrieve the user location and/or UE Time Zone information using PCC mechanisms as specified in TS 23.203 [4] and PCC 29-series reference  of N5 reference point. Operator policy determines whether to provide the the user location and/or UE Time Zone information from the access network in the INVITE request or within a subsequent message of the dialog.

Editor's note: Annex E PCC references are: TS 23.203 [4] and in TS 29.214 [12]

-
When the user location and/or UE Time Zone information is required from the access network but not already available (e.g. when required in an INVITE request, when it is needed prior to session delivery, or when call is broken out to a MGCF), an IMS AS can trigger the retrieval of the user location and/or UE Time Zone information from the AMF via the HSS/UDM as specified in TS 29.328 [79] and as described in (TS 23.228 [15]) clause 4.2.4a.

Editor's note:
TS 29.328 will probably need to be revised to reflect 5GS.


Information flows on how user location and/or UE Time Zone information can be further distributed within IMS depending on the alternative mechanism used can be found in TS 23.228 [15] Annex R, where the term HSS and HSS/UDM shall be understood as in clause D.0.
The level of granularity of user location information may be changed at network/trust boundaries. Thus, the level of user location information granularity that can be retrieved by an IMS AS via the HSS/UDM-based procedures in roaming scenarios depends on inter-operator agreement, and needs to be aligned with policies in the P-CSCF.

*** END CHANGES ***
