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Abstract of the contribution: Proposes a Solution for UE Policy Provisioning via NG1.
1. 1.
Introduction

In TS 23.501(Annex 3), agreements for UE Policy Provisioning are:

a) N1 transport is used for providing policy from the AMF to UE.

b) N24 interface introduced for retrieving UE policies from a H-PCF to the V-PCF

This p-CR adds text stating that a V-PCF should retrieve UE policies from the H-PCF over the N24 interface.  The H-PCF in turn provides the retrieved information to the AMF.


2. Text Changes (23.501)


First Change

A.3.1.8.1
General

The 5GC shall be able to provide policy information from the PCF to the UE. Such policy information includes:

· 1)
Access network discovery & selection policy: It is used by the UE for selecting non-3GPP accesses and for deciding how to route traffic between the selected 3GPP and non-3GPP accesses. The structure and the content of this policy are specified in clause A.3.1.8.2.
· 2)
UE Route Selection Policy(URSP): This policy is used by the UE to determine how to route outgoing traffic. Traffic can be routed to an established PDU session, can be offloaded to non-3GPP access outside a PDU session, or can trigger the establishment of a new PDU session. The structure and the content of this policy are specified in clause A.3.1.8.3. The URSP policy groups of one or more of the following policies:
2a)
SSC Mode Selection Policy (SSCMSP): This policy is used by the UE to associate UE applications with SSC modes and to determine the PDU session which this traffic should be routed to. It is also used to determine when a new PDU session should be requested with a new SSC mode.
2b)
Network Slice Selection Policy (NSSP): This policy is used by the UE to associate UE applications with SM-NSSAIs and to determine the PDU session which this traffic should be routed to. It is also used to determine when a new PDU session should be requested with a new SM-NSSAI..
2c)
DNN Selection Policy: This policy is used by the UE to associate UE traffic with one or more DNNs and to determine the PDU session which this traffic should be routed to. It is also used to determine when a PDU session should be requested to a new DNN. It may also indicate the access type (3GPP or non-3GPP) on which a PDU session to a certain DNN should be requested.
2d)
Non-seamless Offload Policy: This policy is used by the UE to determine which traffic should be non-seamlessly offloaded to non-3GPP access (i.e. outside of a PDU session).

In the case of a roaming UE, the V-PCF may retrieve URSP information from the H-PCF over N24. 
The URSP shall be provided from the PCF (V-PCF for roaming UE) to the AMF via N15 interface and then from AMF to the UE via the N1 interface. The USRP provided to the UE may contain information provided by the H-PCF and information provided by the V-PCF. In the case of conflict between the parameters from the H-PCF and V-PCF, the parameters from the V-PCF take precedence. The AMF does not change the URSP provided by PCF.
Editor’s Note: It is for FFS whether certain parameters in the URSP are only provided by H-PCF or those from H-PCF should take precedence.  
Editor's note:
It is FFS if the size of the policy rules to be transferred and frequency of the rules update from the PCF to the UE would require additional transport options.
Editor's note:
It is FFS if part of the policies can be transferred via UDM.
Editor's note:
Whether the information for Local Area Data Network described in clause 5.6.5 is included as UE Policy Provisioning or not is FFS.
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