SA WG2 Temporary Document

Page 1

SA WG2 Meeting #122bis
S2-175404
21 - 25 Aug 2017, Sophia Antipolis, France
 
Source:
China Telecom
Title:
Update 23.502 NSSF Services
Document for:
Approval

Agenda Item:
6.5.11
Work Item / Release:
5G_ph1 / Rel-15
Abstract of the contribution: This contribution specifies the description of NSSF services in TS 23.502.
1. Introduction
During the SA2#122, the independent Network Slice Selection Function (NSSF) was determined. The NSSF supports the following functionality:

-
Selecting the set of network slice instances serving the UE,

-
Determining the Allowed NSSAI,

-
Determining the AMF Set to be used to serve the UE, or, based on configuration, a list of candidate AMF(s), possibly by querying the NRF.
In this contribution, we would like to add a specific description of NSSF service to TS 23.502.
2
Proposal

It is proposed to agree on the proposed changes to TS 23.502.
*************** Start of changes *********************
5.2.12
NSSF Services
5.2.12.1
General

The following table illustrates the NSSF Services.

Table 5.2.12.1-1: NF Services provided by NSSF

	NF service
	Description
	NF service operations
	Known Consumer (s)
	Mechanisms
	Reference

	Nnssf_NSSelection
	Provides identifier of selected NSI(s), Allowed NSSAI, other related slice information and optionally identifier of AMF to the consumer NF 
	NS Selection
	AMF
	Request-Response
	


Editor's note: the details of other related slice information is FFS, e.g., slice specific policy, statistics of slice usage like SCI, etc.
5.2.12.2
Nnssf_NSSelection Service

5.2.12.2.1
General

Table 5.2.12.2.1-1: Nnssf_NSSelection service operations

	NF service operation
	Description
	Input parameters
	Output parameters

	NS Selection
	NSSF receives the NS Selection Request from the NF consumer, determines and provides identifier of selected NSI(s), Allowed NSSAI, other related slice information, as well as identifier of AMF when AMF relocation is required, to the NF consumer via NS Selection Response message.
	Inputs, Required: Requested NSSAI, Subscribed NSSAI, register related statistics.

Inputs, Optional: none.

	Outputs, Required: identifier of selected NSI(s), Allowed NSSAI, other related slice information.
Outputs, Optional: other related slice information, identifier of AMF.



5.2.12.2.2
Nnrf_NF Discovery service operations
Service operation name: Nnssf_NSSelection
Description: NSSF receives the NS Selection Request from the NF consumer, determines and provides identifier of selected NSI(s), Allowed NSSAI, other related slice information, as well as identifier of AMF when AMF relocation is required, to the NF consumer via NS Selection Response message.
Editor's note: the NSI selection in roaming case is FFS.
Known NF Consumers: AMF.
Concurrent use: None.
Pre-requisite conditions: The UE is attached to the network.
Post conditions: The NF consumer gets identifier of selected NSI(s), Allowed NSSAI, other related slice information, as well as identifier of AMF when AMF relocation is required.
Inputs, Required: Requested NSSAI, Subscribed NSSAI, register related statistics.

Inputs, Optional: none.
Outputs, Required: identifier of selected NSI(s), Allowed NSSAI, other related slice information.
Outputs, Optional: other related slice information, identifier of AMF.
*************** End of changes *********************
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