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Abstract of the contribution: This paper proposes updates to 3GPP TS 23.502 to correct Nudr_User_Data_Management_Update service operation. 
1. Introduction

This pCRs proposes a correction to Nudr_User_Data_Management_Update service operation. 
2. Proposal
Nudr_User_Data_Management_Update service operation is required for a Provisioning FE but as well UDM FE and PCF.
Attribure "data ID" is removed as a mandatory input parameter, already included as optional.
*************** Start of Change # 1 *********************

5.2.12.1
General

The following table illustrates the UDR Services.

Table 5.2.12.1-1: NF Services provided by UDR

	NF service
	NF service operations
	Operation Schematics
	Consumer
	Ref.

	User Data Management
	query
	Request---response
	UDM FE, PCF
	

	
	create
	Request---response
	Provisioning FE
	

	
	delete
	Request---response
	Provisioning FE
	

	
	update
	Request---response
	UDM FE, PCF, Provisioning FE
	

	
	subscribe
	Request---response
	UDM FE, PCF
	

	
	notify
	Subscribe---notify
	UDM FE, PCF
	

	NOTE 1:
Whether the data model used by UDR services is standardized or not leaves to stage 3 for decision.

NOTE 2:
As defined in TS 23.335 clause 4.2.2, A Provisioning Front End is an Application Front End for the purpose of provisioning the UDR.


Editor's note:
The possibility of differentiating services/service operations for structured data versus unstructured data is FFS.

*************** End of Change # 1 *********************

*************** Start of Change # 2 *********************

5.2.12.2.4
Nudr_User_Data_Management_Update service operation
Service operation name: Nudr_User_Data_Management_Update.
Description: NF consumer intends to update subscription data in the UDR.
Inputs, Required: NF ID, UE permanent ID, new data value.

Inputs, Optional: data ID

Outputs, Required:
Outputs, Optional:
NOTE:
data ID identifies a service profile.

*************** End of Change # 2 *********************
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