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Abstract of the contribution: This paper proposes to update 5G-RAN/5G-RAT to NG-RAN/NG-RAT
Discussion
This paper proposes to update 5G-RAN/5G-RAT to NB-RAN/NG-RAT

Proposal

This P-CR propose to adopt following change.
*************** Start of first change*********************
4.3
Interworking with E-UTRAN connected to EPC

4.3.1
Non-roaming architecture

Figure 4.3.1-1 represents the non-roaming architecture for interworking between 5GS and EPC/E-UTRAN.
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Figure 4.3.1-1: Non-roaming architecture for interworking between 5GS and EPC/E-UTRAN
NOTE 1:
N26 interface is an inter-CN interface between the MME and 5GS AMF in order to enable interworking between EPC and the NG core. Support of N26 interface in the network is optional for interworking. N26 supports subset of the functionalities (essential for interworking) that are supported over S10.
NOTE 2:
PCF + PCRF, PGW-C + SMF and UPF + PGW-U are dedicated for interworking between 5GS and EPC, which are optional and are based on UE and network capabilities. UEs that are not subject to 5GS and EPC interworking may be served by entities not dedicated for interworking, i.e. either by PGW/PCRF or SMF/UPF/PCF.

NOTE 3:
There can be another UPF (not shown in the figure above) between the NG RAN and the UPF + PGW-U, i.e. the UPF + PGW-U can support NG9 towards an additional UPF, if needed.
NOTE 4: Figures and procedures in this specification that depict an SGW make no assumption whether the SGW is deployed as a monolithic SGW or as an SGW split into its control-plane and user-plane functionality as described in 3GPP TS 23.214 [32].
4.3.2
Roaming architecture

Figure 4.3.2-1 represents the Roaming architecture with local breakout and Figure 4.3.2-2 represents the Roaming architecture with home-routed traffic for interworking between 5GS and EPC/E-UTRAN.
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Figure 4.3.2-1: Local breakout roaming architecture for interworking between 5GS and EPC/E-UTRAN

NOTE 1:
There can be another UPF (not shown in the figure above) between the NG RAN and the UPF + PGW-U, i.e. the UPF + PGW-U can support NG9 towards the additional UPF, if needed.

NOTE 2:
S9 interface from EPC is not required since no known deployment exists.
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Figure 4.3.3-2: Home-routed roaming architecture for interworking between 5GS and EPC/E-UTRAN

*************** Second change*********************
5.3.2.3
Registration Area management

Registration Area management comprises the functions to allocate and reallocate a Registration area to a UE. Registration area is managed per access type i.e., 3GPP access or Non-3GPP access.

When a UE registers with the network over the 3GPP access, the AMF allocates a set of tracking areas in TAI List to the UE. When the AMF allocates registration area, i.e. the set of tracking areas in TAI List, to the UE it may take into account various information (e.g. Mobility Pattern and Allowed/Non-allowed area (refer to 5.3.4.1)). An AMF which has the whole PLMN as serving area may alternatively allocate the whole PLMN ("all PLMN") as registration area to a UE in MICO mode (refer to clause 5.4.1.3).
The 5G system shall support allocating a TAI List over different NG-RATs in a single TAI List.

When a UE registers with the network over the Non-3GPP access, the registration area for Non-3GPP access corresponds to a unique reserved TAI value (i.e. dedicated to Non-3GPP access). There is thus a unique Tracking Area for the Non-3GPP access to 5GC, that is called the N3GPP TAI.

When generating the TAI list, the AMF shall include only TAIs that are applicable on the access where the TAI list is sent.

The additional aspects for registration management when a UE is registered over one access type while the UE is already registered over the other access type is further described in clause 5.3.2.4.
*************** End of change *********************
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