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Abstract of the contribution: This contribution aims to clarify that the dual registration mode procedure is not needed.
1
Discussion
Some corrections to interworking procedure are proposed as below.
2
Changes 
5.17.2.1
General

In order to interwork with EPC, the UE that supports both 5GC and EPC NAS can operate in single-registration mode or dual-registration mode:

-
In single-registration mode, UE has only one active MM state (either RM state in 5GC or EMM state in EPC) and it is either in 5GC NAS mode or in EPC NAS mode (when connected to 5GC or EPC, respectively). UE maintains a single coordinated registration for 5GC and EPC.

-
In dual-registration mode, UE can handle independent registrations for 5GC and EPC. In this mode, the UE may be registered to 5GC only, EPC only, or to both 5GC and EPC.

The support of single registration mode is mandatory for UEs that support both 5GC and EPC NAS.

During E-UTRAN Initial Attach to EPC, UE supporting both 5GC and EPC NAS shall indicate its support of 5G NAS in UE Network Capability described in clause 5.11.3 of TS 23.401 [26].

During registration to 5GC, UE supporting both 5GC and EPC NAS shall indicate its support of EPC NAS.

NOTE: This indication may be used to give the priority towards selection of PGW-C + SMF for UEs that support both EPC and 5GC NAS.
Networks that support interworking with EPC, may support interworking procedures that use the N26 interface or interworking procedures that do not use the N26 interface. Interworking procedures with N26 support providing IP address continuity on inter-system mobility to UEs that support 5GC NAS and EPC NAS. Networks that support interworking procedures without N26 shall support procedures to provide IP address continuity on inter-system mobility to UEs operating in both single-registration mode and dual-registration mode.
5.17.2.2.2
Mobility for UEs in single-registration mode

When the UE supports single-registration mode and network supports interworking procedure with the N26 interface:

-
For idle-mode mobility from 5GC to EPC, the UE performs TAU procedure with 4G-GUTI mapped from 5G-GUTI and the MME retrieves the UE's MM and SM context from 5GC if the UE has a PDU session established or if the UE or the EPC support "attach without PDN connectivity". The UE performs an attach procedure if the UE is registered without PDU session in 5GC and the UE or the EPC does not support attach without PDN connectivity. For connected-mode mobility from 5GC to EPC, inter-system handover is performed when a UE has DRB(s).

-
For idle-mode mobility from EPC to 5GC, the UE performs registration procedure with 5G-GUTI mapped from 4G-GUTI and the AMF and SMF retrieve the UE's MM and SM context from EPC. For connected-mode mobility from EPC to 5GC, inter-system handover is performed.

5.17.2.3.3
Mobility for UEs in dual-registration mode

To support mobility in dual-registration mode, the support of N26 interface between AMF in 5GC and MME in EPC is not required.

Editor's note:
It is FFS if dual-registration mode can be used for IMS voice.

For UE operating in dual-registration mode the following principles apply for PDU session transfer from 5GC to EPC:

-
UE operating in Dual Registration mode may register in EPC ahead of any PDU session transfer using the Attach procedure without establishing a PDN Connection in EPC if the EPC supports EPS Attach without PDN Connectivity as defined in TS 23.401 [26]. Support for EPS Attach without PDN Connectivity is mandatory for UE supporting dual-registration procedures.

NOTE 1: Before attempting early registration in EPC the UE needs to check whether EPC supports EPS Attach without PDN Connectivity by reading the related SIB in the target cell.

-
UE performs PDU session transfer from 5GC to EPC using the UE initiated PDN connection establishment procedure with "handover" indication in the PDN Connection Request message (TS 23.401 [26], clause 5.10.2).

-
If the UE has not registered with EPC ahead of the PDU session transfer, the UE can perform Attach in EPC with "handover" indication in the PDN Connection Request message (TS 23.401 [26], clause 5.3.2.1).

-
UE may selectively transfer certain PDU sessions to EPC, while keeping other PDU Sessions in 5GC.

-
UE may maintain the registration up to date in both 5GC and EPC by re-registering periodically in both systems. If the registration in either 5GC or EPC times out (e.g. upon mobile reachable timer expiry), the corresponding network starts an implicit detach timer.

NOTE 2: Whether UE transfers some or all PDU sessions on the EPC side and whether it maintains the registration up to date in both EPC and 5GC can depend on UE capabilities that are implementation dependent. The information for determining which PDU sessions are transferred on EPC side and the triggers can be pre-configured in the UE and are not specified in this release of the specification.
For UE operating in dual-registration mode the following principles apply for PDN connection transfer from EPC to 5GC:

-
UE operating in Dual Registration mode may register in 5GC ahead of any PDN connection transfer using the Registration procedure without establishing a PDU session in 5GC (TS 23.502 [3], clause 4.2.2.2.2).

-
UE performs PDN connection transfer from EPC to 5GC using the UE initiated PDU session establishment procedure with "Existing PDU Session" indication (TS 23.502 [3], clause 4.3.2.2.1).

-
If the UE has not registered with 5GC ahead of the PDN connection transfer, the UE can perform Registration in 5GC with "Existing PDU Session" indication in the PDU Session Request message.

Editor's note:
Support of Registration combined with PDU Session Request in TS 23.502 [3] is not yet defined.

-
UE may selectively transfer certain PDN connections to 5GC, while keeping other PDN Connections in EPC.

-
UE may maintain the registration up to date in both EPC and 5GC by re-registering periodically in both systems. If the registration in either EPC or 5GC times out (e.g. upon mobile reachable timer expiry), the corresponding network starts an implicit detach timer.

NOTE 3: Whether UE transfers some or all PDN connections on the 5GC side and whether it maintains the registration up to date in both 5GC and EPC can depend on UE capabilities that are implementation dependent. The information for determining which PDN connections are transferred on 5GC side and the triggers can be pre-configured in the UE and are not specified in this release of the specification.

NOTE 4: If EPC does not support EPS Attach without PDN Connectivity the MME detaches the UE when the last PDN connection is released by the PGW as described in TS 23.401 [26] clause 5.4.4.1 (in relation to transfer of the last PDN connection to non-3GPP access).
Editor's note:
For UEs operating in dual-registration mode it needs to be clarified how the network determines the access to which it routes control plane requests for MT services (e.g. MT SMS).
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