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Abstract of the contribution: This paper proposes the establishment of a PDU session during attach procedure.
Discussion

Currently, it is not clear if a PDU session can be established during initial registration procedure or not. When a user is making emergency call when the device is not attached to the network then the UE should establish the PDU session along during the attach procedure so that the emergency call can be setup faster. Therefore, it is proposed that the UE may establish a PDU session during the attach procedure.
Proposal

It is propose to add following changes to 23.502.
* * * * Start of 1st Change * * * 

4.2.2.2.1
General

A UE needs to register with the network to get authorised to receive services, to enable mobility tracking and to enable reachability. The Registration procedure is used when the UE needs to perform initial registration to the 5G system, mobility registration update upon changing to a new Tracking area (TA) outside the UE's registration area in idle mode, when the UE performs a periodic registration update (due to a predefined time period of inactivity), and additionally when the UE needs to update its capabilities or protocol parameters that are negotiated in Registration procedure.
The General Registration call flow in clause 4.2.2.2.2 applies on all these registration procedures, but the periodic registration need not include all parameters that are used in other registration cases.
The UE may initiate PDU session establishment procedure along with initial registration procedure by sending a PDU Session Establishment Request with Registration Request message.
Editor's note:
The detailed procedure when a PDU session is established during the registration procedure is FFS.
Editor's note:
The procedure description based on the NF services will be documented once the applicable components are identified.

Editor's note:
Further details due to network slicing is FFS.
Editor's note:
Aspects related to dual registration in 3GPP and non-3GPP access is FFS.

Editor's note:
The identities needs to be aligned with the agreed identities.

Editor's note:
Enhancements of the normative wording (i.e. adding shall/should/may) is FFS.

During the initial registration the Permanent Equipment Identifier is obtained from the UE. The AMF operator may check the PEI with an EIR. The AMF passes the PEI (IMEISV) to the UDM, to the SMF and the PCF.

* * * * End of Change * * * * 
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