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1
Introduction
In 5.7.1.3 the first to bullets have exactly the same conditions, and one action that is the same:

“For non-GBR QoS flows only, and when standardized 5QIs or pre-configured 5QIs are used, the 5QI value can be used as the QFI of the QoS flow” 
However, there are two different actions related to ARP. It is suggested for clarity and help for the reader that only state what is common once, and lift out the differences.
Also, ARP may be sent in the PDU session modification procedures, and there are no defined procedures called QoS flow establishment/modification.

pCR
***
BEGIN CHANGES
***
5.7.1.3
Control of QoS Flows
The following options are supported to control QoS flows:

1)
For non-GBR QoS flows, and when standardized 5QIs or pre-configured 5QIs are used, the 5QI value may be used as the QFI of the QoS flow. The default ARP shall either be: 
a)
pre-configured in the AN; or
NOTE 1:
The above 1a option is intended to be used for non-3GPP ANs (e.g. Fixed AN) scenarios when there is no need for any N1 signalling including PDU Session Establishment, nor any N2 signalling.

b)
sent to RAN at PDU Session Establishment/Modification and when NG-RAN is used every time the User Plane of the PDU session is activated; and
2)
For GBR and non-GBR QoS flows, a dynamically assigned QFI can be used. The 5QI value may be a standardized, pre-configured or dynamic assigned. The QoS profile and the QFI of a QoS flow is provided to the (R)AN over N2 at PDU Session Establishment/Modification and when NG-RAN is used every time the User Plane of the PDU session is activated.
NOTE 2:
The options 1b and 2 are intended to be used for 3GPP ANs.
NOTE 3:
Pre-configured 5QI values cannot be used when the UE is roaming. Whenever a 5QI value has not been pre-configured in the (R)AN and not signalled to the (R)AN, the QoS characteristics of the standardized 5QI with the lowest priority level applies.
*** END CHANGES ***
