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Abstract of the contribution: This contribution suggests removal of conflicting text from section 5.16.4.3 where UE supporting mobility restrictions are considered emergency registered.
Discussion

According to the first paragraph, “When Emergency Services are supported and local regulation requires IMS Emergency Sessions to be provided regardless of mobility or access restrictions, the Mobility Restrictions in clause 5.3.4.1, should not be applied to UEs receiving emergency services”. While third paragraph is saying “If the UE(s) are restricted as per clause 5.3.4.1, such UEs are considered as emergency registered by the network (i.e. UP connection of non-emergency PDU sessions are deactivated) and the UE(s) behave as emergency registered”. 
Restrictions mentioned in section 5.3.4.1 are mainly related to mobility related and they do not apply for supporting emergency service. Hence, current text in third paragraph of section 5.16.4.3 is not correct. In other words, if the UE supports those restrictions mentioned in section 5.3.4.1, it cannot be considered as emergency registered. 
Also, original text for this section (5.16.4.3) has been adopted from 23.401 where the context of the description is wrt to UE which is not a CSG member of the target CSG cell and has emergency bearers and adaptation of only those emergency bearers by the target RAN. Such UE behaves as emergency attached. 

Since the existing text in third paragraph is out of context, this contribution proposes removal of this paragraph.

Proposal

***** Start of Change *****
5.16.4.3
Mobility and Access Restrictions for Emergency Services

When Emergency Services are supported and local regulation requires IMS Emergency Sessions to be provided regardless of mobility or access restrictions, the Mobility Restrictions in clause 5.3.4.1, should not be applied to UEs receiving emergency services. When the AN resources for emergency services are established, the ARP value for emergency services indicates the usage for emergency services to the 5G-AN.

During handovers, the source NG-RAN and source AMF ignore any UE related restrictions during handover evaluation when there is an active PDU session associated with emergency service.


During Mobility Registration Update procedures, including a registration update as part of a handover, the target AMF or MME ignores any mobility or access restrictions for UE with emergency services where required by local regulation. Any non-emergency services are not allowed, by the target network when not allowed by the subscription for the target location. Such UEs with only emergency PDU sessions behave as emergency registered. To allow the emergency registered UE to get access to normal services after the emergency session has ended and when it has moved to a new area that is not stored by the UE as a forbidden area, after allowing a period of time for subsequent emergency services, the UE may explicitly deregister and register to normal services without waiting for the emergency PDU session release by the SMF.

This functionality applies to all mobility procedures.

***** End of Change *****
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