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1. Overall Description:

For Rel-15, CT3 is specifying the northbound (i.e. external) T8 interface of the SCEF to 4G networks in TS 29.122 based on stage 2 requirements in TS 23.682.

CT3 is also responsible to specify for northbound APIs at the NEF for 5G networks based on stage 2 requirements in TS 23.502. CT3 is discussing whether parts of the northbound T8 interface APIs (see below) could also be made applicable for 5G or new APIs will need to be designed and would like to seek some related guidance from SA2.

For the T8 interface in TS 29.122, CT3 is defining service based RESTful APIs with the same style and protocols as selected by CT3 for the 5G northbound interface at the NEF. The T8 functionality is provided in a granular manner by the following independent APIs:

-
API for event Monitoring 

-
API for Resource Management of Background Data Transfer

-
API for changing the chargeable party

-
API for Non-IP Data Delivery

-
API for Device Triggering

-
API for Group Message Delivery 

-
API for Reporting of Network Status

-
API for Communication Pattern Parameters Provisioning

-
API for PFD Management

-
API for Enhanced Coverage Restriction Control

-
API for Network Parameter Configuration

-
API for setting up an AS session with required QoS

-
API for MSISDN-less Mobile Originated SMS
It is also possible to make parts of the functionality of an API optional (e.g. which events are supported for the API for event Monitoring) and a mechanism to negotiate such supported features of an API is included in TS 29.122.

Thus, CT3´s APIs can be defined with optional features that might only apply to one access network type and not all APIs need to apply to all access network types.

For the NEF, only requirements for an application triggering service (that seems similar to the Device Triggering API) and the Nnef_EventExposure service (that seem similar to the requirements for the T8 API for event monitoring) are defined in TS 23.502 so far, but CT3 expects that SA2 might add more requirements for Rel-15.

CT3 is aware that the requirements for southbound (i.e.network internal) interfaces do substantially differ between between 4G and 5G and related interactions with northbound APIs will need to be documented separately.
CT3 is considering defining common northbound stage 3 APIs that are applicable both to T8 and Nnef and would like to ask SA2 whether they see any related issues from stage 2 perspective?

2. Actions:

To SA2 group.

ACTION: 
CT3 asks SA2 to kindly answer CT3´s above question.
3. Date of Next CT3 Meeting:
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