SA WG2 Temporary Document

Page 2

SA WG2 Meeting #123
S2-17940
23 – 27 October 2017, Ljubljana, Slovenia
(revision of S2-177673 was S2-177028)
Source:
Ericsson
Title:
Handling of Ethernet and unstructured PDU session types when interworking with EPC (23.501)
Document for:
Approval 
Agenda Item:
6.5.9
Work Item / Release:
5GS_ph1 / Rel-15
Abstract of the contribution: This contribution proposes how to handle Ethernet and Unstructured PDU Session types when moving to EPS in interworking scenarios
Introduction

See S2-177027 for a discussion about solution options and proposed way forward
Proposal

It is proposed to update TS 23.501 as follows:
**** First Change ****

5.17.2.1
General

In order to interwork with EPC, the UE that supports both 5GC and EPC NAS can operate in single-registration mode or dual-registration mode:

-
In single-registration mode, UE has only one active MM state (either RM state in 5GC or EMM state in EPC) and it is either in 5GC NAS mode or in EPC NAS mode (when connected to 5GC or EPC, respectively). UE maintains a single coordinated registration for 5GC and EPC.

-
In dual-registration mode, UE can handle independent registrations for 5GC and EPC. In this mode, the UE may be registered to 5GC only, EPC only, or to both 5GC and EPC.

The support of single registration mode is mandatory for UEs that support both 5GC and EPC NAS.

During E-UTRAN Initial Attach, UE supporting both 5GC and EPC NAS shall indicate its support of 5G NAS in UE Network Capability described in clause 5.11.3 of TS 23.401 [26].

During registration to 5GC, UE supporting both 5GC and EPC NAS shall indicate its support of EPC NAS.

NOTE:
This indication may be used to give the priority towards selection of PGW-C + SMF for UEs that support both EPC and 5GC NAS.
PDU session types “Ethernet” and “Unstructured” are transferred to EPC as “non-IP” PDN type (when supported by UE and network). UE sets the PDN type to non-IP when it moves from 5GS to EPS and after the transfer to EPS, the UE and the SMF shall maintain information about the PDU Session type used in 5GS, i.e. information indicating that the PDN Connection with “non-IP” PDN type corresponds to PDU Session type Ethernet or Unstructured respectively. This is done to ensure that the appropriate PDU Session type will be used if the UE transfers to 5GS.
Editor’s Note: Its FFS how to handle the case when a UE supports Ethernet PDU Session type in 5GS but do not support non-IP PDN type in EPS. 
Networks that support interworking with EPC, may support interworking procedures that use the N26 interface or interworking procedures that do not use the N26 interface. Interworking procedures with N26 support providing IP address continuity on inter-system mobility to UEs that support 5GC NAS and EPC NAS. Networks that support interworking procedures without N26 shall support procedures to provide IP address continuity on inter-system mobility to UEs operating in both single-registration mode and dual-registration mode.
In entire clause 5.17.2 the terms "initial attach", "handover attach" and "TAU" for the UE procedures in EPC can alternatively be combined EPS/IMSI Attach and combined TA/LA depending on the UE configuration defined in TS 23.221 [23].
**** End of Changes ****
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