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Overall description
CT1 would like to thank RAN2 for their LS on Early Data Transmission (EDT). While CT1 is still analyzing the NAS protocol impacts from the RAN2 agreements, CT1 would like to provide an initial answer to RAN2. 
RAN2 Question:

RAN2 would like to kindly ask the following questions to RAN3, SA2 and CT1: 

1)
To support UL early data transmission in Msg3 during a RACH procedure initiated by a UE in RRC_IDLE, whether any of the following parameters that are optionally included in Msg5 (except selectedPLMN-Identity) in legacy procedure should be included in Msg3 for EDT? 

a.
selectedPLMN-Identity, 

b.
registeredMME, 

c.
gummei-Type, 

d.
attachWithoutPDN-Connectivity, 

e.
up-CIoT-EPS-Optimisation (indication that User Plane CIoT EPS Optimisation is supported by UE), 

f.
cp-CIoT-EPS-Optimisation (indication that Control Plane CIoT EPS Optimisation is supported by UE), 

g.
dcn-ID,

h.
ce-ModeB (indication that CE Mode B is supported by UE).  

CT1 answer: 

CT1 does not see a need to include any of the above listed parameters in Msg3 for EDT.
Justification:

RAN2 stated that “The intention to use EDT is for data, i.e. not for NAS signalling”. Therefore, the NAS signalling connection will go to the same MME that the UE is already registered with and that has the information that the UE provided during previous NAS signalling procedures. This could include the CE Mode B support indication. Regarding the need to provide selectedPLMN-Identity in Msg3, it is assumed that S-TMSI included in Msg3 is sufficient to allow the eNB to unambiguously identify the MME the UE is registered with. To ensure that the CE Mode B support indication is available, CT1 could specify a requirement for storing the CE Mode B support indication in the MME. To ensure the S-TMSI allows the eNB to unambiguously identify the MME the UE is registered with even in shared networks, SA2 could clarify in their specs that the MMEC pools of the PLMNs sharing the network should not overlap.
2
Actions
To RAN2 

ACTION: 
3GPP TSG CT WG1 asks RAN2 group to take the above CT1 response into consideration.
To SA2 

ACTION: 
3GPP TSG CT WG1 asks SA2 group to consider clarifying in their specs that the MMEC pools of the PLMNs sharing the network should not overlap.
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