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Abstract of the contribution: This contribution proposes to update NRF to support AMF management.
1 Introduction 
As described in S2-178400, it is proposed to add the related description of the NF update service operation to reflect that AMF can notify NRF to update the association of the AMF and GUAMI(s).
Also it is clarified that OAM can deregister the NF. 
Proposal
* * * Begin of Changes * * * 
5.2.7
NRF services

5.2.7.1
General

The following table shows the NRF Services and Service Operations:

Table 5.2.7.1-1: NF services provided by the NRF

	Service Name
	Service Operations
	Operation

Semantics
	Example Consumer(s)

	Nnrf_NFManagement


	NFRegister
	Request/Response
	AMF, SMF, UDM, AUSF, NEF, PCF, SMSF, NSSF, OAM

	
	NFUpdate
	Request/Response
	AMF, SMF, UDM, AUSF, NEF, PCF, SMSF, NSSF, OAM

	
	NFDeregister
	Request/Response
	AMF, SMF, UDM, AUSF, NEF, PCF, SMSF, NSSF, OAM

	
	NFStatusSubscribe
	Subscribe/Notify
	AMF, SMF, PCF, NEF, NSSF, SMSF, AUSF

	
	NFStatusNotify
	
	AMF, SMF, PCF, NEF, NSSF, SMSF, AUSF

	
	NFStatusUnSubscribe
	
	AMF, SMF, PCF, NEF, NSSF, SMSF, AUSF

	Nnrf_NFDiscovery
	Request
	Request/Response
	AMF, SMF, PCF, NEF, NSSF, SMSF, AUSF


* * * 2nd change * * * 
5.2.7.2.3
Nnrf_NFManagement_NFUpdate Service Operation

Service Operation name: Nnrf_NFManagement_NF Update.

Description: provides the updated NF profile of NF consumer to NRF.

Inputs, Required:
Inputs, Optional: NF profile of the NF consumer.

Outputs, Required: Result indication.

Outputs, Optional: None.
In case the NF consumer is AMF, NF profile includes GUAMI(s) associated to this AMF. The AMF sends the updated NF profile to NRF if the associated GUAMI(s) is changed:
· When the target AMF begins to serve UEs grouped with the same GUAMI(s) from the removed AMF, the GUAMI(s) is included in the updated NF profile sent to NRF by the target AMF.
· When the AMF failure is detected by the backup AMF, based on the local configuration the backup AMF determines the added GUAMI(s) and includes it in the update NF profile sent to NRF.
* * * End of Changes * * *
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