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Abstract:
This paper is to clarify that the source and target RAN node id may be the same for HO procedure..
1 Discussion
1. Discussion

In 5G System, NG-RAN comprises both gNB and eNB, and which are connected to 5G Core and the UE may be handover from 5GS to EPS while physically the eNB is unchanged. This scenario is that the inter-system handover happens 1) from 5GC to EPC (or vise-versa) and 2) from source eNB to target eNB where the source and target eNB is unchanged (eNB id is unchanged), as shown in Figure-1. This scenario may happen in the following cases:
1) Triggering the system handover (5GS->EPS) at presence of QoS flow for voice;

2) EPS Fallback for special services like emergency call;
3) Overload control when AMF may offload some of UEs to MME but the UE is still connected to the same eNB.
However, in 2/3/4G, there is only one kind of Base Station connected to the corresponding core network, so for the inter system HO, source and target Base Station id must be different in normal case. Therefore, it needs the clarification for 5G-4G intersystem handover on scenario when source and target eNB ids are the same one.
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Figure-1  Inter-system handover with unchanged eNodeB id
2 Proposed text to TS 23.502
*****************************First Change***************************
4.11.1.2
Handover procedures

4.11.1.2.1
5GS to EPS handover using N26 interface

Figure 4.11.1.2.1-1 describes the handover procedure from 5GS to EPS when N26 is supported.

In case of handover to a shared network, the source NG-RAN determines a PLMN to be used in the target network based on current PLMN in use. The source NG-RAN shall indicate the selected PLMN ID to be used in the target network to the AMF as part of the Tracking Area sent in the HO Required message.
During the handover procedure, as specified in clause 4.9.1.2.1, the source AMF shall reject any SMF+PGW-C initiated N2 request received since handover procedure started and shall include an indication that the request has been temporarily rejected due to handover procedure in progress.

Upon reception of a rejection for a SMF+PGW-C initiated N2 request(s) with an indication that the request has been temporarily rejected due to handover procedure in progress, the SMF+PGW-C behaves as specified in clause 4.9.1.2.1.
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Figure 4.11.1.2.1-1: 5GS to EPS handover for single-registration mode with N26 interface

The procedure involves a handover to EPC and setup of default EPS bearer and dedicated bearers for GBR QoS Flows in EPC in steps 1-16 and re-activation, if required, of dedicated EPS bearers for non-GBR QoS Flows in step 17. This procedure can be triggered, for example, due to new radio conditions, load balancing or due to specific service e.g. in the presence of QoS Flow for voice, the source NG-RAN node may trigger handover to EPC.
For Ethernet and Unstructured PDU Session Types, the PDN Type non-IP is used, when supported, in EPS. The SMF shall thus set the PDN Type of the EPS Bearer Context to non-IP in these cases. After the handover to EPS, the PDN Connection will have PDN Type non-IP, but it shall be locally associated in UE and SMF to PDU Session Type Ethernet or Unstructured respectively.

In the roaming home routed case, the PGW-C+SMF always provides the EPS Bearer ID and the mapped QoS parameters to UE. This also applies in the case that the HPLMN operates the interworking procedure without N26.

NOTE 1: 
The IP  address continuity can’t be supported, if PGW-C+SMF in the HPLMN doesn’t provide the mapped QoS parameters.
1.
NG-RAN decides that the UE should be handed over to the E-UTRAN. The NG-RAN sends a Handover Required (Target eNB ID, Source to Target Transparent Container) message to the AMF. NG-RAN indicates bearers corresponding to the 5G QoS Flows for data forwarding in Source to Target Transparent Container.

NOTE x: In case the NG-RAN node is eNB, the target eNB id sent by the eNB may be the same as source eNB id. 
2.
The AMF determines from the 'Target eNB Identifier' IE that the type of handover is Handover to E-UTRAN. The AMF selects an MME as described in TS 23.401 clause 4.3.8.3.


The AMF requests the PGW-C+SMF to provide SM Context that also includes the mapped EPS Bearer Contexts. For PDU Sessions with PDU Session Type Ethernet or Unstructured, the SMF provides SM Context for non-IP PDN Type. The AMF provides the target MME capability to SMF in the request to allow the SMF to determine whether to included EPS Bearer context for non-IP PDN Type or not. This step is performed with all PGW-C+SMFs allocated to the UE for each PDU Session of the UE.

NOTE 2:
The AMF knows the MME capability to support non-IP PDN type or not through local configuration.

Editor's note:
This step should be aligned with intra 5GC inter-AMF handover.

NOTE 3:
In roaming scenario, the UE's SM EPS Contexts are obtained from the V-SMF.

3.
The AMF sends a Relocation Request (Target E-UTRAN Node ID, Source to Target Transparent Container, mapped MM and SM EPS UE Context (default and dedicated GBR bearers)) message. The SGW address and TEID for both the control-plane or EPS bearers in the message are such that target MME selects a new SGW. In case that the target Node id and the source NG-RAN Node ID are the same one, the AMF sends the Relocation Request as normal.
NOTE 4:
The mapped SM EPS UE Contexts are included for PDU Sessions with and without active UP connections.
4.
The MME selects the Serving GW and sends a Create Session Request message for each PDN connection to the Serving GW.

5.
The Serving GW allocates its local resources and returns them in a Create Session Response message to the MME.

6.
The MME requests the target eNodeB to establish the bearer(s) by sending the message Handover Request message. This message also contains a list of EPS Bearer IDs that need to be setup.

7.
The target eNB allocates the requested resources and returns the applicable parameters to the target MME in the message Handover Request Acknowledge (Target to Source Transparent Container, EPS Bearers setup list, EPS Bearers failed to setup list). The EPS Bearer Setup list includes a list of addresses and TEIDs allocated at the target eNB for downlink traffic on S1‑U reference point (one TEID per bearer) and addresses and TEIDs for receiving forwarded data if necessary.
[……]
****************************Second of Change**************************
4.11.1.2.2
EPS to 5GS handover using N26 interface

4.11.1.2.2.1
General

N26 interface is used to provide seamless session continuity for single registration mode. Figure 4.11.1.2.1-1 describes and Figure 4.11.1.x.3-1 the handover procedure from EPS to 5GS when N26 is supported.

The procedure involves a handover to 5GS and setup of QoS Flows in 5GS.

In the home routed roaming case, the PGW-C+ SMF in the HPLMN always receives the PDU session ID from UE and provides other 5G QoS parameters to UE. This also applies in the case that the HPLMN operates the interworking procedure without N26.

In case the PDN Type of a PDN Connection in EPS is non-IP, and is locally associated in UE and SMF to PDU Session Type Ethernet or Unstructured, the PDU Session Type in 5GS shall be set to Ethernet or Unstructured respectively.
NOTE 1:
Interworking between EPS and 5GS is supported with IP address preservation by assuming SSC mode 1 in this release of the specification.

NOTE 2: 
The IP  address continuity can’t be supported, if PGW-C+SMF in the HPLMN doesn’t provide the mapped QoS parameters.

Editor's note:
It is FFS how the SSC mode parameters is determined in the UE and network when UE is in EPS.

Editor's note:
Indirect forwarding for home-routed roaming is FFS.

4.11.1.2.2.2
Preparation phase
Figure 4.11.1.2.2.2-1 shows the preparation phase of the Single Registration-based Interworking from EPS to 5GS procedure.
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Figure 4.11.1.2.2.2-1: EPS to 5GS handover using N26 interface, preparation phase

This procedure applies to the Non-Roaming (TS 23.501 [2] Figure 4.3.1-1), Home-routed roaming (TS 23.501 [2] Figure 4.3.2-1) and Local Breakout roaming Local Breakout (TS 23.501 [2] Figure 4.3.2-2) cases.

-
For non-roaming scenario, v-SMF, v-UPF and v-PCF+v-PCRF are not present

-
For home-routed roaming scenario, the SMF+PGW-C and UPF+PGW-U are in the HPLMN. v-PCF+v-PCRF are not present

-
For local breakout roaming scenario, v-SMF and v-UPF are not present. SMF+PGW-C and UPF+PGW-U are in the VPLMN.

In local-breakout roaming case, the v-PCF+v-PCRF forwards messages between the SMF+PGW-C and the h-PCF+h-PCRF.

1.
The source E-UTRAN decides that the UE should be handed over to the NG-RAN.

2.
The E-UTRAN sends a Handover Required (Target NG-RAN Node ID, Source to Target Transparent Container) message to the MME. The Source node id and Target NG-RAN Node id may be the same.
3.
The MME selects the target AMF and sends a Forward Relocation Request (Target NG-RAN Node ID, Source to Target Transparent Container, EPS MM Context, EPS Bearer Context(s)) message to the selected AMF.


The AMF converts the received EPS MM Context into the 5GS MM Context. The MME UE context includes IMSI, ME Identity, UE security context, UE Network Capability, and EPS Bearer context(s). An EPS Bearer context includes the common SMF + PGW-C address and V-CN Tunnel Info at the UPF + PGW-U for uplink traffic, and APN. If the MME receives the target NG-RAN node id which is the same as the source Node id, it sends the Forward Relocation Request as normal.
Editor's note:
Whether 5GS Security Context can be derived from the EPS Security Context should be clarified by SA3 study.
4.
The AMF invokes the Nsmf_PDUSession_UpdateSMContext service operation (PDN Connection ID, EPS Bearer Context(s), AMF ID) on the SMF identified by the common SMF + PGW-C address received in step 3.

For home-routed roaming scenario, the v-SMF selects the SMF + PGW-C using the PDN Connection. The AMF ID is the UE's GUAMI which uniquely identifies the AMF serving the UE.

Editor's note:
It is FFS whether and how to provide the SM context from MME to SMF via AMF during handover.

5.
If dynamic PCC is deployed, the SMF may initiate PDU Session Modification towards the h-PCF + h-PCRF to obtain the 5GS PCC Rules for the PDU Session. The h-PCF + h-PCRF does not apply the 5GS PCC Rules for the PDU Session.
6.  The SMF+PGW-C modifies the PGW-U+UPF.

Editor's note:
The details of SMF+PGW-C and UPF interaction is FFS.
7.
The SMF + PGW-C sends a Nsmf_PDUSession_UpdateSMContext Response (N2 SM Information (PDU Session ID, QoS Rules, EPS Bearer Setup List, SSC Mode, H-CN Tunnel-Info)) to the AMF. AMF stores an association of the PDU Session ID and the SMF ID.

[……]
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