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Abstract of the contribution: 23.502 §4.17.x: NRF for UPF discovery.

1
Rationale and Proposal

Refer to companion document 8256
To avoid that in a network any SMF tries to set up a N4 association with any UPF, SMF and UPF instances are associated with an area they belong to.  This is not FS_ETSUN as no specification is assumed to deal with PDU sessions going beyond the area that can be served by a SMF; per 23.501 §5.6.1
NOTE 4:
The handling if the UE goes out of the SMF service area is not specified in this release.
2
Proposed modification

It is proposed to modify TS 23.502 as follows:

* * * * Start Change * * *
4.17.x
UPF discovery using the NRF
4.17.x.1
General

This clause describes the UPF discovery using the NRF as documented in 23.501 clause 6.3.3.
As N4 is not a service based interface, the UPF is associated with a single (virtual) service called “N4_Management”
4.17.X.2 
SMF discovery of new UPF instances using NRF
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Figure 4.17.X.2-1: SMF discovery of new UPF instances using NRF procedure
1
The SMF(s) issue(s) Nnrf_NFManagement_NFStatusSubscribe Service Operation providing the target list of (S-NSSAI,DNN) and SMF Area.
2
A new UPF instance is deployed.

3
The UPF instance is configured with the NRF to contact, the SMF Area it belongs to and the list of (S-NSSAI,DNN) it supports. An UPF is not meant to understand the list of (S-NSSAI,DNN) beyond usage of this list to register in step 4.

4
The UPF instance issues a Nnrf_NFManagement_NFRegister Request operation providing its NF type, its FQDN or IP address, “ N4_Management” as the name of supported service as well as the SMF Area it belongs to and the list of (S-NSSAI,DNN) it supports. 
5.
Alternatively (to steps 3 and 4) the OAM registers the UPF on the NRF indicating the same information as provided in step 4

6.
Based on the subscription in step 1, the NRF issues Nnrf_NFManagement_NFStatusNotify to all SMF having subscribed to the target list of (S-NSSAI,DNN) and SMF Area supportd by the new UPF
* * * Change * * * *
5.2.7.2
Nnrf_NFManagement_service

5.2.7.2.1
General

5.2.7.2.2
Nnrf_NFManagement_NFRegister Service Operation

Service Operation name: Nnrf_NFManagement_NFRegister.

Description: Registers the consumer NF in the NRF by providing the NF profile of NF consumer to NRF, and NRF marks the NF consumer available.

Inputs, Required: NF profile of the NF consumer (NF type of the target NF, NF ID, NF services, FQDN or IP address of NF).
Inputs, Optional: for the “N4_Management”  service defined in clause 4.17.X: SMF Area the UPF belongs to, list of (S-NSSAI,DNN) it supports.
Outputs, Required: Result indication.

Outputs, Optional: None.
5.2.7.2.3
Nnrf_NFManagement_NFUpdate Service Operation

Service Operation name: Nnrf_NFManagement_NF Update.

Description: provides the updated NF profile of NF consumer to NRF.

Inputs, Required: NF profile of the NF consumer (NF type of the target NF, NF ID, NF services, FQDN or IP address of NF).
Inputs, Optional: for the “N4_Management”  service defined in clause 4.17.X: SMF Area the UPF belongs to, list of (S-NSSAI,DNN) it supports.

Outputs, Required: Result indication.

Outputs, Optional: None.
5.2.7.2.4
Nnrf_NFManagement_NFDeregister Service Operation

Service Operation name: Nnrf_NFManagement_NFDeregister

Description: inform the unavailability of NF consumer to NRF.

Inputs, Required: NF Instance ID, Reason indication.
Inputs, Optional:
Outputs, Required: Result indication.

Outputs, Optional: None.

5.2.7.2.5
Nnrf_NFManagement_NFStatusSubscribe Service Operation

Service Operation name: Nnrf_NFManagement_NFStatusSubscribe.
Description: Consumer can subscribe to be notified of newly registered NF along with its NF services.

Inputs, Required: NF type of the target NF, NF ID, NF services, FQDN or IP address of NF.
Inputs, Optional: for the “N4_Management”  service defined in clause 4.17.X: SMF Area, list of (S-NSSAI,DNN).
Outputs, Required: None.
Outputs, Optional: None.

NOTE:
Alternatively, other means such as OA&M can also be used to subscribe for NF status.

5.2.7.2.6
Nnrf_NFManagement_NFStatusNotify Service Operation

Service Operation name: Nnrf_NFManagement_NFStatusNotify.
Description: NRF notifies subscribed consumers of newly registered NF along with its NF services.

Inputs, Required: NF ID, Status, NF services.

Inputs, Optional: for the “N4_Management”  service defined in clause 4.17.X: SMF Area, list of (S-NSSAI,DNN.
Outputs, Required: None.
Outputs, Optional: None.
5.2.7.2.7
Nnrf_NFManagement_NFStatusUnsubscribe Service Operation

Service Operation name: Nnrf_NFManagement_NFStatusUnsubscribe.
Description: Consumer can unsubscribe from being notified of newly registered NF along with its NF services.

Inputs, Required: NF type of the target NF, NF ID.
Inputs, Optional: None.
Outputs, Required: None.
Outputs, Optional: None.

NOTE:
Alternatively, other means such as OA&M can also be used to unsubscribe for NF status.

* * * Change * * * *
5.2.7
NRF services

5.2.7.1
General

The following table shows the NRF Services and Service Operations:

Table 5.2.7.1-1: NF services provided by the NRF

	Service Name
	Service Operations
	Operation

Semantics
	Example Consumer(s)

	Nnrf_NFManagement


	NFRegister
	Request/Response
	AMF, SMF, UDM, AUSF, NEF, PCF, SMSF, NSSF, UPF

	
	NFUpdate
	Request/Response
	AMF, SMF, UDM, AUSF, NEF, PCF, SMSF, NSSF, UPF

	
	NFDeregister
	Request/Response
	AMF, SMF, UDM, AUSF, NEF, PCF, SMSF, NSSF, UPF

	
	NFStatusSubscribe
	Subscribe/Notify
	AMF, SMF, PCF, NEF, NSSF, SMSF, AUSF

	
	NFStatusNotify
	
	AMF, SMF, PCF, NEF, NSSF, SMSF, AUSF

	
	NFStatusUnSubscribe
	
	AMF, SMF, PCF, NEF, NSSF, SMSF, AUSF

	Nnrf_NFDiscovery
	Request
	Request/Response
	AMF, SMF, PCF, NEF, NSSF, SMSF, AUSF
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