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Abstract of the contribution: The intent of this contribution is to update the Interworking procedures without N26 interface in order to add missing steps in the 5GS after the mobility is completed and fix ambiguities in the EPS Attach procedure. 
Discussion
TS 23.502 describes in clause 4.11.2.2 the following for step 5:
	5.
Step 1 as in clause 5.3.2.1 (E-UTRAN Initial Attach) in TS 23.401 [13] with the following modification:


The UE indicates that it is moving from 5GC, and provides either 4G-GUTI mapped from 5G-GUTI (for single-registration mode), or native 4G-GUTI (dual-registration mode), or if the UE sent a TAU in Step 2 and it was rejected because the MME could not derive the UE identity, the UE provides IMSI.


If the UE wants to transfer a PDU Session to EPC as part of the Attach procedure, it includes a PDN CONNECTIVITY Request message in the Attach Request and provides a Request type "Handover", DNN/APN of the PDU Session (TS 23.401 [13], clause 5.3.2.1).


If the TAU was rejected in Step 2 the IP address preservation is not provided. In this case the UE provides IMSI in the Attach Request, and does not provide a Request Type "Handover" in the PDN CONNECTIVITY Request if included in the Attach Request.
…..


The yellow highlighted text seems consistent; however, it is unclear whether in case of the green highlighted text the UE shall also apply “The UE indicates that it is moving from 5GC”. It is proposed to split the long sentence into bulleted list.
The current description “Interworking procedures without N26 interface” does not show what happens to the 5GS in the following 2 cases:

a) When the PDU Sessions has been transferred to EPS

b) When the PDU Sessions are not transferred to EPS.

Proposal
It is proposed to agree the following changes to TS 23.502 v1.3.0.
***** Start of Changes *****
4.11.2
Interworking procedures without N26 interface

4.11.2.1
General

4.11.2.2
5GS to EPS Mobility

The following procedure is used by UEs in single-registration or dual registration mode on mobility from EPS to 5GS.
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Figure 4.11.2.2-1. Mobility procedure from 5GS to EPS without N26 interface

The UE operating in single-registration mode can start the procedure from Step 1 or Step 5. The UE operating in dual-registration mode starts the procedure from Step 5.

NOTE 1:
The network has indicated the "Dual Registration support" to the UE during the initial 5GC registration, which indicates the network does not support interworking procedures with N26 interface. To support IP address preservation, the UE in single-registration mode starts the procedure from Step 5. If the UE in single-registration mode starts the procedure from Step 1, the IP address preservation is not provided.

0.
UE is registered in 5GS.

1.
Step 1 as in clause 5.3.3.1 (Tracking Area Update) in TS 23.401 [13].

2.
Step 2 as in clause 5.3.3.1 (Tracking Area Update) in TS 23.401 [13] with the following modifications:


The UE shall provide a 4G-GUTI that is mapped from the 5G-GUTI following the mapping rules specified in TS 23.501 [2]. The UE indicates that it is moving from 5GC.

3.
Step 3 as in clause 5.3.3.1 (Tracking Area Update) in TS 23.401 [13].

4.
If the MME determined that the old node is an AMF based on UE's GUTI mapped from 5G-GUTI and the MME is configured to support 5GS-EPS interworking without N26 procedure, the MME sends a TAU Reject to the UE.

5.
Step 1 as in clause 5.3.2.1 (E-UTRAN Initial Attach) in TS 23.401 [13] with the following modification:


The UE constructs the Attach Request message according to the following principles:

· If UE operates is for single-registration mode, the UE indicates that it is moving from 5GC and provides 4G-GUTI mapped from 5G-GUTI (), or 
· If the UE operates in dual-registration mode, the UE indicates that it is moving from 5GC and provides native 4G-GUTI (), or 
· If the UE sent a TAU in Step 2 and it was rejected because the MME could not derive the UE identity, the UE provides IMSI.


If the UE wants to transfer a PDU Session to EPC as part of the Attach procedure, it includes a PDN CONNECTIVITY Request message in the Attach Request and provides a Request type "Handover", DNN/APN of the PDU Session (TS 23.401 [13], clause 5.3.2.1).


If the TAU was rejected in Step 2 the IP address preservation is not provided. In this case the UE provides IMSI in the Attach Request, and does not provide a Request Type "Handover" in the PDN CONNECTIVITY Request if included in the Attach Request.

The UE provides an EPS bearer ID for all mapped EPS bearers in the EPS bearer status. For the initial Attach Request the EPS bearer status is empty.

NOTE 2:
The UE is aware the network is configured to support 5GS-EPS interworking without N26 procedure. The UE does not include the EPS bearer IDs corresponding to the 5G QoS flows to the EPS bearer status.
6.
Step 2 as in clause 5.3.2.1 (E-UTRAN Initial Attach) in TS 23.401 [13].

7.
Steps 4-7 as in clause 5.3.2.1 (E-UTRAN Initial Attach) in TS 23.401 [13], with the following modifications:


If the UE provided a 4G-GUTI mapped from 5G-GUTI and the MME is configured to support 5GS-EPS interworking without N26 procedure, the MME does not perform Step 3, Identity request to old MME/SGSN/AMF in clause 5.3.2.1 in TS 23.401 [13].

NOTE 3:
As the 4G-GUTI mapped from 5G-GUTI is unknown identity to the MME, the MME sends an Identity Request to the UE to request the IMSI. The UE responds with Identity Response (IMSI).

8.
Step 8 as in clause 5.3.2.1 (E-UTRAN Initial Attach) in TS 23.401 [13], with the following modifications:

If the MME determined that the old node is an AMF based on the indication from the UE and the MME is configured to support 5GS-EPS interworking without N26 procedure, the MME does not include the "initial attach" indication to the HSS+UDM. The HSS+UDM does not send cancel location to the old AMF.

NOTE 4:
If the UE does not maintain registration in 5GC, upon reachability time-out, the AMF can implicitly detach the UE and release the possible remaining PDU Sessions in 5GC.

9.
Step 11 as in clause 5.3.2.1 (E-UTRAN Initial Attach) in TS 23.401 [13], with the following modifications:


The subscription profile the MME receives from HSS+UDM includes the DNN/APN and PGW-C+SMF ID for each PDU Session established in 5GC.

10.
Steps 12-24 as in clause 5.3.2.1 (E-UTRAN Initial Attach) in TS 23.401 [13], with the following modifications:


The MME determines the PGW-C+SMF address for the Create Session Request based on the APN received from the UE and the subscription profile received from the HSS+UDM in Step 9.

Editor's note: How to correlate the sessions between source and target systems when the UE has more than one session for the APN/DNN is FFS.


As a result of the procedure the PGW-U+UPF starts routing DL data packets to the Serving GW for the default and any dedicated EPS bearers established for this PDN connection.

11.
Step 25 as in clause 5.3.2.1 (E-UTRAN Initial Attach) in TS 23.401 [13].

12.
Step 26 as in clause 5.3.2.1 (E-UTRAN Initial Attach) in TS 23.401 [13].

13.
If the UE has remaining PDU Sessions in 5GS which it wants to transfer to EPS and maintain the same IP address/prefix, the UE performs the UE requested PDN Connectivity Procedure as specified in TS 23.401 [13] clause 5.10.2 and sets the Request Type to "handover" in Step 1 of the procedure. UE provides an APN corresponding to the PDU Session it wants to transfer to EPS.


UEs in single-registration mode performs this step for each PDU Session immediately after completing the E-UTRAN Initial Attach procedure. UEs in dual-registration mode may perform this step any time after the completing of E-UTRAN Initial Attach procedure. Also, UEs in dual-registration mode may perform this step only for a subset of PDU Sessions.


The MME determines the PGW-C+SMF address for the Create Session Request based on the APN received from the UE and the subscription profile received from the HSS+UDM in Step 9 or when the HSS+UDM notifies the MME for the new PGW-C+SMF ID in the updated  subscription profile.


As a result of the procedure the PGW-U+UPF starts routing DL data packets to the Serving GW for the default and any dedicated EPS bearers established for this PDN connection.
14.
After successful transfer of a PDU Session from 5GS to EPS, the PGW-C+SMF initiates the release of the N11 association with the AMF.

15.
If the MME has included “initial attach” indication to the HSS+UDM in step 8, the HSS+UDM performs cancel location procedure with the AMF to delete UE’s context at AMF. 
***** End of Changes *****
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16. HSS+UDM initiates cancel UE location







14. PGW-C+SMF releases N11 association for transferred PDU Sessions
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