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Abstract of the contribution: UE triggers PDU session modification procedure to indicate its reflective QoS capability to the network after intersystem change from EPC to 5GC.
1.
Discussion
A UE that supports and wants to use reflective QoS indicates so during PDU session establishment with the 5G CN, see section 5.7.5.1 of TS 23.501:

“If the 3GPP UE supports Reflective QoS functionality, the UE shall indicate support of reflective QoS to the network (i.e. SMF) during the PDU session establishment.”
For the scenario of interworking from EPS to 5GS, with N26, the UE may already be in EPS with an active PDU session. After inter-system change, based on the text reference above, the UE will not be able to use the reflective QoS feature for existing PDUs, unless it deactivates and reactivates its PDU session.
In SA#123, it was agreed that the when the PDN connection is transferred from EPC to 5GS, the UE indicates its reflective QoS capability by triggering a PDU session modification procedure. The following was hence captured in the SA2#123 chairman notes (S2-177674):
“Alternate approach was taken as working assumption where UE initiates PDU session modification to indicate reflective QoS. CR will be submitted at next meeting”

This PCR implements the above stated agreement in TS23.501

2.
Proposal
It is proposed to adopt following text in TS 23.501. 

3.
Changes to TS 23.501
* * * * First Change * * * *
5.17.2.2.2
Mobility for UEs in single-registration mode

When the UE supports single-registration mode and network supports interworking procedure with the N26 interface:

-
For idle-mode mobility from 5GC to EPC, the UE performs either TAU or Attach procedure with EPS GUTI mapped from 5G-GUTI sent as old Native GUTI, as described in clause 4.11.X of TS 23.502 [3] and indicates that it is moving from 5GC. The MME retrieves the UE's MM and SM context from 5GC. For connected-mode mobility from 5GC to EPC, inter-system handover is performed. During the TAU or Attach procedure the HSS+UDM cancels any AMF registration.

NOTE 1:
MMEs supporting interworking with N26 interface are not required to process the indication from the UE that it is moving from 5GC and will assume that the UE is moving from another MME.
-
For idle-mode mobility from EPC to 5GC, the UE performs mobility registration procedure with the 5G GUTI mapped from EPS GUTI and indicates that it is moving from EPC. The AMF and SMF retrieve the UE's MM and SM context from EPC. For connected-mode mobility from EPC to 5GC, inter-system handover is performed. During the Registration procedure, the HSS+UDM cancels any MME registration. For both idle mode and connected mode mobility from EPC to 5GC, if the UE supports Reflective QoS functionality, the UE shall trigger the PDU session modification procedure to indicate the support of reflective QoS to the network (i.e. SMF). 
* * * * End of Change * * * *
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