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Abstract of the contribution: This P-CR proposes to modify example usage of Nsmf_PDUSession_ReleaseSMContext operation. 
This P-CR can be sent directly to email approval.
1.
Discussion
Nsmf_PDUSession_ReleaseSMContext service operation is also used for De-registration procedures described in clause 4.2.2.3. Therefore, the de-registration procedures can be added to example usage for Nsmf_PDUSession_ReleaseSMContext service operation.
2.
Proposal
In TS 23.502, it is proposed to add de-registration procedures as example usage for Nsmf_PDUSession_ReleaseSMContext service operation.
**** Start of 1st Change ****
5.2.8.2.7
Nsmf_PDUSession_Release SM Context service operation

Service operation name: Nsmf_PDUSession_Release SM Context.

Description: It allows to release the AMF-SMF association for a certain PDU Session because the PDU Session has been released.

Input, Required: SUPI, PDU Session ID.
Input, Optional: UE location information, AN type, UE Time Zone.
Output, Required: Result Indication.
Output, Optional: Cause.

See clause 4.2.2.3, clause 4.3.4.2 and clause 4.3.4.3 for an example usage of this service.

If the consumer NF is AMF and the PDU Session indicated by the PDU Session ID has been assigned some EBIs, the AMF needs to re-collect all the assigned EBIs.

**** End of Changes ****
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