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Abstract of the contribution:

This contribution discusses and proposes key issue for position service exposure
1. Discussion
Position service exposure for commercial scenarios is not specified in R-15.

Position service exposure is to allow the authorized applications to obtain the UE location to enable their application and services. For example, periodic geographic location report for asset tracking, event and location reporting when the target devices move in/out of the specified geographic area.

The type of positioning service request can be Location Immediate Request (LIR) and Location Deferred Request (LDR). The LDR type service includes location reporting in case of UE available, Change of Area, Motion or Periodic Location and etc.
To support position service exposure in 5G system, the following sub issues need study:
· The LCS services that can be exposed by 5G system and the corresponding service requirements, and the position service type include Location Immediate Request and Location Deferred Request;
· The architecture for position service exposure, the required NF and NF services;
· The privacy authorization and protection;
· The system procedures to enable each exposed position service.
2. Proposal
The key issue “Position service exposure” is proposed to be studied. 
***** BEGIN 1st CHANGE *****
5.x
Key Issue x – Position service exposure
5.x.1
Description 

Position service exposure is to allow the authorized applications to obtain the UE location to enable their application and services, and position service exposure needs to comply with privacy and security regulation. It is expected that position service exposure is supported by 5G system.

This key issue will study: 
· The LCS services that can be exposed by 5G system and the corresponding service requirements, including the service type of Location Immediate Request and Location Deferred Request; 
· The architecture for LCS service exposure, the required NF and NF services;
· The privacy authorization and protection;
· The system procedures to enable each exposed position service.
***** End of CHANGE *****
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