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Abstract of the contribution: This contribution proposes to add new KIs Network Function Selection.
1. Introduction
TS 23.501/502 define several Network function selection procedure, such as SMF selection, UPF selection, PCF selection, etc. Hence a new key issue is proposed for the NF selections procedure.
2
Proposal
It proposed to adopt the following proposals and the related changes to TR 23.716.

BEGIN 1st CHANGES

5.2.x
Key Issue #x: NF selection support

This key issue will study how and whether existing criteria for selection or new criteria are needed for the selection of relevant NFs procedure in the procedure listed below:
· SMF selection procedure defined in TS 23.501 clause 6.3.2

· UPF selection procedure defined in TS 23.501 clause 6.3.3

· AUSF selection procedure defined in TS 23.501 clause 6.3.4

· AMF selection procedure defined in TS 23.501 clause 6.3.5

· PCF selection procedure defined in TS 23.501 clause 6.3.7

· UDM selection procedure defined in TS 23.501 clause 6.3.8

· UDR selection procedure defined in TS 23.501 clause 6.3.9

Two scenarios are considered in this key issue:

1)
CPE/Residential Gateway (RG) supporting or not supporting N1 interface connect via wireline access or NG RAN to the 5GS supporting N1 interface;

2)
3GPP UE connect to the 5GS via a CPE/RG.

Editor's note:
The scenario of devices connected to 5G which are not 3GPP UE (e.g. laptop, PC table not supporting N1 interface) is FFS.

END of CHANGE
