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	Reason for change:
	If the UDM wants to request the immediate deletion of a subscriber's RM contexts and PDU Sessions, the UDM shall send a Nudm_UECM_DeregistrationNotification (SUPI, Removal Reason=”Subscription Withdrawn”) to the registered AMF. If the UE is registered via 3GPP access and non-3GPP access in different PLMNs, both of the registered AMFs can be notified. 

Based on the Nudm_UECM_DeregistrationNotification, the AMF(s) performs deregistration procedure and unsubscribes the UE using Nudm_SDM_Unsubscribe message. 
In the step 3, Access type is unnecessary because removal reason is ”Subscription Withdrawn”, which is regardless of the access type.

Morover, additional ACK to the Nudm_UECM_DeregistrationNotification is not required because Nudm_SDM_Unsubscribe is sent to the UDM. 

At step 4 when the SMF releases the PDU Sessions, UDM is involved to remove the corresponding subscription and UE context, which is done by Nudm_SDM_Unsubscribe and Nudm_UECM_Deregistration.
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* * * Begin 1st change * * *
4.2.2.3.3
Network-initiated Deregistration

The procedure depicted in Figure 4.2.2.3.3-1 shows Network-initiated Deregistration procedure. The AMF can initiate this procedure for either explicit (e.g. by O&M intervention) or implicit (e.g. expiring of Implicit Deregistration timer). The UDM can trigger this procedure for operator-determined purposes to request the removal of a subscriber's RM context and PDU Session(s) of the UE.



[image: image2.emf]UE (R)AN AMF SMF UPF PCF

1. Nudm_UECM_DeregistrationNotification

6. De-registration Accept

7. Signalling Connection Release

2. De-registration Request

UDM

4. Step 2 ~ step 5 of UE initiated De-registration in clause 4.2.2.3.2 

3. Nudm_SDM_Unsubscribe

5.AMF-initiated Policy Association Termination


Figure 4.2.2.3.3-1: Network-initiated Deregistration

1.
[Conditional] If the UDM wants to request the immediate deletion of a subscriber's RM contexts and PDU Sessions, the UDM shall send a Nudm_UECM_DeregistrationNotification (SUPI, Removal Reason) message with Removal Reason set to Subscription Withdrawn to the registered AMF(s).

2.
If the AMF receives Nudm_UECM_DeregistrationNotification in Step 1 with Removal Reason as Subscription Withdrawn, the AMF executes Deregistration procedure over the all accesses the UE is registered.


The AMF-initiated Deregistration procedure is either explicit (e.g. by O&M intervention) or implicit. The AMF does not send the Deregistration Request message to the UE for Implicit Deregistration. If the UE is in CM-CONNECTED state, the AMF may explicitly deregister the UE by sending a Deregistration Request message (Deregistration type, Access Type) to the UE. The Deregistration type may be set to Re-registration in which case the UE should re-register at the end of the Deregistration procedure, e.g. for modification of the set of Network Slice(s). Access Type indicates whether Deregistration procedure applies to the 3GPP access or non-3GPP access, or both. If the Deregistration Request message is sent over 3GPP access and the UE is in CM-IDLE state in 3GPP access, the AMF pages the UE.

3.
[Conditional] If the Deregistration procedure is triggered by UDM (Step 1), the AMF unsubscribes with the UDM using Nudm_SDM_Unsubscribe service operation.

4.
[Conditional] If the UE has any established PDU Session over the target access for deregistration indicated in step 2, then step 2 ~ step 5 of UE-initiated Deregistration procedure in clause 4.2.2.3.2 is performed.

5.
[Conditional] If there is any association with the PCF for this UE, the AMF performs a AMF-initiated Policy Association Termination procedure as defined in clause 4.16.3.2 to delete the association with the PCF.

6.
[Conditional] If the UE receives the Deregistration Request message from the AMF in step 2, the UE sends a Deregistration Accept message to the AMF any time after step 2. The RAN forwards this NAS message to the AMF along with the TAI+ Cell identity of the cell which the UE is using.

7. [Conditional] AMF to AN: N2 UE Context Release Request (Cause)


If the target access for Deregistration procedure is 3GPP access or both 3GPP access and non-3GPP access, and there is N2 signalling connection to NG-RAN, the AMF sends N2 UE Release command to RAN with Cause set to Deregistration to release the N2 signalling connection. The details of this step are covered by steps 2 to 4 in the AN Release procedure, as described in clause 4.2.6.


If the target access for Deregistration procedure is non-3GPP access or both 3GPP access and non-3GPP access, and there is N2 signalling connection to N3IWF, the AMF sends N2 UE Release command to N3IWF with Cause set to Deregistration to release N2 signalling connection. The details of this step are covered by steps 2 to 5 in the "Deregistration procedure for untrusted non-3gpp access", as described in clause 4.12.3.

* * * End change * * *
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