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First Change

5.2.13.2
Nbsf_Management service

5.2.13.2.1
General

The Nbsf provides the Nbsf Management Register, Nbsf Management Remove and the Nbsf Management Discovery service operations.

5.2.13.2.2
Nbsf_Management_Register service operation

Service Operation name: Nbsf_Management_Register.

Description: Registers the tuples (UE IP address(es), SUPI, GPSI, DNN, S-NSSAI, PCF id).
Inputs, Required: UE IP address(es), PCF id
Inputs, Optional: DNN, S-NSSAI, SUPI, GPSI
Outputs, Required: Result indication.
Outputs, Optional: None.
The operation may be used to add an IP address (Prefix) to a Tuple
5.2.13.2.3
Nbsf_Management_Deregister service operation

Service Operation name: Nbsf_Management_Deregister

Description: Removes the tuple (UE IP address(es), SUPI, GPSI, DNN, PCF id).
Inputs, Required: UE IP address(es)
Inputs, Optional: DNN, S-NSSAI, SUPI, GPSI
Outputs, Required: Result indication.
Outputs, Optional: None.
The operation may be used to remove  an IP address (Prefix) from a Tuple
5.2.13.2.4
Nbsf_Management_Discovery service operation
Service Operation name: Nbsf_Management discovery

Description: Discovers the PCF selected for the tuple (UE IP address(es), SUPI, GPSI, DNN, S-NSSAI,).
Inputs, Required:  IP address(es) 
Inputs, Optional: elements within (SUPI, GPSI, DNN, S-NSSAI,).
Outputs, Required: Result indication 
Outputs, Optional: PCF id if successful.
SECOND CHANGE
THIRD CHANGE
END OF CHANGES
