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4.4.5
QoS handling for V2X communication

4.4.5.1
QoS handling for V2X communication over PC5 reference point
Core Network, i.e. MME, provides the UE-PC5-AMBR based on subscription information to the eNB as part of the UE context information.
When PC5 is used for the transmission of V2X messages, the following principles are followed for both network scheduled operation mode and UE autonomous resources selection mode:
-
ProSe Per-Packet Priority (PPPP) defined in clause 5.4.6.1 of TS 23.303 [5] applies to the V2X communication over PC5.
-
ProSe Per-Packet Reliability (PPPR) applies to the V2X communication over PC5.
-
The application layer sets the PPPP for each V2X message when passing it to lower layer for transmission.
-
The application layer may set the PPPR for each V2X message when passing it to lower layer for transmission.
-
The mapping of application layer V2X message priority to PPPP is configuration on the UE.
-
The mapping of application layer V2X message reliability to PPPR is configuration on the UE.
-
The setting of the PPPP value should reflect the latency required in both UE and eNB, i.e. the low PDB is mapped to the high priority PPPP value.

-
The mapping between V2X service types and V2X frequencies is as defined in clause 4.3.2 and clause 4.4.1.1.2.

-
The mapping of Destination Layer-2 ID(s) and the V2X services, e.g. PSID or ITS-AIDs of the V2X application is as described in clause 4.4.1.1.2.

NOTE:
The mapping of PPPP to packet delay budget is not specified in this specification.
Editor's Note: Depending on RAN2 feedback, further clarification of the applicability of PPPR and the value range of PPPR needs to be defined.
When the network scheduled operation mode is used, following additional principles apply:
-
UE provides priority information reflecting PPPP to the eNB for resources request. 
-
When the eNB receives a request for PC5 resource from a UE, the eNB can deduce the packet delay budget from the priority information reflecting PPPP from the UE.

-
eNB can use the priority information reflecting PPPP for priority handling and UE-PC5-AMBR for capping the UE PC5 transmission in the resources management.
-
UE provides Destination Layer-2 ID(s) of the V2X services to the eNB for resources requested as defined in TS 36.321 [26].

-
When the eNB receives a request for PC5 resource from a UE, the eNB determines the V2X frequency(ies) in which the V2X service is to be scheduled as defined in TS 36.300 [10].

When the autonomous resources selection mode is used, following additional principle applies:

-
The UE derives the packet delay budget of the V2X message from PPPP based on the provisioned mapping information described in clause 4.4.1.1.2.

-
The UE derives the frequency in which a V2X service is to be transmitted, from the mapping between V2X service types and V2X frequencies as described in clause 4.4.1.1.2.

