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---- First Change ----
4.2.3
Non-roaming reference architecture

Figure 4.2.3-1 depicts the non-roaming reference architecture. Service-based interfaces are used within the Control Plane.
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Figure 4.2.3-1: 5G System architecture

Figure 4.2.3-2 depicts the 5G System architecture in the non-roaming case, using the reference point representation showing how various network functions interact with each other.
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Figure 4.2.3-2: Non-Roaming 5G System Architecture in reference point representation

NOTE 1:
N9, N14 are not shown in all other figures however they may also be applicable for other scenarios.

NOTE 2:
For the sake of clarity of the point-to-point diagrams, the UDSF, NEF and NRF have not been depicted. However, all depicted Network Functions can interact with the UDSF, UDR, NEF and NRF as necessary.

NOTE 3:
The UDM uses subscription data and authentication data and the PCF uses policy data that may be stored in UDR (refer to clause  4.2.5).

NOTE 4:
For clarity, the UDR and its connections with other NFs, e.g. PCF, are not depicted in the point-to-point and service-based architecture diagrams. For more information on data storage architectures refer to clause 4.2.5.

Figure 4.2.3-3 depicts the non-roaming architecture for UEs concurrently accessing two (e.g. local and central) data networks using multiple PDU Sessions, using the reference point representation. This figure shows the architecture for multiple PDU Sessions where two SMFs are selected for the two different PDU Sessions. However, each SMF may also have the capability to control both a local and a central UPF within a PDU Session.
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Figure 4.2.3-3: Applying non-roaming 5G System architecture for multiple PDU Session in reference point representation

Figure 4.2.3-4 depicts the non-roaming architecture in case concurrent access to two (e.g. local and central) data networks is provided within a single PDU Session, using the reference point representation.
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Figure 4.2.3-4: Applying non-roaming 5G System architecture for concurrent access to two (e.g. local and central) data networks (single PDU Session option) in reference point representation

Figure 4.2.3-x depicts the non-roaming architecture for Network Exposure Function, using reference point representation.
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Figure 4.2.3-x: Non-roaming architecture for Network Exposure Function in reference point representation
NOTE 1:
In figure 4.2.3-x Trust domain for NEF is same as Trust domain for SCEF as defined in TS 23.682 [36].
NOTE 2:
In figure 4.2.3-x 3GPP Interface represents southbound interfaces between NEF and 5GC Network Functions e.g. N29 interface between NEF and SMF, N30 interface between NEF and PCF, etc. All southbound interfaces from NEF are not shown for the sake of simplicity. 
---- Next change ----
4.2.7
Reference points

The 5G System Architecture contains the following reference points:

N1:
Reference point between the UE and the AMF.

N2:
Reference point between the (R)AN and the AMF.

N3:
Reference point between the (R)AN and the UPF.

N4:
Reference point between the SMF and the UPF.

N6:
Reference point between the UPF and a Data Network.

NOTE 1:
The traffic forwarding details of N6 between a UPF acting as an uplink classifier and a local data network will not be specified in this release.

N9:
Reference point between two UPFs.

The following reference points show the interactions that exist between the NF services in the NFs. These reference points are realized by corresponding NF service-based interfaces and by specifying the identified consumer and producer NF service as well as their interaction in order to realize a particular system procedure.

N5:
Reference point between the PCF and an AF.

N7:
Reference point between the SMF and the PCF.

N24:
Reference point between the PCF in the visited network and the PCF in the home network.

N8:
Reference point between the UDM and the AMF.
N10:
Reference point between the UDM and the SMF.

N11:
Reference point between the AMF and the SMF.

N12:
Reference point between AMF and AUSF.

N13:
Reference point between the UDM and Authentication Server function the AUSF.

N14:
Reference point between two AMFs.

N15:
Reference point between the PCF and the AMF in case of non-roaming scenario, PCF in the visited network and AMF in case of roaming scenario.

N16:
Reference point between two SMFs, (in roaming case between SMF in the visited network and the SMF in the home network).

N17:
Reference point between AMF and 5G-EIR.

N18:
Reference point between any NF and UDSF.

N22:
Reference point between AMF and NSSF.

N27:
Reference point between NRF in the visited network and the NRF in the home network.

N31:
Reference point between the NSSF in the visited network and the NSSF in the home network.

NOTE 2: in some cases, a couple of NFs may need to be associated with each other to serve a UE.

In addition to the reference points above, there are interfaces/reference point(s) between SMF and the charging system (CDF and OCS). The reference point(s) are not depicted in the architecture illustrations in this specification.

NOTE 3:
The functionality of these interface/reference points are defined in TS 32.240 [41].

N32:
Reference point between SEPP in the visited network and the SEPP in the home network.

NOTE 4:
The functionality of N32 reference point is defined in TS 33.501 [29].
N33:
Reference point between NEF and AF.

---- End of changes ----
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