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********** Start of changes **********
4.2.2.2.1
General

A UE needs to register with the network to get authorized to receive services, to enable mobility tracking and to enable reachability. The Registration procedure is used when the UE needs to perform Initial Registration to the 5GS, Mobility Registration Update upon changing to a new Tracking Area (TA) outside the UE's Registration Area in both CM-CONNECTED and CM-IDLE state, when the UE performs a Periodic Registration Update (due to a predefined time period of inactivity), and additionally when the UE needs to update its capabilities or protocol parameters that are negotiated in Registration procedure.

The General Registration call flow in clause 4.2.2.2.2 applies on all these Registration procedures, but the periodic registration need not include all parameters that are used in other registration cases.

Editor's note:
Aspects related to dual registration in 3GPP and non-3GPP access is FFS.

The general Registration call flow in clause 4.2.2.2.2 is also used for emergency registration by UEs requiring to perform emergency services but cannot gain normal services from the network. These UEs are in limited service state as defined in TS 23.122 [22].

During the initial registration the PEI is obtained from the UE. The AMF operator may check the PEI with an EIR. The AMF passes the PEI (IMEISV) to the UDM, to the SMF and the PCF, then UDM may store this data in UDR by Nudr_SDM_Update.
NOTE 1:
The use of NSI ID in the 5GC is optional and depends on the deployment choices of the operator.
********** Next change **********

4.2.7.3
AMF Failure or Planned Maintenance handling procedure
For UE(s) in CM-CONNECTED state:

-
If AMF failure is detected by 5G-AN, all NGAP UE TNLA binding for UEs served by that AMF are released.

-
If AMF becomes unavailable due to planned maintenance, the AMF notifies the 5G-AN about the unavailable GUAMI(s) and provides optionally a target AMF Name corresponding to each unavailable GUAMI. The 5G-AN releases all NGAP UE TNLA binding of the UEs related to the indicated unavailable GUAMI(s) unless the notification from the AMF includes an indicator that the AMF will rebind or release the NGAP UE TNLA binding on a per UE-basis. In that case, if 5G-AN supports, the 5G-AN waits the release until the timer expires so that the AMF may release or rebind the N2AP UE-TNLA binding on per UE-basis.

-
For the release NGAP TNLA binding, the affected UE is kept in CM-CONNECTED state and the corresponding N3 interface is also kept.

For UE(s) in CM-IDLE state, when it subsequently returns from CM-IDLE state and the 5G-AN receives an initial NAS message with a 5G S-TMSI or GUAMI, the 5G-AN uses 5G S-TMSI or GUAMI to select the target AMF, the 5G-AN forwards N2 message.
********** Next change **********

4.3.4.2
UE or network requested PDU Session Release for Non-Roaming and Roaming with Local Breakout

Figure 4.3.4.2-1 captures both the UE Requested PDU Session Release procedure and the network requested PDU Session Release procedure. The procedure allows the UE to request the release of one PDU Session. The procedure also allows the SMF or PCF to initiate the release of a PDU Session. In the case of LBO, the procedure is as in the case of non-roaming with the difference that the AMF, the SMF, the UPF and the PCF are located in the visited network.
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Figure 4.3.4.2-1: UE or network requested PDU Session Release for non-roaming and roaming with local breakout

1.
The procedure is triggered by one of the following events:

1a.
(UE requested) The UE initiates the UE Requested PDU Session Release procedure by the transmission of an NAS message (N1 SM container (PDU Session Release Request), PDU Session ID) message. The NAS message is forwarded by the (R)AN to the AMF with an indication of User Location Information. This message is relayed to the SMF corresponding to the PDU Session ID via N2 and the AMF. The AMF invokes the Nsmf_PDUSession_UpdateSMContext service operation and provides the N1 SM container to the SMF together with User Location Information (ULI) received from the (R)AN.

NOTE 1:
Depending on the Access Type, when the UE is in CM-IDLE state, the UE can trigger a Service Request procedure before being able to release the PDU Session.

1b.
(PDU Session Release initiated by the SMF) The PCF may invoke a Session Management Policy Termination procedure as defined in clause 4.16.6 to request the release of the PDU Session.

1c.
The AMF may invoke the Nsmf_PDUSession_ReleaseSMContext service operation to request the release of the PDU Session in case of mismatch of PDU Session status between UE and AMF. This step may also be invoked due to a change of the set of network slices for a UE where a network slice instance is no longer available, as described in TS 23.501 [2] clause 5.15.5.2.2.

1d.
(PDU Session Release initiated by the SMF) The SMF may decide to release a PDU Session under the following scenarios:

-
Based on a request from the DN (cancelling the UE authorization to access to the DN);

-
Based on a request from the UDM (subscription change) or from the OCS;

-
If the SMF received an event notification from the AMF that the UE is out of LADN service area; or

-
Based on locally configured policy (e.g. the release procedure may be related with the UPF re-allocation for SSC mode 2 / mode 3).


If the SMF receives one of the triggers in step 1a ~ d the SMF starts PDU Session Release procedure.

2.
The SMF releases the IP address / Prefix(es) that were allocated to the PDU Session and releases the corresponding User Plane resources:

2a.
The SMF sends an N4 Session Release Request (N4 Session ID) message to the UPF(s) of the PDU Session. The UPF(s) shall drop any remaining packets of the PDU Session and release all tunnel resource and contexts associated with the N4 Session.

2b.
The UPF(s) acknowledges the N4 Session Release Request by the transmission of an N4 Session Release Response (N4 Session ID) message to the SMF.

NOTE 2:
If there are multiple UPFs associated with the PDU Session (e.g. due to the insertion of UL CL or Branching Point, the Session Release Request procedure (steps 2a and 2b) is done for each UPF.

3
If the PDU Session Release is initiated by the PCF and SMF, and the SMF has been notified by the AMF that UE is unreachable, e.g. due to the UE is in MICO mode or periodical registration failure, the procedure continues in step 11 by SMF notifying the AMF that the PDU Session is released by invoking the Nsmf_PDUSession_StatusNotify SM Context. The rest of step 3 and the steps 4-10 are skipped.


If the PDU Session Release procedure was triggered by steps 1a, 1b or 1d above, the SMF creates an N1 SM including PDU Session Release Command message (PDU Session ID, Cause). The Cause may indicate a trigger to establish a new PDU Session with the same characteristics (e.g. when procedures related with SSC mode 2 are invoked).

NOTE 3:
SSC modes are defined in TS 23.501 [2] clause 5.6.9.

3a.
(If the PDU Session Release is initiated by the UE) The SMF responds to the AMF with the Nsmf_PDUSession_UpdateSMContext response (N2 SM Resource Release request, N1 SM container (PDU Session Release Command))
3b.
If the PDU Session Release is initiated by the SMF, the SMF invokes the Namf_Communication_N1N2MessageTransfer service operation (N1 SM container (PDU Session Release Command), skip indicator).


If the UP connection of the PDU Session is active, the SMF shall also include the N2 Resource Release request (PDU Session ID) in the Namf_Communication_N1N2MessageTransfer, to release the (R)AN resources associated with the PDU Session.


The "skip indicator" tells the AMF whether it may skip sending the N1 SM container to the UE (e.g. when the UE is in CM-IDLE state). SMF includes the "skip indicator" in the Namf_Communication_N1N2MessageTransfer except when the procedure is triggered to change PDU Session Anchor of a PDU Session with SSC mode 2.

If the UE is in CM-IDLE state and "skip indicator" is included in the Namf_Communication_N1N2MessageTransfer service operation, the AMF acknowledges the step 3b by sending an N11 Response message ("N1 SM Message Not Transferred") to SMF and steps 4 to 10 are skipped.

3c.
If the PDU Session Release is initiated by the AMF, i.e. the SMF received the Nsmf_PDUSession_ReleaseSMContext Request from the AMF by step 1c, the SMF responds to the AMF with the Nsmf_PDUSession_ReleaseSMContext response.

If the PDU Session Release is triggered due to a mismatch of the PDU Session status between UE and AMF, the AMF and SMF shall remove all contexts (including the PDU Session ID) associated with the PDU Session which are indicated as released at the UE. AMF and SMF shall remove any event subscriptions on the AMF by the SMF as well. The steps 4 to 11 are skipped.

If the PDU Session Release is triggered due to change of the set of network slices for a UE, SMF releases the PDU Session associated with the Network Slice instance that is no longer available as described in step 3b.
4.
If the UE is in CM-IDLE state and "N1 SM delivery can be skipped" is not indicated, the AMF initiates the network triggered Service Request procedure to transmit the NAS message (PDU Session ID, N1 SM container) to the UE.


If the UE is in CM-CONNECTED state, then the AMF transfers the SM information received from the SMF in step 4 (N2 SM Resource Release request, N1 SM container) to the (R)AN.

5.
When the (R)AN has received an N2 SM request to release the AN resources associated with the PDU Session it issues AN specific signalling exchange(s) with the UE to release the corresponding AN resources.


In case of a 3GPP RAN, an RRC Connection Reconfiguration may take place with the UE releasing the RAN resources related to the PDU Session.


During this procedure, the (R)AN sends any NAS message (N1 SM container (PDU Session Release Command)) received from the AMF in step 5.

6.
[Conditional] If the (R)AN had received a N2 SM request to release the AN resources, the (R)AN acknowledges the N2 SM Resource Release Request by sending an N2 SM Resource Release Ack (User Location Information) Message to the AMF.

7a.
The AMF invokes the Nsmf_PDUSession_UpdateSMContext (N2 SM Resource Release Ack, User Location Information) to the SMF.

7b.
The SMF responds to the AMF with an Nsmf_PDUSession_UpdateSMContext response.

8.
The UE acknowledges the PDU Session Release Command by sending a NAS message (PDU Session ID, N1 SM container (PDU Session Release Ack)) message over the (R)AN.
9.
[Conditional] The (R)AN forwards the NAS message from the UE by sending a N2 NAS uplink transport (NAS message (PDU Session ID, N1 SM container (PDU Session Release Ack)), User Location Information) to the AMF.

10a.
The AMF invokes the Nsmf_PDUSession_UpdateSMContext (N1 SM container (PDU Session Release Ack, User Location Information) to the SMF.

10b.
The SMF responds to the AMF with an Nsmf_PDUSession_UpdateSMContext response.


Steps 8-10 may happen before steps 6-7.

11.
If steps 3a or 3b were performed, the SMF waits until it has received replies to the N1 and N2 information provided in step 3, as needed.


The SMF invokes Nsmf_PDUSession_StatusNotify to notify AMF that the SM context for this PDU Session is released. The AMF releases the association between the SMF ID and the PDU Session ID.
NOTE 4:
The UE and the 5GC will get synchronized about the status of the (released) PDU Session at the next Service Request or Registration procedure.
12.
If Dynamic PCC applied to this session the SMF invokes a Session Management Policy Termination procedure as defined in clause 4.16.6 to delete the PDU Session.


SMF notifies any entity that has subscribed to User Location Information related with PDU Session change.

If it is the last PDU Session the SMF is handling for the UE for the associated (DNN, S-NSSAI), the SMF unsubscribes from Session Management Subscription data changes notification with the UDM by means of the Nudm_SDM_Unsubscribe (SUPI, DNN, S-NSSAI) service operation.

The SMF invokes the Nudm_UECM_Deregistration service operation including the SMF address, the DNN and the PDU Session Id. The UDM removes the association it had stored between the SMF identity, SMF address and the associated DNN and PDU Session Id.

********** Next change **********

4.11.1.3.2
5GS to EPS Idle mode mobility using N26 interface
Clause 4.11.1.3.2 covers the case of idle mode mobility from 5GC to EPC. UE performs Tracking Area Update procedure in E-UTRA/EPS when it moves from NG-RAN/5GS to E-UTRA/EPS coverage area.

The procedure involves a Tracking Area Update to EPC and setup of default EPS bearer and dedicated bearers in EPC in steps 1-11 and re-activation, if required.
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Figure 4.11.1.3.2-1: 5GS to EPS Idle mode mobility using N26 interface

Step 1 to 2 and step 6 to 18 follow the TAU procedure in TS 23.401 [13] with following enhancement.

2.
During CM-IDLE state when the UE moves from NG-RAN/5GS to E-UTRA/EPS coverage area, the UE initiates the TAU procedure in E-UTRA/EPS. UE shall include EPS GUTI that is mapped from 5G-GUTI following the mapping rules specified in TS 23.501 [2]. The UE indicates that it is moving from 5GC. The UE integrity protects the TAU request message using the 5G security context.
3.
The eNodeB derives the MME address from the S-TMSI/GUMMEI (derived from 5G-GUTI) contained in RRC message. The eNodeB forwards the TAU Request message to the MME.

4.
The MME derives the source node information from the EPS-GUTI present in the TAU request message. MME sends Context Request to the AMF to obtain the EPS UE Context for the UE. The MME forwards the complete TAU Request message and received GUTI in the Context Request message.
5a.
The AMF verifies the integrity of the TAU request message and requests the PGW-C+SMF for each PDU Session associated with 3GPP access to provide SM Context by using Nsmf_PDUSession_ContextRequest that also includes the mapped EPS Bearer Contexts. The AMF provides the target MME capability to SMF in the request to allow the SMF to determine whether to include EPS Bearer context for non-IP PDN Type or not. This step is performed for each PDU Session ID and its associated SMF ID the AMF has stored during the PDU Session establishement. In this step, if the AMF correctly validates the UE, then the AMF starts a timer.
NOTE:
The AMF knows the MME capability to support non-IP PDN type or not through local configuration.
5b.
SMF returns mapped EPS bearer contexts as part of SM contexts. For PDU Sessions with PDU Session Type Ethernet or Unstructured, the SMF provides SM Context for non-IP PDN Type.
6.
The AMF responds with a Context Response message carrying mapped MM context (including mapped security context) and SM EPS UE Context (default and dedicated GBR bearers) to the MME. If the verification of the integrity protection fails, the AMF returns an appropriate error cause.

14.
The MME sends Update Location message as specified in TS 23.401 [13].

15.
The UDM invokes Nudm_UEContextManagement_DeregistrationNotification to notify the AMF with reason as 5GS to EPS Mobility. The AMF may execute proper procedures, e.g. SMSF deregistration procedure after successful interworking procedure.

16.
The UDM sends Update Location ACK as specified in TS 23.401 [13].
17.
The MME sends a TAU Accept as specified in TS 23.401 [13]. The UE deletes any UE derived QoS rules.
18.
If GUTI was included in the TAU Accept, the UE acknowledges the received message by returning a TAU Complete message to the MME. If the active flag was included in the TAU request, MME does not release the signalling connection with the UE.

19.
[conditional] Dedicated bearer setup may be triggered by the PCRF+PCF which may also provide the mapped QoS parameters, if PCC is deployed. This procedure is specified in TS 23.401 [13], clause 5.4.1.

********** Next change **********

4.13.3.4
MO SMS using one step approach in CM-IDLE

The UE may request during Registration procedure to be able to perform NAS transport in an initial NAS message. The AMF determines whether to accept or reject based on its capability and local configuration.
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Figure 4.13.3.4-1 SMS over NAS Transport: UE Originated, UE in CM-IDLE state - One step

Figure 4.13.3.4-1 shows the procedures for UE originated SMS messages using NAS Transport when the UE is in CM-IDLE state with one step approach.

1.
After successful negotiation, when a UE is in CM-IDLE state, and the UE needs to transport SMS over NAS, the UE can send the Payload Type and SMS Payload in an initial NAS message.

2.
The AMF sends a response to the initial NAS message either accepting or rejecting the UE initial NAS message.

3.
The AMF invokes Nsmsf_SMService_UplinkSMS service operation to forward the SMS message to the SMSF.

4.
Steps 2c to step 7 from clause 4.13.3.3 applies.

Editor's note:
The details of the initial NAS message to transport the NAS payload (e.g. whether service request can be reused) are FFS and may require CT WG1 feedback.

4.13.3.5
MO SMS over NAS in CM-CONNECTED

MO SMS in CM-CONNECTED State procedure is specified by reusing the MO SMS in CM-IDLE State without the UE Triggered Service Request procedure.

4.13.3.6
MT SMS over NAS in CM-IDLE state via 3GPP access
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Figure 4.13.3.6-1: MT SMS over NAS in CM_IDLE state via 3GPP access

1-3
MT SMS interaction between SC/SMS-GMSC/UDM follow the current procedure as defined in TS 23.040 [7]. If there are two AMFs serving the UE, one is for 3GPP access and another is for non-3GPP access, there are two SMSF addresses stored in UDM. The UDM shall return both SMSF addresses.
4.
SMSF invokes Namf_MT_EnableUEReachability service operation to AMF. AMF pages the UE using the procedure defined in clause 4.2.3.4. The UE responds to the page with Service Request procedure.


If the AMF indicates SMSF that UE is not reachable, the procedure of the unsuccessful Mobile terminating SMS delivery described in clause 4.13.3.9 is performed and the following steps are skipped.

If the UE access to the AMF via both 3GPP access and non-3GPP access, the AMF determines the Access Type to transfer the MT-SMS based on operator local policy.
5a-5b.
SMSF forward the SMS message to be sent as defined in TS 23.040 [7] (i.e. the SMS message consists of CP‑DATA/RP‑DATA/TPDU/SMS‑DELIVER parts) to AMF by invoking Namf_Communication_N1N2MessageTransfer service operation. The AMF transfers the SMS message to the UE.

5c-5d.
The UE acknowledges receipt of the SMS message to the SMSF. For uplink unitdata message toward the SMSF, the AMF invokes Nsmsf_SMService_UplinkSMS service operation to forward the message to SMSF. In order to permit the SMSF to create an accurate charging record, the AMF also includes IMEISV, the local time zone, CGI and UE's current TAI.

6a-6b.
The UE returns a delivery report as defined in TS 23.040 [7]. The delivery report is encapsulated in an NAS message and sent to the AMF which is forwarded to SMSF by invoking Nsmsf_SMService_UplinkSMS service operation.

6c-6d.
The SMSF acknowledges receipt of the delivery report to the UE. The SMSF uses Namf_Communication_N1N2MessageTransfer service operation to send SMS CP ack message to the AMF. The AMF encapsulates the SMS message via a NAS message to the UE. If SMSF has more than one SMS to send, the SMSF and the AMF forwards subsequent SMS /SMS ack/ delivery report the same way as described in step 4-6c.


In case the SMSF knows the SMS CP ack is the last message to be transferred for UE, the SMSF shall include a last message indication in the Namf_Communication_N1N2MessageTransfer service operation so that the AMF knows no more SMS data is to be forwarded to UE.

NOTE:
The behavior of AMF based on the "last message indication" is implementation specific.

7.
In parallel to steps 6c and 6d, the SMSF delivers the delivery report to SC as defined in TS 23.040 [7].

********** Next change **********

4.15.3.1
Monitoring Events

The Monitoring Events feature is intended for monitoring of specific events in 3GPP system and making such monitoring events information reported via the NEF. It is comprised of means that allow NFs in 5GS for configuring the specific events, the event detection, and the event reporting to the requested party.

To support monitoring features in roaming scenarios, a roaming agreement needs to be made between the HPLMN and the VPLMN. The set of capabilities required for monitoring shall be accessible via NEF to NFs in 5GS. Monitoring Events via the UDM and the AMF enables NEF to configure a given Monitor Event at UDM or AMF, and reporting of the event via UDM and/or AMF. Depending on the specific monitoring event or information, it is either the AMF or the UDM that is aware of the monitoring event or information and makes it reported via the NEF.

The following table illustrates the monitoring events:

Table 4.15.3.1-1: List of event for monitoring capability
	Event
	Description
	Which NF detects the event

	Loss of Connectivity
	Network detects that the UE is no longer reachable for either signalling or user plane communication.
	AMF

	UE reachability
	It indicates when the UE becomes reachable for sending either SMS or downlink data to the UE, which is detected when the UE transitions to CM-CONNECTED state or when the UE will become reachable for paging, e.g., Periodic Registration Update timer.
	AMF

UDM: reachability for SMS

	Location Reporting
	It indicates either the Current Location or the Last Known Location of a UE. One-time and Continuous Location Reporting are supported for the Current Location. For Continuous Location Reporting the serving node(s) sends a notification every time it becomes aware of a location change, with the granularity depending on the accepted accuracy of location. (see NOTE 1) For One-time Reporting is supported only for the Last Known Location.
	AMF

	Change of SUPI-PEI association
	It indicates a change of the ME's PEI (IMEI(SV)) that uses a specific subscription (SUPI)
	UDM

	Roaming status
	It indicates UE's current roaming status (the serving PLMN and/or whether the UE is in its HPLMN) and notification when that status changes. (see NOTE 2)
	UDM

	Communication failure
	It is identified by RAN/NAS release code
	AMF

	Availability after DNN failure
	It indicates when there has been some data delivery failure followed by the UE becoming reachable.
	AMF

	Number of UEs present in a geographical area
	It indicates the number of UEs that are in the geographic area described by the AF. The AF may ask for the UEs that the system knows by its normal operation to be within the area (Last Known Location) or the AF may request the system to also actively look for the UEs within the area (Current Location).
	AMF

	NOTE 1:
Location granularity for event request, or event report, or both could be at cell level (Cell ID), TA level or other formats e.g. shapes (e.g. polygons, circles, etc.) or civic addresses (e.g. streets, districts, etc.) which can be mapped by NEF.

NOTE 2:
Roaming status means whether the UE is in HPLMN or VPLMN.




********** Next change **********

5.2.8.2
Nsmf_PDUSession Service

5.2.8.2.1
General

Service description: This service operates on the PDU Sessions. The following are the key functionalities of this NF service:

-
(between AMF and SMF) Creation / Deletion / Modification of AMF-SMF interactions for PDU Sessions;


The resource handled between AMF and SMF via Create / Update / Release SM context operations corresponds to the AMF-SMF association for a PDU Session ID;


When the AMF has got no association with a SMF to support a PDU Session ID, the AMF creates such association via the Nsmf_PDUSession_Create SM Context operation. Otherwise (e.g. at hand-over between 3GPP and Non 3GPP access) the AMF uses the Nsmf_PDUSession_Update SM Context operation.


When the UE is handed-over from an (old) AMF towards another (new) AMF, the old AMF provides the new AMF with the SMF addressing information corresponding to the AMF-SMF association related with each PDU Session ID of that UE. The new AMF can thus further act upon the association with the SMF via Nsmf_PDUSession_Update SM Context and Nsmf_PDUSession_Release SM Context operations. This may take place:

-
at inter AMF change due to AMF planned maintenance or due to AMF failure described in TS 23.501 [2] clause 5.21.2;

-
at inter AMF mobility in CM-CONNECTED state described in clause 4.9.1.3;

-
at inter AMF mobility in CM-IDLE state described in clause 4.2.2.2.

-
(between V-SMF and H-SMF) Creation / Deletion / Modification of PDU Sessions;


Even though the V-SMF creates the PDU Session resource onto the H-SMF, each of the V-SMF and of the H-SMF needs to be able to modify a PDU Session and/or to ask for PDU Session Release. Thus, at Nsmf_PDUSession_Create, V-SMF informs the H-SMF about addressing information for its corresponding PDU Session resource, allowing H-SMF to use later on the Nsmf_PDUSession_Update and Nsmf_PDUSession_Release and Nsmf_PDUSession_StatusNotify operations.

NOTE 1:
The PDU Session resource in V-SMF is created when the AMF requests to create SM context of this PDU Session

NOTE 2:
H-SMF also informs the consumer (V-SMF) about addressing information about its PDU Session resource, but this is part of normal resource creation operation in REST and not specific to this service.

********** End of changes **********
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