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***** Start of 1st Change *****

5.9.4
5G Globally Unique Temporary Identifier
The AMF shall allocate a 5G Globally Unique Temporary Identifier (5G-GUTI) to the UE that is common to both 3GPP and non-3GPP access. It shall be possible to use the same 5G-GUTI for accessing 3GPP access and non-3GPP access security context within the AMF for the given UE. An AMF may re-assign a new 5G-GUTI to the UE at any time. The AMF may delay updating the UE with its new 5G-GUTI until the next NAS transaction.

The 5G-GUTI shall be structured as:


<5G-GUTI> := <GUAMI> <5G-TMSI>


where GUAMI identifies the assigned AMF and 5G-TMSI identifies the UE uniquely within the AMF. With an AMF using multiple AMF Set IDs and/or AMF pointers, the combination of AMF Set ID and/or AMF Pointer, and 5G-TMSI uniquely identifies the UE within the AMF.
The Globally Unique AMF ID (GUAMI) shall be structured as:


<GUAMI> := <MCC> <MNC> <AMF Region ID> <AMF Set ID> <AMF Pointer>


where AMF Region ID identifies the region, AMF Set ID uniquely identifies the AMF Set within the AMF Region and AMF Pointer uniquely identifies the AMF within the AMF Set.

NOTE 1:
The AMF Region ID addresses the case that there are more AMFs in the network than the number of AMFs that can be supported by AMF Set ID and AMF Pointer by enabling operators to re-use the same AMF Set IDs and AMF Pointers in different regions.
NOTE 2: See TS 23.003 [19] for details on the structure of the fields of GUAMI.
The 5G-S-TMSI is the shortened form of the GUTI to enable more efficient radio signalling procedures (e.g. during Paging and Service Request) and is defined as:


<5G-S-TMSI> := <AMF Set ID> <AMF Pointer> <5G-TMSI>
***** End of 1st Change *****

***** Start of 2nd Change *****

Annex B (normative):
Mapping between temporary identities

When interworking procedures with N26 are used and the UE performs idle-mode mobility from 5GC to EPC the following mapping from 5G GUTI to EPS GUTI applies:

-
5G <MCC> maps to EPS <MCC>

-
5G <MNC> maps to EPS <MNC>

-
5G <AMF Region ID> and 5G <AMF Set ID> maps to EPS <MMEGI> and part of EPS <MMEC>
-
5G <AMF Pointer> map to part of EPS <MMEC>

-
5G <5G-TMSI> maps to EPS <TMSI>

NOTE:
The mapping described above does not necessarily imply the same size for the 5G GUTI and EPS GUTI fields that are mapped. The size of 5G GUTI fields and other mapping details will be defined in TS 23.003 [19].
***** End of 2nd Change *****

