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	Reason for change:
	It clarifies that even though the exact logic of which PDU sessions are kept in which system for Dual Registration UE with selective transfer of certain PDU Sessions to EPC, is left up to UE implementation, a reasonable implementation of voice centric UE will keep the IMS PDU Session to a system that supports voice over IMS.

As the result of that the voice centric UE will register in IMS for 5GS or EPS only with the IP address of the IMS PDU session
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>>>Start Changes<<<
Y.1
Mobility related concepts

Y.1.0
General

To support IMS, the UE shall establish a PDU session with PDU session type set to IP for the corresponding DNN (see TS 23.501 [93], clause 5.6.1), and acquire an IP address according to TS 23.501 [93], clause 5.8.1.1. If IMS Multimedia Telephony Service as specified in TS 22.173 [53] is to be used within the PDU session, SSC mode 1 shall be set for the PDU session. In this release of the specification, it is assumed that single PDU session with multiple PDU session anchors defined in TS 23.501 [93] clause 5.6.4 is not applicable for PDU sessions dedicated to IMS.
NOTE: In case of Dual Registration as defined in TS 23.501 [93], the UE will register (and if needed re-register) in IMS with the IP address of the IMS PDU session when the IMS PDU session is transferred between 5GS and EPS.
If the UE changes its IP address due to changes triggered by the 5GS procedures or due to, for example, PLMN change, then the UE shall re- register in the IMS.

If the UE acquires an additional IP address, then the UE may perform an IMS registration using this additional IP address as the contact address. If IMS registration is performed, this IMS registration may co-exist with the previous IMS registration from this UE and the UE shall be notified that this IMS registration results in multiple simultaneous registrations.
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