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Abstract of the contribution: This paper proposes solution to achieve architectural requirement that resource-efficient system signaling load for Control plane based solution.
1
Discussion
In CIoT scenario, especially for Data over NAS feature, it is expected that massive number of signaling between NFs for small data delivery as there are massive number of UEs sending small data. It causes significant congestion inside Core Network which may degrade overall network performance. Therefore, signaling reduction for small data delivery between NFs is required. This paper proposes to aggregate small data from the multiple UEs and send it together to the target NF.
This paper focuses on SMF and NEF aspect for small data delivery. 
Small Data Delivery via SMF
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According to the solution 1 in the TR 23.724, UE sends data over NAS (as SM-NAS) and the AMF forwards it to the SMF. The SMF can determines the received SM-NAS is for data delivery and whether to apply aggregation. The SMF decompresses the header if header compression is applied. 
NOTE: AMF may consider aggregation of data over NAS before sending to the SMF, but it is not clear how AMF determines whether the data over NAS can be aggregated or not. It will be left for further study.
The SMF can aggregate the data in NAS PDU from the multiple UEs for a certain time before sending it to the UPF.
The SMF determines whether and how to apply aggregation based on the followings:
a) Maximum Latency: In the SM context for the UEs, there may be Maximum Latency that provided by the 3rd party AS, or locally configured in the subscription information. The SMF can set aggregation timer as Max Latency, and start it when the first data comes from the UE. The SMF aggregates the data from the UE which has same Max Latency value during the aggregation timer. For example, if Max Latency value is 5 min, the SMF aggregates the data from the UEs having 5 min value of Max Latency in the subscription data.
b) Exception Reporting handling: The SMF can identify that the NAS PDU is for Exception Reporting. If the NAS PDU is for Exception Reporting, the SMF doesn’t aggregate the NAS PDU, and sends it to the UPF immediately.
NOTE: Details of determining Exception Reporting of the NAS PDU is FFS and depends on the solution for small data delivery. The UE may indicate the NAS PDU is for Exception Reporting. Alternatively, the AMF determines the SM-NAS is for Exception Reporting based on the RRC establishment cause, and informs to the SMF when the AMF forwards the SM-NAS to the SMF.

c) Local policy: In the SMF, the aggregation timer value can be configured based on the operator’s policy. The SMF applies the aggregation of the NAS PDUs based on this local policy.

The SMF can stop aggregating when the size of aggregated data reaches the maximum size of the message to UPF or NEF, and the SMF sends the aggregated data up to that time.

NOTE: Detailed format of the aggregated data toward the UPF is up to stage 3.

The SMF can apply aggregation for the downlink data delivery to the multiple UEs which are served in the same AMF. Same principle can be applied as above.

Small Data Delivery via NEF
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NEF can perform aggregation for the received data from the AMF or the SMF, which uses NIDD service.
The NEF aggregates the data toward the same destination AS/AF.

For group based communication, the NEF aggregates the data from the UEs having same External Group ID.

The NEF aggregates the data based on the Max Latency information received from the AS/AF during NIDD Configuration. 

If the aggregation is already applied from the AMF or the SMF, the NEF doesn’t perform aggregation.
The NEF composes of the aggregated data in pair of {External ID, External Group ID(If needed), data payload}, and send it to the AS/AF.
The NEF can stop aggregating when the size of aggregated data reaches the maximum size of the message to AS/AF, and the NEF sends the aggregated data up to that time.

***** First Change *****
6
Solution
6.xx
Solution xx: Aggregation of Data over NAS from a number of UEs
6.xx.1
Introduction

This solution addresses to meet architectural requirement that the resource efficient system signaling load, especially for Control Plane based solution for small data transmission. It is expected that massive number of signaling between NFs for small data delivery as there are massive number of UEs sending small data. Even each UE sends data infrequently, the network should handle all data over NAS for a number of UEs. It causes significant congestion inside Core Network which may degrade overall network performance. Therefore, signaling reduction for small data delivery between NFs is required.
6.xx.2
Functional Description
6.xx.2.1
General
According to the solution 1 in the TR 23.724, the UE sends data over NAS (as SM-NAS) and the AMF forwards it to the SMF. The SMF can determines the received SM-NAS is for data delivery and whether to apply aggregation. This solution assumes that the connection for data delivery between the SMF and the UPF is not per PDU Session level tunnel but per DNN level tunnel, as the SMF can manage the data for the UE both uplink and downlink. Hence, the SMF can aggregate the data and send it over the CN tunnel toward the UPF corresponding to the DNN. Likewise, for the mobile terminated case, the SMF can determine whether the received data goes to the same AMF which is serving the target UEs.
Editor's note:
For the AMF based solution, same principle can be applied. Details are FFS.

Also the NEF can be used for Non-IP Data Delivery. The NEF receives a number of data PDU from the AMF/SMF (depending on the solution) or from the AS/AF. Before sending the data to the destination AS/AF, the NEF can aggregates the data received from the NFs. Also NEF can aggregate the data received from the AS/AF before sending to the AMF or the SMF.
6.xx.2.2
Mobility
Editor's note:
It is not per UE based solution, so there
6.xx.3
Support of EPC Interworking

Editor's note:
This clause describes if and how EPC-5GC interworking is supported by this solution.
6.xx.4
Procedures

6.xx.4.1
Aggregation of Data over NAS in the SMF
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Figure 6.xx.4.1-1: Data aggregation in the SMF
1.
Data over NAS comes to the SMF. The SMF can aggregate the data in NAS PDU from the multiple UEs for a certain time before sending it to the UPF. The SMF can aggregate the data toward the CN tunnel for the UPF corresponding to the same DNN. In case of NIDD, the SMF can aggregate the data toward the same NEF for the same DNN for NIDD.
2.
The SMF determines whether and how to apply aggregation based on the followings:

a) Maximum Latency: In the SM context for the UEs, there may be Maximum Latency that provided by the 3rd party AS, or locally configured in the subscription information. The SMF can set aggregation timer as Max Latency, and start the timer when the first data comes from the UE. The SMF aggregates the data from the UE which has same Max Latency value during the aggregation timer. For example, if Max Latency value is 5 min, the SMF aggregates the data from the UEs having 5 min value of Max Latency in the subscription data. Multiple data from the multiple UE having same Max Latency value are aggregated within the time of the Max Latency value, so there is no risk to delay the data transmission over the Max Latency value.

b) Exception Reporting handling: The SMF can determine that the NAS PDU is for Exception Reporting. If the NAS PDU is for Exception Reporting, the SMF doesn’t aggregate the NAS PDU, and sends it to the UPF immediately.

NOTE: Details of determining Exception Reporting of the NAS PDU is FFS and depends on the solution for small data delivery. The UE may indicate the NAS PDU is for Exception Reporting. Alternatively, the AMF determines the SM-NAS is for Exception Reporting based on the RRC establishment cause, and informs to the SMF when the AMF forwards the SM-NAS to the SMF.

c) Local policy: In the SMF, the aggregation timer value can be configured based on the operator’s policy. The SMF applies the aggregation of the NAS PDUs based on this local policy.

The SMF can stop aggregating when the size of aggregated data reaches the maximum size of the message to UPF or NEF, and the SMF sends the aggregated data up to that time.

NOTE: Detailed format of the aggregated data toward the UPF is up to stage 3.

3a/3b.
The SMF sends the aggregated data to the target UPF or the target NEF.

The SMF can apply aggregation for the downlink data delivery to the multiple UEs which are served in the same AMF. Same principle can be applied as above.
6.xx.4.2
Aggregation of Data in the NEF
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Figure 6.xx.4.2-1: Data aggregation in the NEF

1.
Data comes to the NEF. The NEF can aggregate the data from the multiple UEs for a certain time before sending it to the AS/AF. The NEF can aggregate the data toward the same destination AS/AF. 
2.
The NEF determines to aggregate the data toward the same destination AS/AF, based on the followings:
a) For group based communication, the NEF aggregates the data from the UEs having same External Group ID.

b) The NEF aggregates the data based on the Max Latency information received from the AS/AF during NIDD Configuration. If the aggregation is already applied from the AMF or the SMF, the NEF doesn’t perform aggregation.
3.
The NEF composes of the aggregated data in pair of {External ID, External Group ID(If exists), data payload}. The NEF can stop aggregating when the size of aggregated data reaches the maximum size of the message to AS/AF. The NEF sends the aggregated data to the destination AS/AF.
6.xx.5
Impacts on existing entities and interfaces

Editor's note:
This clause describes impacts to existing entities and interfaces.

6.xx.6
Evaluation

Editor's note:
This clause provides an evaluation of the solution.
***** End of Changes *****
3GPP
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