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***** Start of Change # 1 *****
5.2.12.2.1
General
The operations defined for Nudr_DM service use following set of parameters defined in this clause:

-
Data Set Identifier:. uniquely identifies the requested set of data within the UDR (see clause 4.2.5).

-
Data Subset Identifier: it uniquely identifies the data subset within each Data Set Identifier. As specified in the procedures in clause 4. e.g. subscription data can consist of subsets particularised for specific procedures like mobility, session, etc.

-
Data Keys defined in Table 5.2.12.2.1-1

For Nudr_DM_Subscribe and Nudr_DM_Notify operations:

-
The Target of event reporting is made up of a Data Key and possibly a Data Sub Key both defined in Table 5.2.12.2.1-2. When a Data Sub Key is defined in the table but not present in the Nudr_DM_Subscribe this means that all values of the Data Sub Key are targeted.

-
The Data Set Identifier plus (if present) the (set of) Data Subset Identifier(s) corresponds to a (set of) Event ID(s) as defined in clause 4.15.1

At least a mandatory key is required to identify the corresponding data. Depending on the use case, it is possible to use one or multiple sub keys to further identify the corresponding data, as defined in Table 5.2.12.2.1-1 below.

Table 5.2.12.2.1-1: Data keys

	Data Set
	Data Subset
	Data Key
	Data Sub Key

	
	Access and Mobility Subscription data
	SUPI
	-

	
	SMF Selection Subscription data 
	SUPI
	-

	
	UE context in SMF data
	SUPI
	S-NSSAI

	Subscription Data
	
	
	DNN

	(see clause 5.2.3.3.1)
	SMS Management Subscription data 
	SUPI
	-

	
	SMS Subscription data
	SUPI
	

	
	Session Management Subscription data
	SUPI
	S-NSSAI

	
	
	
	DNN

	
	Slice Selection Subscription data
	SUPI
	-

	Application data
	Packet Flow Descriptions (PFDs)
	Application ID
	-

	
	AF traffic influence request information
(See clause 5.6.7 and clause 6.3.7.2 in 3GPP TS 23.501 [2]) (see NOTE)

	AF transaction internal ID
	-

	
	
	S-NSSAI and DNN 

and/or

Internal Group Identifier or SUPI
	-

	NOTE:
For AF request information for multiple UEs, AF transaction internal ID is used as Data Key, if available. Otherwise, S-NSSAI and DNN, and/or Internal Group Identifier or SUPI, shall be used as Data Key.


***** End of Changes *****
