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	Reason for change:
	According to TS 23.501, clause 5.15.4.2, it describes that, once the UE received the Allowed and/or Configured NSSAI update, it should also receive the URSP update according TS 23.503.  However, when referring to TS 23.503, clause 6.6.2.2, there is no mention how and when the PCF is triggered to update the URSP rule in the UE.  Furthermore, clause 5.15.4.2 in TS 23.501states that, without the URSP rule, the UE is not allowed to indicate the target S-NSSAI in the PDU Session Establishment procedure.    

	
	

	Summary of change:
	This is the 23.501 part of the CR correction to have the AMF to request the UE’s serving PCF in the HPLMN for the policy update of the URSP rule in the UE once the Network Slicing subscription change has been successfully updated in the UE.  


	
	

	Consequences if not approved:
	The UE will not able to initiate the PDU Session Establishment until the UE’s serving PCF in the HPLMN updates the URSP in the UE. 

	
	

	Clauses affected:
	5.15.4.2

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	[bookmark: _GoBack]The corresponding changes to TS 23.502 and TS 23.503 are in CR0632 and CR0120. 








[bookmark: _Toc517082080][bookmark: _Toc501716520]***** First Change *****
5.15.4.2	Update of UE Network Slice configuration
At any time, the AMF may provide the UE with a new Configured NSSAI for the Serving PLMN, associated with mapping of the Configured NSSAI to the Configured NSSAI for the HPLMN as specified in clause 5.15.4.1. The Configured NSSAI for the Serving PLMN and the mapping information is either determined in the AMF (if based on configuration, the AMF is allowed to determine the Network Slice configuration for the whole PLMN) or by the NSSF. The AMF provides an updated Configured NSSAI as specified in TS 23.502 [3], clause 4.2.4 UE Configuration Update procedure.
If the HPLMN performs the configuration update of a UE registered in the HPLMN (e.g. due to a change in the Subscribed S-NSSAI(s)), this results in updates to the Configured NSSAI for the HPLMN. Updates to the Allowed NSSAI and/or, if present, to the associated mapping of the Allowed NSSAI to the Configured NSSAI for the HPLMN are also possible if the configuration update affects S-NSSAI(s) in the current Allowed NSSAI.
If the VPLMN performs the configuration update of a UE registered in the VPLMN (e.g. due to a change in the Subscribed S-NSSAI(s), the associated mapping is updated), this results in updates to the Configured NSSAI for the Serving PLMN and/or to the associated mapping of the Configured NSSAI for the Serving PLMN to the Configured NSSAI for the HPLMN. Updates to the Allowed NSSAI and/or to the associated mapping of the Allowed NSSAI to the Configured NSSAI for the HPLMN are also possible if the configuration update affects S-NSSAI(s) in the current Allowed NSSAI.
A UE for which the Configured NSSAI for the Serving PLMN has been updated as described in clause 5.15.4.1 and has been requested to perform a Registration procedure, shall initiate a Registration procedure to receive a new valid Allowed NSSAI (see clause 5.15.5.2.2).
When the subscribed S-NSSAIs change, a UDR flag is set in the HPLMN to make sure the current PLMN (or, if the UE was not reachable, the next serving PLMN) is informed by the UDM that the subscription data for network slicing has changed. The AMF, when it receives the indication from the UDM subscription has changed, indicates the UE that subscription has changed and uses any updated subscription information from the UDM to update the UE. Once the AMF updates the UE and obtains an acknowledgment from the UE, the AMF informs the UDM that the configuration was successful and the UDM clears the flag in the UDR. 
If the UE receives indication from the AMF that Network Slicing subscription has changed, the UE locally deletes the network slicing information it has for all PLMNs (i.e. so when it registers in other PLMNs it sends no requested NSSAI and the serving PLMN updates the UE configuration for the Serving PLMN). It also updates the current PLMN network slicing configuration information with any received values from the AMF.  The AMF also requests the UE’s serving PCF of the HPLMN to perform the policy update of the URSP rule in the UE.
The update of URSP rules (which include the NSSP), if necessary at any time, is described in TS 23.503 [45].
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