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FIRST CHANGE
5.2.8.2.5
Nsmf_PDUSession_CreateSMContext service operation

Service operation name: Nsmf_PDUSession_CreateSMContext.

Description: It creates an AMF-SMF association to support a PDU Session.

Input, Required: SUPI or PEI, DNN, AMF ID (AMF Instance ID), N1 SM container.

Input, Optional: PEI, UE location information, UE Time Zone, AN type, H-SMF identifier/address, old PDU Session ID (if the AMF also received an old PDU Session ID from the UE as specified in clause 4.3.5.2), Subscription For PDU Session Status Notification, indication that the SUPI has not been authenticated, PCF ID, DNN Selection Mode, List Of PDU Sessions To Be Activated, UE PDN Connection Context, GPSI, UE presence in LADN service area, GUAMI(s) (if NF Type is AMF, Priority Access (if the AMF received an Establishment Cause indicating high priority access during the Registration or Service Request procedure, as specified in clause 4.3.2.2.1)) , S-NSSAI(s), PDU Session ID.

Output, Required: Result Indication.
Output, Optional: Cause, PDU Session ID, N2 SM information, N1 SM container, S-NSSAI(s), PDU Session ID.
When the PDU Session is for Emergency services for a UE without USIM, the AMF provides the PEI and not the SUPI as identifier of the UE. When the PDU Session is for Emergency services of an unauthenticated UE with an USIM, the AMF shall provide both the SUPI and the PEI and shall provide an indication that the SUPI has not been authenticated.

See clause 4.3.2.2.1 and clause 4.3.2.2.2 for details on the usage of this service operation.

If the NF consumer is AMF and AMF has PDU Session ID and S-NSSAI(s), the PDU Session ID and S-NSSAI(s) are mandatory for Input parameters. If the AMF does not have PDU Session ID and S-NSSAI(s), the PDU Session ID and S-NSSAI(s) are not required for Input, and are required for Output.
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