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Abstract of the contribution: This contribution proposes the interim agreements for Key Issue 2 and 11.
1. Introduction
For Key Issue 2: Positioning via user plane transmission, Solution 16 in 23.731 is to solve this issue.
The main proposals of Solution 16 include: 

1. SUPL is utilized to support positioning over user plane. Thus it minimize the impact on the UE and the network.
2. LMF is proposed to support SUPL processing including SUPL Positioning Calculation Function (SPCF), SUPL Initiation Function (SIF), and SUPL Triggering Function (STF). It is to avoid the positioning function overlapping with positioning via control plane, and it also bring flexibility when LMF supports positioning measurement data transfer via both control plane and user plane.  
3. For the security connection with UE via user plane, UCF is proposed to support SUPL Security Function (SSF). It is beneficial to avoid LMF needs to support another direct connection with massive UEs.
For Key issue 11: Coordination of Positioning Signalling Transmitted via Control Plane Path and User Plane Path, Solution 25 is to address this issue. Based on Solution 16, Solution 25 proposes that LMF which support both position measurement data both via control plane and user plane can select the appropriate the transfer path according to i.e the load level of AMF, the congestion status of control plane path. This is beneficial for reduce the load on control plane and improve the location service experience. 
2. Proposal
It is proposed that the interim agreements for Key Issue 2 and 11 are added to TR23.731.
***** BEGIN 1st CHANGE *****
8.X
Interim conclusions of Key Issue #2
For Key Issue 2: Positioning via user plane transmission, following interim agreements are reached:
-
Interim agreement 1: SUPL is utilized to support the positioning user plane;
-
Interim agreement 2: LMF supports SUPL positioning process, and for the security connection with UE can be placed to one separate network function.
It is concluded that Solution 16 provides acceptable support for Key Issue #2.
8.Y
Interim conclusions of Key Issue #11
For Key Issue 11: Coordination of Positioning Signalling Transmitted via Control Plane Path and User Plane Path, following interim agreements are reached:
-
Interim agreement 1: In case that UE supports positioning via control plane and user plane, LMF serving the UE is able to select the appropriate positioning data transfer between Control Plane Path and User Plane Path;
It is concluded that Solution 25 provides acceptable support for Key Issue #11.
***** End of CHANGE *****
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