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***** 1st Change *****

4.16.2.1.2
AM Policy Association Modification with old PCF during AMF relocation

This procedure is applicable to Case C. In this case, AMF relocation is performed without PCF change in handover procedure and registration procedure.
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Figure 4.16.2.1.2-1: AM Policy Association Modification with the old PCF during AMF relocation

This procedure concerns both roaming and non-roaming scenarios.

In the non-roaming case the role of the V-PCF is performed by the PCF. In the roaming case, the V-PCF interacts whith the AMF:

1.
[Conditional] When the old AMF and the new AMF belong to the same PLMN, the old AMF transfers to the new AMF about the AM Policy Association information including policy control request trigger(s) and the PCF ID(s). For the roaming case, the new AMF receives the V-PCF ID.

2.
Based on local policies, the new AMF decides to establish UE Context with the (V-)PCF and contacts the (V‑)PCF identified by the PCF ID received in step 1.


3.
The new AMF sends Npcf_AMPolicyControl_Update to the (V-)PCF to update the AM policy association with the (V-)PCF. The request may include the following information: policy control request trigger which has been met, Subscribed Service Area Restrictions (if updated), subscribed RFSP index (if updated) which are retrieved from the UDM during the update location procedure, and may include access type and RAT, PEI, ULI, UE time zone, service network. The (V-)PCF updates the stored information provided by the old AMF with the information provided by the new AMF.

4.
The (V-)PCF may update the policy decision based on the information provided by the new AMF.
5.
The AMF deploys the access and mobility control policy, which includes storing the Service Area Restrictions, provisioning the UE Policy and Service Area Restrictions to the UE and provisioning the RFSP index and Service Area Restrictions to the NG-RAN.
***** End of  Change *****
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