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Abstract of the contribution: This contribution proposes to fix an implementation error
1 Discussion
From SA2#128bis approved P-CR S2-188502, the following EN was not implemented:
Editor’s note: the key issues and solutions related to type-a/type-b have to be re-evaluated when normative requirements are available in SA1 TR.
Thus, this P-CR proposes to implement this.

2 Proposal
It is proposed to introduce the following updates to TR 23.734:
* * * Start of Change 1 * * * 
Key Issues
Editor's note:	This clause will describe the key issues for the enhancement of Verticals and LAN Services in 5GS.
[bookmark: _Toc524419774]5.1	Key Issue #1: Network discovery, selection and access control for type-a and type-b networks
[bookmark: _Toc524419775]5.1.1	General description
This key issue aims at studying network discovery, selection and access control for type-a and type-b networks. Solutions to this key issue are expected to address the following aspects:
-	Type-a and type-b network subscriptions
-	How is information identifying a type-a or type-b network provided to the UE for network discovery and selection?
-	Which criteria are used by the UE for automatic selection of type-a or type-b networks
-	How to support manual selection of type-a and type-b networks
-	How to prevent UEs not authorized for a given type-a or type-b network from attempting to automatically select and register in that type-a or type-b network?
	How to enable the network to verify whether a UE is authorized to access a type-a or type-b network?
-	Which network entities perform access control for type-a and type-b networks?
-	Access barring aspects for type-a and type-b networks
-	Where access restrictions are configured (e.g. subscription or configuration)?
-	How to enable UEs to access type-b networks but prevent the same UEs from accessing public PLMNs?
-	How to prevent UEs not supporting type-a and type-b networks from attempting to access type-a and type-b networks?
-	How to prevent NG-RAN from handing over a UE to a type-a network if the UE is not permitted to access the type-a network?
* * * End of Change 1 * * * 
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