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*** BEGIN CHANGES ***
4.17
Network Function Service Framework Procedure

4.17.1
NF service Registration
NOTE:
The term "NF service consumer" in this clause refers to the consumer of the NRF services and should not be confused with the role of the NF (consumer or producer).

[image: image1.emf] 

NF  Service C onsumer   NRF  

1 . Nnrf_   NFManagement_NF Register _r equest  

3 .  Nnrf_   NFManagement_ NF Register _r esponse  

2.  Store NF profile   


Figure 4.17.1-1: NF Service Registration procedure
1.
NF service consumer, i.e. an NF instance sends Nnrf_NFManagement_NFRegister Request message  to NRF to inform the NRF of its NF profile when the NF service consumer becomes operative for the first time. See clause 5.2.7.2.2 for relevant NF profile parameters

NOTE 1:
NF service consumer’s NF profile is configured by OAM system.
2.
The NRF stores the NF profile of NF service consumer and marks the NF service consumer available.
NOTE 2:
Whether the NF profile sent by NF service consumer to NRF needs to be integrity protected by the NF service consumer and verified by the NRF is to be decided by SA3.

3.
The NRF acknowledge NF Registration is accepted via Nnrf_NFManagement_NFRegister response.

4.17.2
NF service update
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Figure 4.17.2-1: NF Service Update procedure
1.
NF service consumer i.e. an NF instance sends Nnrf_NFManagement_NFUpdate Request message (the updated NF profile of NF service consumer) to NRF to inform the NRF of its updated NF profile (e.g. with updated capacity) when e.g. triggered after a scaling operation. See clause 5.2.7.2.3 for relevant input and output parameters.
NOTE:
The updated NF profile of NF instance are configured by OAM system.
2.
The NRF updates the NF profile of NF service consumer.
3.
The NRF acknowledge NF Update is accepted via Nnrf_NFManagement_NFUpdate response.

4.17.3
NF service deregistration
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Figure 4.17.3-1: NF Service Deregistration procedure
1.
NF service consumer i.e. an NF instance sends Nnrf_NFManagement_NFDeregister Request message to NRF to inform the NRF of its unavailability when e.g. it's about to gracefully shut down or disconnect from the network.
2.
The NRF marks the NF service consumer unavailable. NRF may remove the NF profile of NF service consumer according to NF management policy.
3.
The NRF acknowledge NF Deregistration is accepted via Nnrf_NFManagement_NFDeregister response.

*** END CHANGES ***
*** BEGIN CHANGES ***
5.2.7.2.2
Nnrf_NFManagement_NFRegister service operation
Service Operation name: Nnrf_NFManagement_NFRegister.

Description: Registers the consumer NF in the NRF by providing the NF profile of the consumer NF to NRF, and NRF marks the consumer NF available.

Inputs, Required: NF type, NF instance ID, Names of supported NF services (if applicable) and PLMN ID e.g. if NF needs to be discovered by other PLMNs.
NOTE 1:
for the UPF, the addressing information within the NF profile corresponds to the N4 interface.

Inputs, Optional:

-
If the consumer NF stores Data Set(s) (e.g. UDR): Range(s) of SUPIs, range(s) of GPSIs, range(s) of external group identifiers, Data Set Identifier(s). If the consumer is BSF: Range(s) of (UE) IPv4 addresses or Range(s) of (UE) IPv6 prefixes.

NOTE 2:
Range of SUPI(s) is limited in this release to a SUPI type of IMSI as defined in TS 23.003 [33].
-
If the consumer is UDM, UDR or AUSF, they can include UDM Group ID, UDR Group ID, AUSF Group ID.

-
For UDM and AUSF, Routing ID.

-
If the consumer is AMF, it includes list of GUAMI(s). In addition, AMF may include list of GUAMI(s) for which it can serve as backup for failure/maintenance.

-
For the "UPF_Management" service: UPF Provisioning Information as defined in clause 4.17.6.
-
S-NSSAI(s) and the associated NSI ID(s) (if available).

-
Information about the location of the NF consumer (operator specific information, e.g. geographical location, data center).

-
TAI(s).

Outputs, Required: Result indication.

Outputs, Optional: None.

See clause 5.21.2.1 in TS 23.501 [2], the AMF registers itself to NRF.
5.2.7.2.3
Nnrf_NFManagement_NFUpdate service operation

Service Operation name: Nnrf_NFManagement_NFUpdate.

Description: Provides the updated NF profile of NF consumer to NRF.

Inputs, Required: NF instance ID.
 
Inputs, Optional: If replacing the full NF profile, the full NF profile shall be provided. If updating parts of the NF profile, the NF profile elements that needs to be updated shall be provided.
Outputs, Required: Result indication.

Outputs, Optional: None.

See clause 5.21.2.1 in TS 23.501 [2], the AMF adds or updates the associated GUAMI(s).
*** END CHANGES ***
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