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Abstract of the contribution: This contribution updates the key issue#13 to add how the UE is triggered to provide the analytics.
1. Discussion
In the key issue 13, it is not clear how the UE is triggered to provide analytics to the network. This paper proposes adding a bulletin to clarify it.
2. Proposal

It is proposed to adopt the following in TR 23.791.
* * * First Change* * * *
5.2.13
Key Issue 13: UE driven analytics
5.2.13.1
Description
To satisfy the identified use case #13, where the network enhancements can be envisioned based on the UE-driven analytics in NWDAF, the following issues will be studied:

-
The types of analytics information that could be provided by NWDAF to other NFs to leverage the data provided by the UE;

-
How the NWDAF uses the data provided by the UE to do analytics and provides the analytics information to other NFs;

-
How the network utilizes the analytics information from NWDAF;
-
What type of information from the UE is collected by the network;
-
How frequently such analytics are to be shared with the NWDAF;

-
How the NWDAF collects the UE's information;
-
What are the triggers to the UE provides analytics to network;
-
How to ensure the integrity of UE-provided information in order to avoid using misleading information in the network;

-
Whether there are privacy aspects, related to the information provided by the UE.

5.2.13.2
Requirements

The NWDAF shall be able to receive UE's analytics data.

It shall be possible to ensure the privacy and integrity of the analytics data from the UE (e.g. in the case of roaming).

The NWDAF shall be able to provide prediction information to other NFs to leverage UE-driven analytics.

NOTE 1:
It's not assumed that there is a direct interface between the UE and NWDAF.
NOTE 2:
If the RRC procedure is triggered due to NWDAF requires UE's information from RAN, the detail of the RRC procedure will be discussed in RAN group.
* * * End of Changes* * * *
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